
Bill Barrett Corporation

August 7, 2007

Ms. Diana Mason
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Directional Drilling R649-3-11
Peters Point Unit Federal 2-34D-12-16
Surface: 2455' FNL & 1460' FWL SENW 34-T12S-R16E
Bottom Hole: 663' FNL & 1986' FEL NWNE 34-T12S-R16E
Carbon County, Utah

Dear Ms. Mason:

Pursuant to the filing of Bill Barrett Corporation's ("BBC") Application for Permit to Drill
("APD") regarding the above referenced well, we are hereby submitting this letter in
accordance with Oil & Gas Conservation Rule R649-3-11 pertaining to the "Exception to
Location and Siting of Wells."

· The above-mentioned proposed location is within the Peters Point Unit Area;
· BBC is permitting this well as a directional well to ensure that it is 460 feet from

the nearest lease boundary,
• BBC hereby certifies that it is the sole working interest owner within 460 feet of

the entire directional well bore.

Based on the information provided, BBC requests that the permit be granted pursuant to
R649-3-11. Ifyou should have any questions or need further information, please contact
me at 303-312-8129.

Sincerely,

Doug Gundry-White
Senior Landman

1099 18TH STREET

SUITE 2300

DENVER, CO 80202RECEIVED
P 303.293.9100

AU608 2007 F 303.291.0420

DIV.0F0lL,GAS&



BBC
Form3160-3 CONFIDENTIAL FORMAPPROVED
(April2004) OMBNo.1004-0137

ExpiresMarch31, 2007
UNITED STATES

DEPARTMENT OF THE INTERIOR 5. LeaseSerialNo,
BUREAU OF LAND MANAGEMENT

UTU-08107

APPLICATIONFOR PERMIT TO DRILLOR REENTER
6. If Indian,Alloteeor TribeName

n/a

OO 2 IfUnitor CAAgreement,NameandNo.la.. Typeofwork / DRILL REENTER
Peter's Point Unit/UTU-063014

8. LeaseNameand WellNo.
lb. TypeofWell: OilWell GasWell Other SingleZone MultipleZone Peter's Point Unit Fed #2-34D-12-16

2. NameofOperator 9. API WellNo.
BILL BARRETT CORPORATION pending -

3a. Address 1099 18th Street, Suite 2300 Denver CO 80202 3b. PhoneNo.(includearea code) 10.Fieldand Pool,orExploratory
(303) 312-8134 Peter's Point/Wasatch-Mesaverde

4. Locationof Well(Report location clearly and in accordancewitirany Staterequirements.*) I1. Sec.,T.R.M. or Blk.andSurveyor Area

Atsurface SENW, 2455' FNL & 1460' FWL

At proposedprod.zone NWNE, 663' FNL & 1986' FEL
Sec. 34, T12S-R16E

14. Distanceinmiles and directionfromnearesttownorpost office* I 12.Countyor Parish 13. State
approximately 49 miles from Myton, Utah Carbon UT

15. Distancefromproposed* 16. No.of acresinlease 17. SpacingUnitdedicatedtothiswell
locationtonearest
propertyorleaseline,ft.
(Alsotonearestdrig unit line,if any) 185' SH/1986' BR 640 40 acres

18. Distancefromproposedlocation* 19 ProposedDepth 20. BLM/BIABond No.onfile
tonearest well,drilling,completed,
applied for,on this lease,ft 16' SHIJ822' BH 8300' Nationwide Bond #WYB000040

2L Elevations(Showwhether DF,KDB, RT,GL,etc.) 21 Approximatedatework will start* 23. Estimatedduration
7218' ungraded ground 09/17/2007 45 days

24. Attachments
Thefollowing,completed in accordance withtherequirements of OnshoreOilandGasOrderNo.1, shallbeattached tothis form:

1. Wellplatcertifiedbya registered surveyor. 4. Bondto cover the operationsunlesscoveredby anexistingbondon file (see
2. ADrillingPlan, ltem20 above)
3. A SurfaceUse Plan (if the locationis on NationalForestSystemLands,the 5. Operatorcertification

SUPO shallbe filedwith theappropriateForestServiceOffice). 6. Suchothersitespecificinformationand/or plansas may be requiredbythe
authorizedofficer.

25. Signature Name (Printed/Typed) D .

Tracey Fallang

Title
Environme atory Analys e er 4.

App dby Si a e ame(Printed/Typed) Date
BRADLEYG. HILL 04

Title fli€NVIRONMENTALMANAGER

Applicationapprovaldoesnotwarrantor certify thatthe applicantholdslegalorequitabletitletothoserightsinthesubjectleasewhich wouldentitletheapplicantto
conductoperationsthereon.
Conditionsof approval,if any,areattached.

Title 18U.S.C.Section1001andTitle43 U.S.C.Section1212,make it a crime foranypersonknowinglyandwillfully tomaketo any departmentor agencyofthe United
Statesanyfalse,fictitiousor fraudulentstatements or representations as to any matter within itsjurisdiction.

Federal Approval of tMB

Action is Necessary

is 7(o a RECEIVED
ff 26 AUS08 2007

foi 4, DIVOFOIL,GAS&



BILL BARRETT CORPORATION
Ti2S Ri6E S.L.B.&M. Well locotion, PETERS POINT UNIT FEDERAL

Fjf,=,cg #2-34D-12-16, located as shown in the
270'os' e.oringrr•• SE 1/4 NW 1/4 of Section 34, T12S, R16E,(G.LO.) 5285.28' (G.L.O.) S.L.B.&M., Carbon County, Utoh.

90°04 BASIS OF ELEVATION
(G.L.O.) COTTON TRIANGULATIONSTATION LOCATED IN THE NW 1/4 OF

Botto SECTION 31. T12S, R16E, S.LB.&M., TAKEN FROM THE TWIN
Hole

m
71986, HOLLOWQUADRANGLE,UTAH, CARBON COUNTY, 7.5 MINUTE

SERIES (TOPOGRAPHICALMAP) PUBUSHED BY THE UNITED
STATES DEPARTMENTOF THE INTERIOR,GEOLOGICALSURVEY.
SAID ELEVATIONIS MARKEDAS BEING 7386 FEET.

BASIS OF BEARINGS

P TERS POINT UN/T
TEDERÆ /2-340-12-16
Elev Ungraded Ground = fgg' N(Comp.) 34

o o - o

SCALE

--- --- CERTI It,
THIS IS TO CERTIFYTHAT AT D FROM
FIELDNOTES OF ACTUALS ADE MY
SUPERVlSIONAND THAT g O T TO THE
SEST OF MY KNOWLEDGE

#RE R LAND1983 Alum. Cop 1983 Alum. Op 1961 Brass Cap Gi2S 1.T High, Pie 0.4' H/ph, PFe 1.4' H/gh, Pieof Stones of Stones of Stones

T13S NB9°59'J4"W
- 2640.77' (Meas.) NB9°59'48"W

- 2689.94' (Meam)
UINTAH ENGINEERING & IAND SURVEYING

85 SOUTH 200 £AST - VERNAI4 UTAff 840'?B
(435) 189-1017LEGEND (NAD 83)

LATITUDE= 39'43'51.27" (39.730908) SCALE DATE SURVEYED: DATE DRAWN:
1 = 1000 01-11-06 07-31-07=

90° SYMBOL LONGITUDE- 110'06'52.29" (110.114525)
PARTY REFERENCES

= PROPOSED WELL HEAD (NAD27)
D.R. A.H- P.M. G.L.O. PLATLATlTUDE =

30'43°51.40"
(39.730944)A = SECTION CORNERS LOCATED. LONGITUDE- 110'06'49.74" (110.113817) KATHER FILE

COOL BILL BARRETT
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HAZARDOUS MATERIAL DECLARATION

FOR WELL NO. PETER'S POINT UNIT FEDERAL #2-34D-12-16
LEASE NO. UTU 08107

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well, we
will not use, produce, or store, transport or dispose 10,000# annually of any of the hazardous chemicals
contained in the Environmental Protection Agency's consolidated list of chemicals subject to reporting
under Title III Super Amendments and Reauthorization Act (SARA) of 1986.

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well,
we will use, produce, store, transport, or dispose less than the threshold planning quantity (TPQ)of any
extremely hazardous substances as defined in 40 CFR
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DRILLING PROGRAM

BILL BARRETT CORPORATION
Peter's Point Unit Federal #2-34D-12-16

SENW, 2455' FNL, 1460' FWL, Section 34, Tl2S-Rl6E (Surface Hole)
NWNE, 663' FNL, 1986' FEL, Section 34, T12S-Rl6E (Bottom Hole)

Carbon County,Utah

1 - 3. Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and
Gas and Other Minerals

orngLtion D_epth -2 Dmtly - _TR
Green River Surface Surface
Wasatch 3416'* 3161'*
North Horn 5730'* 5166'*
Dark Canyon 7252'* 6636'*
Price River 7527'* 6911'*
TD 8300'* 7700'*

PROSPECTIVE PAY
*Members of the Mesaverde formation and Wasatch (inclusive of the North
Horn) are primary objectives for oil/gas.

4. Casing Program

Hole SETTING DEPTH Casing Casing Casing
Size (FROM (TO) Size Weight Grade Thread Condition

12 ¼" surface 1,000' 9 5/8" 36# J or K 55 ST&C New
8 ¾ " surface 8,300' 5 ½" 17# N-80 LT&C New

Note: Pending evaluation of anticipated stress on the production casing, BBC may use 5 ½",
20# P-110 LT&C production casing instead of the 17#N-80. BBC is also evaluating the benefit
of using 4-1/2", l1.6#, I-80, LT&C production casing and wishes to have that option approved in
this APD. The 4-1/2" casing design sheet is included in this package. Cement volumes would
be adjusted accordingly.

5. Cementing Program

9 5/8" Surface Casing Approximately240 sx Halliburton Light Premium with
additives mixed at 12.7 ppg (yield = 1.85 ft3/sx)and 170 sx
Premium cement with additives mixed at 15.8 ppg (yield =

1.16 ft'/sx) circulated to surface with 100% excess
5 ½" Production Casing Approximately 1640 sx 50/50 Poz Premium cement with

additives mixed at 13.4 ppg (yield = 1.49 ft'/sx). Top of
cement to be determined by log and sample evaluation;
estimated TOC 900'.

Note: Actual volumes to be calculated from caliper log.

Page
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Bill Barrett Corporation
Drilling Program
Peter's Point Unit Federal #2-34D-12-16
Carbon County, Utah

6. Mud Program

Interval Weight Viscosity Fluid Loss Remarks
(API filtrate)

0 - 40' 8.3 - 8,6 27 -40 -- Native Spud Mud
40' - 1000' 8.3 - 8.6 27 - 40 15 cc or less Native/Gel/Lime
1000' - TD 8.6 - 9.5 38 - 46 15 cc or less LSND/DAP
Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain
"kicks" will be available at wellsite. BBC may require minor amounts of diesel to be added to its
fluid system in order to reduce tork and drag.

7. BOP and Pressure Containment Data

Depth Intervals BOP Equigment
0 - 1000' No pressure control required
1000' - TD l1" 3000# Ram Type BOP

l1" 3000# Annular BOP
- Drilling spool to acconunodate choke and kill lines;
- Ancillary and choke manifold to be rated @3000 psi;
- Ancillary equipment and choke manifold rated at 3,000#. All BOP and BOPE tests will be in

accordance with the requirements of onshore Order No. 2;
- The BLM and the State of Utah Division of Oil, Gas and Mining will be notified 24 hours in

advance of all BOP pressure tests.
- BOP hand wheels may be underneath the sub-structure of the rig if the drilling rig used is set up

to operate most efficiently in this manner.

8. Auxiliary Eauipment

a) Upper kelly cock; lower Kelly cock will be installed while drilling
b) Inside BOP or stab-in valve (available on rig floor)
c) Safety valve(s) and subs to fit all string connections in use
d) Mud monitoring will be visually observed

9. Testing, Logging and Core Programs

Cores None anticipated;
Testing None anticipated; drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surface casing to TD. Preserve samples all show intervals;
Surveys Run every 1000' and on trips, slope only;
Logging DIL-GR-SP, FDC-CNL-GR-CAL-Pe-Microlog,Sonic-GR, all TD to surface.

Page
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Bill Barrett Corporation
Drilling Program
Peter's Point Unit Federal #2-34D-12-16
Carbon County, Utah

10. Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures or other hazards are anticipated.

Maximum anticipated bottom hole pressure equals approximately 3804 psi* and maximum
anticipated surface pressure equals approximately 2110 psi** (bottom hole pressure minus the
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure)
**Maximum surface pressure = A - (0.22x TD)

11. Drilling Schedule

Location Construction: September 17, 2007
Spud: September 20, 2007
Duration: 15 days drilling time

30 days completion time

Page
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wouname: Utah: West Tavaputs Field
operptor: BIIIBarrett
stragtype:Surface

Location: Carbon County, UT

Design parameters: Minimum design factors: Environment:
Coliaose Ootlapse: . H2S considered? No
Med weíght; 9.50 ppg Design factor 1.125 Surisce temperature: 75.00 °F

Bottom hole temperature: 89 "F
Designis based on evacuated pipe. Temperature gradient: 1.40 *F/100ft

Minimumsection iength: 1,00Q ft

Design fador 1,00 Cement top: St.tríace

Max anticipated surface
gressure: 2,735 psi

Intemal gradient: 0.22 psi/ñ
Calculated BHP 2.955 os! Tension: Nor.edirectional string.

8 Round STO: 1.80
8 Round LTO: 1.80

Annu:srracci:u; 150 pp; Bunres .8

Bocy we .8 Rc÷subsaaveñï strings.
Nex: setting Depth 70.000 |

Tensioñia casec on vuoyeo weigt. . Nexi mua weich 500 ppé
Neutral pain 859 R Next setiing BHP: 4,935 psi

Fracture mud wt 19 000 ppe
Fracture depin 10,000 !¾
Injection pressure 5,195 ps;

Run Segmerd . Nominal .End True vert Measured Drift laterna!
Seq Length Size Vieight Gra¢ie Finish Depth Depth Diamater Capacity

(ft) (in) (Ibs/h) (ft) (ft) (¡n; (fF}
1 1000 9.625 .36.00 J/K-55 ST&Ç 1000 1000 6.796 7'i.2

Run Collapse Coliagse Collapse Burst Burst Burst Tension Tension Tension
Sep Load Strength Design Load Strength Design Load Strength Design

(pai) (psi) Factor (psi) (psi) Factor (Kips) (Kips} Factor
1 493 2020 4.094 2735 3520 1.29 31 453 14.64 J

Prepared Dominic Spencer Phone: (303) 312-8143 Daté: August 1,2003
by: 8/11Barrett FAX: (303) 312-8195 Denver, Colorado

Rerrwie:
CDIlapse ls based en a verticaldepth of 1000 ft, a mud weigmof 2.5 ppg The casing a conaldered la ðe evacuated for coliopsepurposes,
Collapsestrengthk based crl the Westapt!,Dantop &Nemlermethodof Alexial correctionfor tansion.

Burstsirength Is not agusted for tension.

Enginesting responsibilitý for use ofthisdesign willbe thatof the



womme: ,
Utah: West Tavaputs

opempr: sinaarren
SWmrepe: Production

t.ocador Carbon County,UT

Design parameterg Minirnum design factors: Environment:

Consore Conapse: · H2S considered? Nø

Mad weight 9.50 ppy Design fa¢tor i.125 Surfacetemperature' 75.00 'O
ßottomhele temperature: 215 'F

Designžabased on evacuated pipe. .
Temperefutegistfient: TAD 'F/100ft
Minimumsection length: 1,500 ti

Design factor i.00 Cement top: 2,375 It

Bary
Max anticipated autlace

pressure: 4,705 ps¡
Internal gradient 0.02 psilft
Calcuisted BHP 4,935 psi Tension: Non-directional string.

8 Round STC: 1.80 W)
8 RoundLTC: T.80 W)

Annular eachun: 9.50 ppy Buhress: 1.80 Q)
Premium: i.80 W)
oodyyield: 1.80 (5)

Nur Segrner.6 Nomiñal End True Ve, iWeasured Drin internd

Se: t.engür Size Weigh Grade Finish Depth Depill Dînmemt Capacity

(h) (in) (Ibs/ig (fl.) (ft) (in) (ff')

I 10000 53 .17,00 N-80 LT&C 10000 10000 4.767 344.5

Run Coñapse Collapse Codapse Burst Burst . Burst Tension Terrsion Tensïon

Seq Load Strength Design Load Strength Design £.oad Strength Design

(psi) (psi) Factor (psi) (pslj Factor (Kips) (Kips) Pactor

1 4935 6290 1.275 4705 7740 f.ii5 146 348 2.39 J

Prepared DominicSpencer Phone: (303) 312-8143 Date: August 1,2003

by: BillBarrett FM (303) 312-8795 Denver, Colorado

RenerJui
Cosapse la nasedone radical depth of Teacott a med weent et M ppy The casingIs consideredtoas avacuatedforeollapse pmposes.

Collapse suengthis based onthe Westcoth Dunlop&¾enmermelhodofhism mastfien fortensien.

Burst mengthisem adjustedfor tension

EngineeringresponsibrTityfor use of thisdesign willbe fital of fire
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waliname: ' VVestTavaputs General.
Operatoc Bill Barrett Corporation
stringtype: Production

Design parameters: Minimum design factors: Environment:

CoAsore Colianse: H2Sconsidered? . No

Med weight: 9.50 ppg Designfactor 7.725 Surfacetemperature: 60.00 *F

Design is based on evacuated pipe. Sottomhole temperatum: 200 F
Temperatute gradient: 1.40 °F/10Dit

Minimumsection Jerigth: 1,500 11
Cementtop: 2,500 ff

Design-factor 1.00

Sursf
Max anticipated surface

pressure: 2,735 pai
Intemal gradient: 0.22 psVít

Calculated BHP 4,935 ps¡ Tension: Non-alrectíonal string.
8 Round STC: 1.80 Q)

No backup inud specifed 8 Round LTC 1.8û p
Suttres: 180 Q
Premium' 1.80 í!

Tension is ossea on nuovec weton:

Run Segmerd Nominal End True Vert Measured Driff ïnterrief

Sep Length Size Weight Grade Einish Depth Depth Diameter Capacity

{ft) (in) (insMt) (R) (ff) (in) (ff¶

1 10000 4.5 11.ô0 480 LT&C 10000 10000 3.875 231.8

Run Conapse Collapse GofJapse Burst Burst Burst Tension Tension Tension

Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi} Factor (ps!) (psi} Factor (Kips) {Kips) Factor

1 . 4935 6350 - 1.287 4935 7780 1.58 100 223 2.24 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: Decernbar 13,2005

by: Em Barrett FAX:{303) 312-8195 Denver, Gölorado

Remarks
Collapseis based on a verticaldepth of 10000 ft, a.mud weight of 9.5 ppg The casing is consideredtobe evacuated íorcotlapse purposes.

Coffspsestrengthis based on the Westcott,Duntop &Kemiermethadof biaxial correction Ier tension.

Surat strength is potaciusted for tensica.

EngineeringresponsMty foruse ofthisdesign wilbe that of the
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PRESSURE CONTROL EQUIPMENT - Schematic Attached

A. Type: Eleven (11) Inch Double Gate Hydraulic BOP with Eleven (11) Inch

Ammlar Preventer. The blow out preventer will be equipped as follows:

1. One (1) blind ram (above).
2. One (1) pipe ram (below).
3. Drilling spool with two (2) side outlets (choke side 3-inch minimum, kill side

2-inch minimum).
4. 3-inch diameter choke line.
5. Two (2) choke line valves (3-inch minimum).

6. Kill line (2-inch minimum).
7. Two (2) chokes.
8. Two (2) kill line valves,one of which shall be a check valve (2-inch

mm1mum).
9. Upper kelly cock valve with handles available.

10. Safety valve(s') ß: subs to fit al dril string connections in use.

Pressure gange on choke raanifoli
11 Fill-up line above the uppermost preventer.

E Pressure Raung: 3,000 psi

C Tesûng Procedure:

Annular Preventer

At a minimum, the Annular Preventer will be pressure tested to 50% of the rated

working pressure for a period of ten (10) minutes or until provisions of the test are

met, whichever is longer.

At a minimum the above pressure testwill be performed:

1 When the annular preventer is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition, the Annular Preventer will be functionally operated at least weekly.

Blow-Out Preventer

At a minimum, the BOP, choke manifold, and related equipment will be pressure

tested to the approved workingpressure of the BOP stack (if isolated from the
surfàoe casing by a test plug) or to 70% of the internal yieldstrength of the surface

easing (if the BOP is not isolated from the casing by a test plug). Pressure will
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Remote controls shall be readily accessible to the driller. Remote controls for all

3M or greater systems will be capable of closing all preventers. Remotecontrols

for SM or greater systems will be capable of both opening and closing all

preventers. Master controls will be at the accumulator and will be capable of

opening and closing all preventers and the choke line valve (if so equipped).

F. Miscellaneous Information:

The Blow-OutPreventer and related pressure control equipment will be installed,

tested and maintained in compliance with the specifications in and requirements

of Onshore Oil & Gas Order Number2. The choke manifold will be located

outside the rig sub-structure. The hydraulic BOP closing unit will be located at

least twenty-five (25) feet from the well head but readily accessible to the driller.

Exact locations and configurations of the hydraulic BOP closing unit will depend

upon the particular rig contracted to drill thishole.

A flare line will be installed after the choke manifold, extending 125 feet

(minimum3 n'omthe center of the driß hole to a separate ñare
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BILL BARRETT CORPORATION
TYPICAL3.000 p.s.l. BLOWOUTPREVENTER

RILLINGNIPPLE

FILLUPUNE LOWONE

ANN LA

r PIPE RAMS

.

BLINDRAMS
'

DRILUNGSPOOL I

CHECK VALVE

CASING HEAD

) KILLUNE -Minimum 2"
ToChokeManifold -

Minimum
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BILL BARRETT CORPORATION
TYPICAL 3,000 c.s.l. CHOKE MANIFOLD

ADJUSTABLE CHOKE
ADJUSTABLECHOKE

TO MUD/GAS SGPARATOR \TO MUD/GAS SERARATOR go: STACK OUTLET AND/OR FIT (2 IN. MINJAND/OR PIT (2 IN. MINJ (3 IN.



Bill Barrett Corporation

NINE MILE CEMENT VOLUMES

Well Name: Peter's Point 2-34D-12-16

Surface Hole Data: Calculated Data:

Total Depth: 1,000 Lead Volume: 219.2 ft

Top of Cement: O Lead Fill: 700

OD of Hole: 12.250 Tail Volume:) 94.0

OD of Casing: 9.625 Tail Fill: 300'

Cement Data: CaÏculated # of Sacks

Lead Yield: 1.85 ff /sk # SK's Lead:

Tail Yield: 1.16 ft /sk # SK's Tail:

% Excess: 100%

Production Hole Data: Calculated Data:

Total Depth: 8,300' Lead Volume: 1869.2 ft

Top of Cement: 900' Lead Fill: 7,400'

OD of Hole: 8.750"
OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

Lead Yield: 1.49 ft /sk # SK's Lead:

% Excess:j
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Peter's Point 2-34D-12-16 Proposed Cementing Program

Job Recommendation Surface Casing

Lead Cement - (700' - O')
Halliburton Light Premium Fluid Weight: 12.7 lbm/ gal

2.0% Calcium Chloride Slurry Yield: 1.85
ft3

Sk

0.125 lbm/sk Ploy-E-Flake Total Mixing Fluid: 9.9 Gal/sk
Top of Fluid: 0'

Calculated Fill: 700'
Volume: 78.09 bbl

Proposed Sacks: 240 sks

Tail Cement - (1000' - 700')
Premium Cement Fluid Weight: 15.8 lbm/ gal

94 lbm/ sk Premium Cement Slurry Yield: 1 16
ft3

Sk

2.0% Calcium Chloride Total Mixing Fluid: 4.97 Gal/ sk
0.125 lbm/sk Ploy-E-Flake Top of Fluid: 700'

Calculated Fill: 300'
Volume: 33.47 bbl

Proposed Sacks: 170 sks

Job Recommendation Production Casing

Lead Cement - (8300' - 900')
50|50 Poz Premium Fluid Weight: 13.4 lbm/gal

3.0 % KCL Slurry Yield: 1.49 ft3
Sk

0.75% Halad®-322 Total Mixing Fluid: 7.06 Gal/sk

3.0 lbm/ sk Silicalite Compacted Top of Fluid: 900'
0.2% FWCA Calculated Fill: 7,400'
0.125 lbm/sk Poly-E-Flake Volume: 432.76 bbl

1.0 lbm/sk Granulite TR 1/4 Proposed Sacks: 1640
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SECTION DETAILS

See MD Inc Azi TVD +N/-S +El-W DLeg TFace VSee Target

1 0.00 0.00 45.45 0.00 0.00 0.00 0.00 0.00 0.00
2 200.00 0.00 45.45 200.00 0.00 0.00 0.00 45.45 0.00
3 600.00 8.00 45.45 598.70 19.56 19.87 2.00 45.45 27.88

PETERS POINT UF #2-34D-12-16 5
1° Î:ÎÏ2in $Ë 'iŠŸs 2Ësso 2ËË ÈŸo$Ë 3'7 ,

2455' FNL 1460'FWL 6 5718.52 29.94 45.45 5156.26 1585.49 1610.84 0.00 0.00 2260.22
7 6916.01 0.00 45.45 6300.00 1800.00 1828.78 2.50 180.00 2566.02SEC 34 Tl2S R16E 8 8276.01 0.00 45.45 7660.00 1800.00 1828.78 0.00 45.45 2566.02 PBHL_2-34D

CARBON COUNTY, UTAH
WELL DETAILS

Hame +N/-S +E/-W Northing Easting Latitude Longitude Slot

)ETERS POINT UF #2-34D-12-16 8.00 -14.00 7073741.13 2030044.62 39°43'5l.269N 110°06'52.289W N/AKB ELEVATION: 7233.00'
GR ELEVATION: 7218.00'0 J SITE DETAILS0

- NUDGE )° 200 MD Start Bv Id2 00 PETERS POINT #6-34-12-16 PAD

HOLD µ8 6õ0 MD Stak Hol i Site CentrLeLaatitudd 43 5 1 N

C \SING PT - Ground Level: 7218.00
Positiona1Uncertainty: 0.00

Convergence: 0.89
KOP

,
° 1066 2vD Start DLS 2 50 TFO O01100u

T

/\ M
150Û Azimuths to True North

Magnetic North: 11.80°

HOLD 30° 1943 MD ' tart Hold MagneticField1885 376 Strength:52522nT
Dip Angle: 65.65°

Date: 8/3/2007
Model: bggm2006

TOTAL CORRECTION TO TRUE NORTH: I 1.80

13ÛÛ
FORMATION TOP DETAILS

No TVDPath MDPath Formation
WASATCH I 3161.00 3416.05 WASATCH

ggýQ 2 5166.00 5729.74 NORTHHORN
3 6636.00 7252,01 DARK CANYON

---- 4 6911.00 7527.01 PRICERIVER

4000
. 2000

PBHL
485.09'N, 503.28'E
663' FNL, 1986' FWL

4500
. ,..., 1500

SECTION 34

NORTH HORN

5000
- 5156 2260 1000

310°51 9 MD Sttrf Drop -> 50 DROP

60û0 u orlo Mv i tarthold HOLD ------ o
O SHL

6300 2566
54E5CIFONN 460'FWL 1/ISECTRINLlNE

\ \ 1
6300 DARK CANYON - --- I I

-500 0 500 1000 1500 2000 2500PRICE RIVER
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PLAN REPORT

Company: BILL BARRETT CORP Hate B/$lËOO7 Timei 15:48:35 Page: 1
Field: CARBON COUNTY UTAbj Co-ordinate(NE)Reference: Well; PETERS POINT UF #2734D-12-16
Site PETERS POINT #6 34 1246 PAD Verticäl (TVD Rëference: SlTE7233 0
Well: PETERS POINT UF #2-34D-12-16 Section (VS) Reference: Well (0.OON,0,0DE,4545Azi)
Wellpath: . 1 Survey Calculation Method: Minimum Curvature Db: Sybase

Field: CARBON COUNTY, UTAH

Map System:US State Plane Coordinate System 1983 Map Zone: Utah, Central Zone
Geo Datum: GRS 1980 Coordinate System: Well Centre
Sys Datum: Mean Sea Level Geomagnetic Model: bggm2006

Site: PETERS POINT #6-34-12-16 PAD

Site Position: Northing: 7073733.35 ft Latitude: 39 43 51.190 N
From: Geographic Easting: 2030058.74 ft Longitude: 110 6 52.110 W
Position Uncertainty: 0.00 ft North Reference: True
Ground Level: 7218.00 ft Grid Convergence: 0.89 deg

Well: PETERS POINT UF #2-34D-12-16 Slot Name:
2455' FNL, 1460' FEL

Well Position: +N/-S 8.00 ft Northing: 7073741.13 ft Latitude: 39 43 51.269 N
+El-W -14.00 ft Easting: 2030044.62 ft Longitude: 110 6 52.289 W

Position Uncertainty: 0.00 ft

Welipath: 1 Drilled From: Surface
Tie-on Depth: 0.00 ft

Current Datum: S1TE Height 7233.00 ft Above System Datum: Mean Sea Leve!
Magnetic Data: 8/3/2007 Declination: 11.80 deg
Field Strength: 52522 nT Mag Dip Angle: 65.65 deg
Vertical Section: Depth From (TVD) +N/-S +E/-W Direction

ft ft ft deg
0.00 0.00 0.00 45.45

Plan: Plan #1 Date Composed: 8/3/2007
Version: 1

Principal: Yes Tied-to: From Surface

Plan Section Information

MD Incl Azim TVD +N/-S +E/-W DLS Build Tura TFO Target
ft deg deg ft ft ft deg/100ft deg/100ft deg/100ft deg
0.00 0.00 45.45 0.00 0.00 0.00 0.00 0.00 0.00 0.00

200.00 0.00 45.45 200.00 0.00 0.00 0.00 0.00 0.00 45.45
600.00 8.00 45.45 598.70 19.56 19.87 2.00 2.00 0.00 45.45

1065.83 8.00 45.45 1060.00 65.04 66.07 0.00 0.00 0.00 0.00
1943.33 29.94 45.45 1884.78 263.90 268.11 2.50 2.50 0.00 0.01
5718.52 29.94 45.45 5156.26 1585.49 1610.84 0.00 0.00 0.00 0.00
6916.01 0.00 45.45 6300.00 1800.00 1828.78 2.50 -2.50 0.00 180.00
8276.01 0.00 45.45 7660.00 1800.00 1828.78 0.00 0.00 0.00 45.45 PBHL 2-34D

Survey

MD lucl Azim TVD N/S E/W VS DLS Build Turn Comment
ft deg .deg ft ft ft ft deg/100ft deg/100ft deg/10Dft
200.00 0.00 45.45 200.00 0.00 0.00 0.00 0.00 0.00 0.00 NUDGE
300.00 2.00 45.45 299.98 1.22 1.24 1.75 2.00 2.00 0.00
400.00 4.00 45.45 399.84 4.90 4.97 6.98 2.00 2.00 0.00
500.00 6.00 45.45 499.45 11.01 11.18 15.69 2.00 2.00 0.00
600.00 8.00 45.45 598.70 19.56 19.87 27.88 2.00 2.00 0.00 HOLD

700.00 8.00 45.45 697.73 29.32 29.79 41.80 0.00 0.00 0.00
800.00 8.00 45.45 796.76 39.09 39.70 55.71 0.00 0.00 0.00
900.00 8.00 45.45 895.78 48.85 49.62 69.63 0.00 0.00 0.00

1000.00 8.00 45.45 994.81 58.61 59.54 83.55 0.00 0.00 0.00
1005.24 8.00 45.45 1000.00 59.12 60.06 84.28 0.00 0.00 0.00 CASING PT.

1065.83 8.00 45.45 1060.00 65.04 66.07 92.71 0.00 0.00 0.00 KOP
1100.00 8.85 45.45 1093.80 68.55 69.64 97.72 2.50 2.50 0.00
1200.00 11.35 45.45 1192.24 80.86 82.14 115.26 2.50 2.50 0.00
1300.00 13.85 45.45 1289.82 96.17 97.69 137.08 2.50 2.50
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PLAN REPORT

Compariy BILLBARRETT CORP Date: 8/3/200T Time: 15:48:35 Page: 2
Field: CARBO lþDUNT (4 UTAH Co-ordinag(NE) Reference: V ell: RETERS PO1NT UF934D:12 6
Sito PETERSWOINT †(E34 12 16 PAD VeitÍcãP(TVD) Rèference:

SITI¯
7233 0

Well: PETERS POINT OF#2-34D 12-16 Section (VS) Reference: Well (0.00N,0 00E 45.45Azi)
Wellpath: 1 Survey Calculation Method: Minimum Cúrvature 1)b: Sybase

Survey

MD Incl Azim TVD N/S E/W VS DLS Build Turn Comment
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft

1400.00 16.35 45.45 1386.36 114.44 116.26 163.14 2.50 2.50 0.00

1500.00 18.85 45.45 1481.67 135.66 137.81 193.38 2.50 2.50 0.00
1600.00 21.35 45.45 1575.57 159.77 162.31 227.75 2.50 2.50 0.00
1700.00 23.85 45.45 1667.88 186.73 189.70 266.18 2.50 2.50 0.00
1800.00 26.35 45.45 1758.43 216.49 219.93 308.60 2.50 2.50 0.00
1900.00 28.85 45.45 1847.04 248.99 252.95 354.94 2.50 2.50 0.00

1943.33 29.94 45.45 1884.78 263.90 268.11 376.20 2.50 2.50 0.00 HOLD
2000.00 29.94 45.45 1933.90 283.74 288.27 404.49 0.00 0.00 0.00
2100.00 29.94 45.45 2020.55 318.75 323.83 454.39 0.00 0.00 0.00
2200.00 29.94 45.45 2107.21 353.76 359.40 504.30 0.00 0.00 0.00
2300.00 29.94 45.45 2193.87 388.77 394.97 554.20 0.00 0.00 0.00

2400.00 29.94 45.45 2280.52 423.77 430.54 604.11 0.00 0.00 0.00
2500.00 29.94 45.45 2367.18 458.78 466.10 654.01 0.00 0.00 0.00
2600.00 29.94 45.45 2453.84 493.79 501.67 703.92 0.00 0.00 0.00
2700.00 29.94 45.45 2540.50 528.80 537.24 753.82 0.00 0.00 0.00
2800.00 29.94 45.45 2627.15 563,80 572.81 803.73 0.00 0.00 0.00

2900.00 29.94 45.45 2713.81 598.81 608.37 853.63 0.00 0.00 0.00
3000.00 29.94 45.45 2800.47 633.82 643.94 903.54 0.00 0.00 0.00
3100.00 29.94 45.45 2887.12 668.82 679.51 953.44 0.00 0.00 0.00
3200.00 29.94 45.45 2973.78 703.83 715.07 1003.35 0.00 0.00 0.00
3300.00 29.94 45.45 3060.44 738.84 750.64 1053.25 0.00 0.00 0.00

3400.00 29.94 45.45 3147.10 773.85 786.21 1103.16 0.00 0.00 0.00
3416.05 29.94 45.45 3161.00 779.46 79î.92 1111.17 0.00 0.00 0.00 WASATCH
3500.00 29.94 45.45 3233.75 808.85 821.78 1153.07 0.00 0.00 0.00
3600.00 29.94 45.45 3320.41 843.86 857.34 1202.97 0.00 0.00 0.00
3700.00 29.94 45.45 3407.07 878.87 892.91 1252.88 0.00 0.00 0.00

3800.00 29.94 45.45 3493.72 913.87 928.48 1302.78 0.00 0.00 0.00
3900.00 29.94 45.45 3580.38 948.88 964.05 1352.69 0.00 0.00 0.00
4000.00 29.94 45.45 3667.04 983.89 999.61 1402.59 0.00 0.00 0.00
4100.00 29.94 45.45 3753.70 1018.90 1035.18 1452.50 0.00 0.00 0.00
4200.00 29.94 45.45 3840.35 1053.90 1070.75 1502.40 0.00 0.00 0.00

4300.00 29.94 45.45 3927.01 1088.91 1106.32 1552.31 0.00 0.00 0.00
4400.00 29.94 45.45 4013.67 1123.92 1141.88 1602.21 0.00 0.00 0.00
4500.00 29.94 45.45 4100.32 1158.92 1177.45 1652.12 0.00 0.00 0.00
4600.00 29.94 45.45 4186.98 1193.93 1213.02 1702.02 0.00 0.00 0.00
4700.00 29.94 45.45 4273.64 1228.94 1248.58 1751.93 0.00 0.00 0.00

4800.00 29.94 45.45 4360.30 1263.95 1284.15 1801.83 0.00 0.00 0.00
4900.00 29.94 45.45 4446.95 1298.95 1319.72 1851.74 0.00 0.00 0.00
5000.00 29.94 45.45 4533.61 1333.96 1355.29 1901.64 0.00 0.00 0.00
5100.00 29.94 45.45 4620.27 1368.97 1390.85 1951.55 0.00 0.00 0.00
5200.00 29.94 45.45 4706.92 1403.97 1426.42 2001.45 0.00 0.00 0.00

5300.00 29.94 45.45 4793.58 1438.98 1461.99 2051.36 0.00 0.00 0.00
5400.00 29.94 45.45 4880.24 1473.99 1497.56 2101.27 0.00 0.00 0.00
5500.00 29.94 45.45 4966.90 1509.00 1533.12 2151.17 0.00 0.00 0.00
5600.00 29.94 45.45 5053.55 1544.00 1568.69 2201.08 0.00 0.00 0.00
5700.00 29.94 45.45 5140.21 1579.01 1604.26 2250.98 0.00 0.00 0.00

i 5718.52 29.94 45.45 5156.26 1585.49 1610.84 2260.22 0.00 0.00 0.00 DROP
5729.74 29.66 45.45 5166.00 1589.41 1614.82 2265.80 2.50 -2.50 0.00 NORTH HORN
5800.00 27.90 45.45 5227.58 1613.13 1638.92 2299.62 2.50 -2.50 0.00
5900.00 25.40 45.45 5316.94 1644.59 1670.89 2344.47 2.50 -2.50 0.00
6000.00 22.90 45.45 5408.19 1673.29 1700.05 2385.38 2.50 -2.50 0.00

6100.00 20.40 45.45 5501.12 1699.17 1726.34 2422.27 2.50 -2.50
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PLAN REPORT

Survey
MD Incl Azim . TVD N/S E/W VS DLS Build Turn Comment
ft deg deg ft ft ft ft deg/10Dft deg/100ft deg/100ft

6200.00 17.90 45.45 5595.58 1722.18 1749.72 2455.08 2.50 -2.50 0.00
6300.00 15.40 45.45 5691.38 1742.28 1770.13 2483.73 2.50 -2.50 0.00
6400.00 12.90 45.45 5788.34 1759.42 1787.56 2508.17 2.50 -2.50 0.00
6500.00 10.40 45.45 5886.27 1773.59 1801.95 2528.36 2.50 -2.50 0.00

6600.00 7.90 45.45 5984.99 1784.74 1813.28 2544.26 2.50 -2.50 0.00
6700.00 5.40 45.45 6084.31 1792.86 1821.53 2555.84 2.50 -2.50 0.00
6800.00 2.90 45.45 6184.04 1797.94 1826.69 2563.08 2.50 -2.50 0.00
6900.00 0.40 45.45 6283.99 1799.96 1828.74 2565.96 2.50 -2.50 0.00
6916.01 0.00 45.45 6300.00 1800.00 1828.78 2566.02 2.50 -2.50 0.00 HOLD

7000.00 0.00 45.45 6383.99 1800.00 1828.78 2566.02 0.00 0.00 0.00
7100.00 0.00 45.45 6483.99 1800.00 1828.78 2566.02 0.00 0.00 0.00
7200.00 0.00 45.45 6583.99 1800.00 1828.78 2566.02 0.00 0.00 0.00
7252.01 0.00 45.45 6636.00 1800.00 1828.78 2566.02 0.00 0.00 0.00 DARK CANYON
7300.00 0.00 45.45 6683.99 1800.00 1828.78 2566.02 0.00 0.00 0.00

7400.00 0.00 45.45 6783.99 1800.00 1828.78 2566.02 0.00 0.00 0.00
7500.00 0.00 45.45 6883.99 1800.00 1828.78 2566.02 0.00 0.00 0.00 I
7527.01 0.00 45.45 6911.00 1800.00 1828.78 2566.02 0.00 0.00 0.00 PRICE RIVER
7600.00 0.00 45.45 6983.99 1800.00 1828.78 2566.02 0.00 0.00 0.00
7700.00 0.00 45.45 7083.99 1800.00 1828.78 2566.02 0.00 0.00 0.00

7800.00 0.00 45.45 7183.99 1800.00 1828.78 2566.02 0.00 0.00 0.00
7900.00 0.00 45.45 7283.99 1800.00 1828.78 2566.02 0.00 0.00 0.00
8000.00 0.00 45.45 7383.99 1800.00 1828.78 2566.02 0.00 0.00 0.00
8100.00 0.00 45.45 7483.99 1800.00 1828.78 2566.02 0.00 0.00 0.00
8200.00 0.00 45.45 7583.99 1800.00 1828.78 2566.02 0.00 0.00 0.00

8276.01 0.00 45.45 7660.00 1800.00 1828.78 2566.02 0.00 0.00 0.00 PBHL_2-34D

Annotation

MD TVD
ft 11

200.00 200.00 NUDGE
600.00 598.70 HOLD

1065.83 1060.00 KOP
1943.33 1884.79 HOLD
5718.52 5156.26 DROP
6916.01 6300.00 HOLD
8276.01 7660.00 PBHL

Targets

Map Map <- Latitude -> <-- Longitude -->

Name Description. TVD +N/-S +El-W Northing Easting Deg Min See Deg Min Sec
Dip. Dir. It ft ft ft it

PBHL_2-34D 7660.00 1800.00 1828.78 7075569.242031845.30 39 44 9.059 N 110 6 28.878 W
-Circle (Radius: 200)
-Plan hit
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Anticollision Report

Company: BILLBARRETT CORP Date: 8/3/2007 Time: 15:49:19 Tagei 1
Field: CARBliN GOUNTY UTAH

Sferándesite: PETERS POINT E30¾-1 PAD Co-oránaÎe(NE)idferenoe: Wä: PËTER POINT UF #2É4D-12 16
Reference Well: PETERS POÑT IJF#2-34D 12-16 Vertical (TVÐ)Reference: SITE 7233.0
Reference AVellpath: 1 Db: Sybase

NO GLOBAL SCAN: Using user defined selection & scan criteria Reference: Plan: Plan #1
Interpolation Method: MD Interval: 100.00 ft Error Model: ISCWSA Ellipse
Depth Range: 0.00 to 8276.01 ft Scan Method: Closest Approach 3D
Maximum Radius: 10000.00 ft Error Surface: Ellipse

Plan: Plan #1 Date Composed: 8/3/2007
Version: 1

Principal: Yes Tied-to: From Surface

Summary
<--------- Offset Wellpath - Reference Offset Ctr-Ctr Edge Separation
Site Well Wellpath MD MD Distance Distance Factor Warning

ft ft ft ft
PETERS POINT #6-34T1PT #6-34-12-16 1 VOPlan: Plan #1 V1 500.00 499.45 19.22 17.20 9.53

Site: PETERS POINT #6-34-12-16 PAD
Well: PT PT #6-34-12-16
Wellpath: 1 VOPlan: Plan #1 V1 Inter-Site Error: 0.00 ft

Reference Offset Semi-Major Axis Offset Location Ctr-Ctr Edge Separation
MD TVD MD TVD Ref Offset TFO-HS North East Distance Distance Factor Warning
ft ft it ft ft ft deg ft ft ft ft
0.00 0.00 0.00 0.00 0.00 0.00 119.74 -8.00 14.00 16.12 No Data

100.00 100.00 100.00 100.00 0.10 0.10 119.74 -8.00 14.00 16.12 15.93 84.40
200.00 200.00 200.00 200.00 0.32 0.32 119.74 -8.00 14.00 16.12 15.48 25.17
300.00 299.98 299.98 299.98 0.55 0.55 80.43 -8.00 14.00 15.74 14.65 14.42
400.00 399.84 399.84 399.84 0.78 0.77 99.54 -8.00 14.00 15.74 14.19 10.18

500.00 499.45 499.45 499.45 1.03 0.99 125.97 -8.00 14.00 19.22 17.20 9.53
600.00 598.70 598.70 598.70 1.31 1.22 146.31 -8.00 14.00 28.18 25.70 11.36
700.00 697.73 697.73 697.73 1.62 1.44 157.28 -8.00 14.00 40.52 37.58 13.78
800.00 796.76 796.76 796.76 1.94 1.66 163.02 -8.00 14.00 53.64 50.24 15.77
900.00 895.78 895.78 895.78 2.26 1.88 166.50 -8.00 14.00 67.09 63.23 17.37

1000.00 994.81 994.81 994.81 2.59 2.11 168.80 -8.00 14.00 80.69 76.37 18.66
1100.00 1093.80 1095.53 1095.53 2.93 2.33 170.44 -7.77 14.24 94.33 89.53 19.69
1200.00 1192.24 1200.13 1200.00 3.30 2.57 171.58 -4.43 17.70 107.18 101.91 20.35
1300.00 1289.82 1305.60 1304.92 3.73 2.81 172.37 2.94 25.35 118.96 113.21 20.70
1400.00 1386.36 1411.88 1409.89 4.23 3.09 172.93 14.43 37.27 129.59 123.36 20.80

1500.00 1481.67 1518.90 1514.49 4.79 3.41 173.32 30.08 53.50 139.04 132.32 20.68
1600.00 1575.57 1626.57 1618.30 5.42 3.81 173.58 49.89 74.07 147.26 140.03 20.37
1700.00 1667.88 1730.14 1716.71 6.12 4.28 173.77 72.26 97.27 155.01 147.25 19.97
1800.00 1758.43 1829.46 1810.91 6.91 4.77 174.06 94.13 119.96 166.49 158.16 19.99
1900.00 1847.04 1928.19 1904.54 7.77 5.29 174.43 115.87 142.51 182.28 173.37 20.46

2000.00 1933.90 2026.28 1997.56 8.70 5.83 174.85 137.46 164.92 201.66 192.13 21.16
2100.00 2020.55 2124.30 2090.51 9.65 6.38 175.23 159.04 187.31 221.46 211.27 21.73
2200.00 2107.21 2222.31 2183.46 10.61 6.95 175.54 180.62 209.69 241.26 230.40 22.22
2300.00 2193.87 2320.32 2276.41 11.58 7.52 175.81 202.20 232.08 261.06 249.53 22.63
2400.00 2280.52 2418.33 2369.36 12.55 8.11 176.04 223.77 254.47 280.88 268.66 22.99

2500.00 2367.18 2516.34 2462.31 13.52 8.70 176.23 245.35 276.86 300.69 287.79 23.30
2600.00 2453.84 2614.36 2555.26 14.50 9.29 176.41 266.93 299.24 320.51 306.92 23.57
2700.00 2540.50 2712.37 2648.21 15.48 9.89 176.56 288.51 321.63 340.33 326.04 23.81
2800.00 2627.15 2810.38 2741.16 16.48 10.49 176.70 310.09 344.02 360.16 345.16 24.02
2900.00 2713.81 2908.39 2834.11 17.45 11.09 176.82 331.66 366.40 379.98 364.29 24.21

3000.00 2800.47 3006.40 2927.06 18.43 11.70 176.93 353.24 388.79 399.81 383.41 24.38
3100.00 2887.12 3104.17 3019.77 19.42 12.30 177.03 374.77 411.12 419.64 402.53 24.53
3200.00 2973.78 3189.13 3100.75 20.41 12.76 177.12 392.61 429.63 440.97 423.21 24.82
3300.00 3060.44 3272.93 3181.32 21.40 13.14 177.22 408.56 446.19 465.18 446.78 25.29
3400.00 3147.10 3355.44 3261.29 22.39 13.48 177.32 422.67 460.82 492.18 473.18 25.90

3500.00 3233.75 3436.58 3340.46 23.38 13.79 177.43 434.98 473.59 521.92 502.32
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Anticollision Report

Site: PETERS POINT #6-34-12-16 PAD
Well: PT PT #6-34-12-16
Wellpath: 1 VOPlan: Plan #1 V1 Inter-Site Error: 0.00 ft

Reference Offset Semi-Major Axis Offset Location Ctr-Ctr Edge Separation
MD TVD MD TVD Ref Offset TFO-HS North East Distance Distance Factor Waming
ft it ft ft ft ft deg ft ft ft ft

3600.00 3320.41 3516.23 3418.65 24.37 14.07 177.54 445.54 484.55 554.33 534.15 27.47
3700.00 3407.07 3594.33 3495.69 25.36 14.32 177.65 454.43 493.77 589.33 568.59 28.41
3800.00 3493.72 3670.81 3571.44 26.36 14.53 177.76 461.72 501.34 626.85 605.56 29.45
3900.00 3580.38 3745.61 3645.77 27.35 14.71 177.86 467.49 507.32 666.79 644.97 30.56

4000.00 3667.04 3818.69 3718.58 28.34 14.87 177.96 471.82 511.82 709.09 686.75 31.74
4100.00 3753.70 3890.01 3789.77 29.34 15.00 178.05 474.81 514.92 753.66 730.82 32.99
4200.00 3840.35 3959.55 3859.26 30.33 15.10 178.14 476.53 516.71 800.42 777.09 34.30
4300.00 3927.01 4027.30 3927.01 31.32 15.19 178.22 477.09 517.28 849.28 822.47 31.68

4600.00 4186.98 4287.27 4186.98 34.31 15.50 178.49 477.09 517.28 998.95 970.52 35.13
4700.00 4273.64 4373.93 4273.64 35.30 15.61 178.56 477.09 517.28 1048.84 1019.86 36.19
4800.00 4360.30 4460.59 4360.30 36.30 15.72 178.62 477.09 517.28 1098.74 1069.21 37.20
4900.00 4446.95 4547.24 4446.95 37.30 15.83 178.68 477.09 517.28 1148.63 1118.55 38.18

5000.00 4533.61 4633.90 4533.61 38.29 15.94 178.74 477.09 517.28 1198.53 1167.89 39.12
5100.00 4620.27 4720.56 4620.27 39.29 16.05 178.79 477.09 517.28 1248.43 1217.24 40.03
5200.00 4706.92 4807.21 4706.92 40.28 16.17 178.84 477.09 517.28 1298.32 1266.58 40.90
5300.00 4793.58 4893.87 4793.58 41.28 16.29 178.88 477.09 517.28 1348.22 1315.92 41.74
5400.00 4880.24 4980.53 4880.24 42.27 16.41 178.92 477.09 517.28 1398.12 1365.27 42.56

5500.00 4966.90 5067.19 4966.90 43.27 16.53 178.96 477.09 517.28 1448.02 1414.61 43.34
5600.00 5053.55 5153.84 5053.55 44.27 16.65 178.99 477.09 517.28 1497.92 1463.95 44.09
5700.00 5140.21 5240.50 5140.21 45.26 16.77 179.02 477.09 517.28 1547.82 1513.29 44.82
5800.00 5227.58 5327.87 5227.58 46.16 16.90 179.07 477.09 517.28 1596.45 1561.35 45.48
5900.00 5316.94 5417.23 5316.94 46.88 17.03 179.12 477.09 517.28 1641.30 1605.68 46.08

6000.00 5408.19 5508.47 5408.19 47.54 17.16 179.16 477.09 517.28 1682.21 1646.13 46.63
6100.00 5501.12 5601.41 5501.12 48.14 17.30 179.19 477.09 517.28 1719.09 1682.62 47.13
6200.00 5595.58 5695.87 5595.58 48.68 17.44 179.21 477.09 517.28 1751.89 1715.07 47.58
6300.00 5691.38 5791.67 5691.38 49.15 17.59 179.24 477.09 517.28 1780.54 1743.44 47.99
6400.00 5788.34 5888.63 5788.34 49.56 17.73 179.26 477.09 517.28 1804.98 1767.65 48.35

6500.00 5886.27 5986.56 5886.27 49.90 17.88 179.27 477.09 517.28 1825.17 1787.68 48.67
6600.00 5984.99 6085.28 5984.99 50.18 18.04 179.28 477.09 517.28 1841.07 1803.47 48.96
6700.00 6084.31 6184.60 6084.31 50.40 18.19 179.29 477.09 517.28 1852.65 1815.00 49.20
6800.00 6184.04 6284.33 6184.04 50.55 18.35 179.30 477.09 517.28 1859.89 1822.24 49.41
6900.00 6283.99 6384.28 6283.99 50.64 18.51 179.30 477.09 517.28 1862.77 1825.19 49.57

7000.00 6383.99 6484.28 6383.99 50.70 18.67 224.75 477.09 517.28 1862.82 1807.63 33.75
7100.00 6483.99 6584.28 6483.99 50.75 18.84 224.75 477.09 517.28 1862.82 1807.38 33.60
7200.00 6583.99 6684.28 6583.99 50.81 19.00 224.75 477.09 517.28 1862.82 1807.12 33.44
7300.00 6683.99 6784.28 6683.99 50.87 19.17 224.75 477.09 517.28 1862.82 1806.87 33.29
7400.00 6783.99 6884.28 6783.99 50.93 19.33 224.75 477.09 517.28 1862.82 1806.61 33.14

7500.00 6883.99 6984.28 6883.99 50.99 19.50 224.75 477.09 517.28 1862.82 1806.35 32.98
7600.00 6983.99 7084.28 6983.99 51.05 19.67 224.75 477.09 517.28 1862.82 1806.08 32.83
7700.00 7083.99 7184.28 7083.99 51.11 19.84 224.75 477.09 517.28 1862.82 1805.82 32.68
7800.00 7183.99 7284.28 7183.99 51.17 20.01 224.75 477.09 517.28 1862.82 1805.55 32.53
7900.00 7283.99 7300.29 7200.00 51.23 20.04 224.75 477.09 517.28 1864.72 1807.33 32.50

8000.00 7383.99 7300.29 7200.00 51.30 20.04 224.75 477.09 517.28 1871.89 1814.42 32.57
8100.00 7483.99 7300.29 7200.00 51.36 20.04 224.75 477.09 517.28 1884.35 1826.80 32.74
8200.00 7583.99 7300.29 7200.00 51.43 20.04 224.75 477.09 517.28 1901.99 1844.36 33.00
8276.01 7660.00 7300.29 7200.00 51.48 20.04 224.75 477.09 517.28 1918.78 1861.08
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SURFACE USE PLAN

BILL BARRETT CORPORATION
Peter's Point Unit Federal #2-34D-12-16

SENW, 2455' FNL, 1460' FWL, Section 34, T12S-Rl6E (Surface Hole)
NWNE, 663' FNL, 1986' FEL, Section 34, T12S-Rl6E (Bottom Hole)

Carbon County, Utah

The onsite for this pad was conducted on 11/21/2006. This is an additional well added to the pad
since the date of the onsite. No expansion of the pad is necessary; therefore, no onsite should be
needed for this well.

The dirt contractor will be provided with an approved copy of the surface use plan of operations before
initiating construction.

1. Existine Roads:

A. The proposed well site is located approximately 49 miles from Myton, Utah. Maps
reflecting directions to the proposed well site are included (see Topographic maps A and
B).

B. The use of roads under State and County Road Department maintenance is necessary to
access the Peter's Point Unit. However, an encroachment permit is not anticipated since
no upgrades to the State or County road systems are proposed at this time.

C. All existing roads will be maintained and kept in good repair during all phases of
operation.

D. Vehicle operators will obey posted speed restrictions and observe safe speeds
commensurate with road and weather conditions.

E. Since no improvements are anticipated to the State, County or BLM access roads, no
topsoil stripping will occur.

F. An off-lease federal right-of-way for the access road and utility corridor is not anticipated
at this time since existing roads are being utilized into the Peter's Point Unit area. All
new construction will be within the Unit.

2. Planned Access Road:

A. The proposed access (approximately 0.3 miles) was built under the APD approved for the
Peter's Point 6-34D
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Bill Barrett Corporation
Surface Use Plan
Peter's Point Unit Federal #2-34D-12-16
Carbon County, Utah

A. Following is a list of wells with surface hole locations within a one-mile radius of the
proposed well:

i. water wells none
ii. injection wells none
iii. disposal wells none
iv. drilling wells none
v. temp shut-in wells none
vi. producing wells none
vii. abandoned wells nine

B. Topographic Map C may not include all wells noted in A. above if new wells have been
drilled since the date of the plat.

4. Location of Production Facilities:

A. Some permanent structures/facilities will be shared between this proposed well and
the Peter's Point 6-34D well already drilled from this pad. Each well will have its own
meter run and separator. Pending the evaluation of completion operations, additional
water and/or oil tanks may be added if necessary.

B. All permanent above-ground structures will be painted a flat, non-reflective Olive Black
to match the standard environmental colors. All facilities will be painted the designated
color at the time of installation. Facilities required to comply with the Occupational
Safety and Health Act (OSHA) may be excluded.

C. Site security guidelines identified in 43 CFR 3162.7-5 and Onshore Oil and Gas Order
No. 3 will be adhered to.

D. A gas meter run will be constructed and located on lease within 500 feet of the wellhead.
Meter runs will be housed and/or fenced. All gas production and measurement shall
comply with the provisions of 43 CFR 3162.7-3, Onshore Oil and Gas Order No. 5, and
American Gas Association (AGA) Report No. 3. Use of an electronic flow meter
(EFM) for gas measurement purposes is requested with this application.

E. The tank battery will be constructed on this lease; it will be surrounded by a berm
sufficient to contain the storage capacity of 1.5 times the single largest tank inside the
berm. All loading lines and valves will be placed inside the berm surrounding the tank
battery or will have a secondary containment vessel. All liquid hydrocarbon production
and measurement shall conform to the provisions of 43 CFR 3162.7-2 and Onshore Oil
and Gas Order No. 4 for the measurement of oil. BBC requests permission to install the
necessary production/operation facilities with this application.

F. Any necessary pits will be properly fenced to prevent any wildlife and livestock entry.

G. All access roads will be maintained as necessary to prevent erosion and accommodate
year-round traffic as practicable. The roads will be maintained in a safe, useable
condition.

Page
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Bill Barrett Corporation
Surface Use Plan
Peter's Point Unit Federal #2-34D-12-16
Carbon County, Utah

H. The site will require periodic maintenance to ensure that drainages are kept open and free
of debris, ice and snow, and that surfàces are properly treated to reduce erosion, fugitive
dust, and impacts to adjacent areas.

G. The gas pipeline (approximately 1584' of up to 10" pipe) was applied for and has been
built based on approval granted in the APD submitted for the Peter's Point 6-34D well.

5. Location and Type of Water Supplv:

A. Bill Barrett Corporation will use water consistent with approvals granted by the Utah
State Engineer's Office under Application Number 90-1846 (T76109) which expires
March 27, 2008.

B. Water use for this location will most likely be diverted from Nine Mile Creek, the S¼ of
Section 8, Tl2S-Rl6E or from a water well located in the N¼ of State Section 32-Tl2S-
Rl6E. For either of these sources, bobtail trucks would haul the water, traveling
Cottonwood Canyon dugway to Peter's Point road.

6. Source of Construction Material:

A. The use of materials will conform to 43 CFR 3610.2-3.

B. No construction materials will be taken out of the Peter's Point Unit.

C. If any additional gravel is required, it will be obtained from a SITLA materials permit or
will be taken from federal BBC locations within the Peter's Point unit

7. Methods of Handline Waste Disposal:

A. All wastes associated with this application will be contained and disposed of utilizing
approved facilities.

B. Drill cuttings will be contained and buried on site.

C. The reserve pit will be located outboard of the location along the south side of the pad.

D. The reserve pit will be constructed so as not to leak, break or allow any discharge.

E. If necessary, the reserve pit will be lined with 12 mil minimum thickness plastic nylon
reinforced liner material. The liner will overlay a felt-liner pad only if rock is
encountered during excavation. The pit liner will overlap the pit walls and be anchored
with dirt and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture
the liner will be disposed of in the pit. Pit walls will be sloped no greater than 2:1. A
minimum 2-foot freeboard will be maintained in the pit at all times during the drilling and
completion operations.

F. The reserve pit has been located in cut material. Three sides of the reserve pit will be
fenced before drilling starts. The fourth side will be fenced as soon as drilling is
completed and shall remain until the pit is dry. After the reserve pit has dried, all areas
not needed for production will be rehabilitated.

Page
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Bill Barrett Corporation
Surface Use Plan
Peter's Point Unit Federal #2-34D-12-16
Carbon County, Utah

G. No chemicals subject to reporting under SARA Title III (hazardous materials) in an
amount greater than 10,000 pounds will be used, produced, stored, transported or
disposed of annually in association with the drilling, testing or completion of the well.
Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold
planning quantities will be used, produced, stored, transported or disposed of in
association with the drilling, testing or completion of the well.

H. Trash will be contained in a trash cage or roll-off container and hauled away to an
approved disposal site as necessary but no later than at the completion of drilling
operations. The contents of the trash container will be hauled off periodically to the
approved Carbon or Uintah County Landfill.

I. Produced fluids from the well other than water will be produced into a test tank until such
time as construction of production facilities is completed. Any spills of oil, gas, salt water
or other produced fluids will be cleaned up and removed.

J. After initial clean-up and based on volumes, BBC will install a tank (maximum size 400
barrel capacity) to contain produced waste water. After first production, produced
wastewater will be confined to a lined pit or storage tank for a period not to exceed ninety
(90) days. Thereafter, produced water will be used in further drilling and completion
activities, evaporated in the pit, or hauled to R & I Disposal, a State approved disposal
facility.

K. Any salts and/or chemicals, which are an integral part of the drilling system, will be
disposed of in the same manner as the drilling fluid.

L. Sanitary facilities will be on site at all times during operations. Sewage will be placed in
a portable chemical toilet and the toilet replaced periodically utilizing a licensed
contractor to transport by truck the portable chemical toilet so that its contents can be
delivered to the Price or Vernal Wastewater Treatment Facility in accordance with state
and county regulations.

M. Any liquid hydrocarbons produced during completion work will be contained in test tanks
on the well location. The tanks will be removed from location at a later date.

N. A flare pit may be constructed a minimum of 110' from the wellhead and may be used
during completion work. In the event a flare pit proves to be unworkable in this
situation, a flare stack will be installed. BBC will flow back as much fluid and gas as
possible into pressurized vessels, separating the fluid from the gas. The fluid will then be
either returned to the reserve pit or placed into a tank. Gas will be then directed into the
flare pit or the flare stack and a constant source of ignition will be on site. This should
eliminate any fires in and around the reserve pit. Natural gas will be directed to the
liipeline as soon as pipeline gas quality standards are met. By eliminating condensate on
the reserve pit and discharge of gas within the reserve pit, potential for damage to the pit
liner will be minimized.

O. Any hydrocarbons floating on the surface of the reserve pit will be removed as soon as
possible after drilling and completion operations are finished.

P. If hydrocarbons are present on the reserve pit and are not removed shortly after drilling or
completion operations cease, the reserve pit will be flagged overhead or covered with
wire or plastic mesh to protect migrating birds.
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Bill Barrett Corporation
Surface Use Plan
Peter's Point Unit Federal #2-34D-12-16
Carbon County, Utah

8. Ancillary Facilities:

A. Garbage containers and portable toilets are the only ancillary facilities proposed in this
application

9. Well Site Lavout:

A. The well will be properly identified in accordance with 43 CFR 3162.6.

B. The rig layout and cross section diagrams are enclosed (see Figure #1 and #2).

C. The pad and road designs are consistent with BLM specifications.

D. The pad has been staked at its maximum size of 375' x 170' with a reserve pit size of
200' x 100'.

E. All surface disturbing activities will be supervised by a qualified, responsible company
representative who is aware of the terms and conditions of the APD and specifications in
the approved plans.

F. All cut and fill slopes will be such that stability can be maintained for the life of the
activity.

G. Diversion ditches will be constructed, if necessary, around the well site to prevent surface
waters from entering the well site area.

H. The stockpiled topsoil (first 6 inches or maximum available) will be stored in a windrow
on the uphill side of the location to prevent any possible contamination. All topsoil will
be stockpiled for reclamation in such a way as to prevent soil loss and contamination.

I. Pits will remain fenced until site cleanup.

J. The blooie line will be located at least 100 feet from the well head.

K. Water application may be implemented if necessary to minimize the amount of fugitive
dust.

10. Plan for Restoration of the Surface:

A. Site reclamation for a producing well(s) will be accomplished for portions of the site not
required for the continued operation of the well(s) on this pad.

B. The operator will control noxious weeds along access road use authorizations, pipeline
route authorizations, well sites or other applicable facilities by spraying or mechanical
removal. A list of noxious weeds may be obtained from the BLM or the appropriate
county extension office. On BLM administered land it is required that a Pesticide Use
Proposal be submitted and approved prior to the application of herbicides, pesticides or
possibly hazardous chemicals.

C. Upon well completion, any hydrocarbons in the pit shall be removed in accordance with
43 CFR 3162.7-1. The reserve pit will be allowed to dry prior to the commencement of
backfilling work. No attempts will be made to backfill the reserve pit until the pit is free
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Bill Barrett Corporation
Surface Use Plan
Peter's Point Unit Federal #2-34D-12-16
Carbon County, Utah

of standing water. Once the reserve pit is dry, the plastic nylon reinforced liner shall be
torn and perforated before backfilling of the reserve pit. Rat and mouse holes will be
filled and compacted from bottom to top immediately upon release of the drilling rig from
location.

D. The reserve pit and that portion of the location not needed for production
facilities/operations will be recontoured to the approximate natural contours. Areas not
used for production purposes will be backfilled and blended into the surrounding terrain,
reseeded and erosion control measures installed. Erosion control measures will be
adhered to after slope reduction. Mulching, erosion control measures and fertilization
may be required to achieve acceptable stabilization. Back slopes and fore slopes will be
reduced as practical and scarified with the contour. The reserved topsoil will be evenly
distributed over the slopes and scarified along the contour. Slopes will be seeded with the
BLM specified seed mix. Reclamation operations for the well pad are expected to require
one week and will begin when the fluids in the reserve pit have evaporated. Seeding will
take place either during the fall (prior to ground frost) or spring (after frost leaves the
ground) months. Restoration of un-needed portions of the pad will commence as soon as
practical after the installation of production facilities.

E. The cut and fill slopes and all other disturbed areas not needed for the production
operation will be top-soiled and revegetated. Prior to reseeding, all disturbed areas will
be scarified and left with a rough surface. The site will then be seeded and/or planted as
prescribed by the BLM. The BLM recommended seed mix will be detailed within their
approval documents. Topsoil salvaged from the drill site and stored for more than one
year will be placed at the location indicated on the well site layout drawing and graded to
a depth optimum to maintain topsoil viability, seeded with the BLM prescribed seed
mixture and covered with mulch for protection from wind and water erosion and to
discourage the invasion of weeds.

F. Salvaged topsoil from the road (if any) and the drill site will be evenly re-spread over cut
and fill surfaces not actively used during the production phase. Upon final reclamation at
the end of the project life, topsoil spread on these surfaces will be used for the overall
reclamation effort.

11. Surface and Mineral Ownership:

A. Surface ownership - Federal under the management of the Bureau of Land Management -

Price Field Office, 125 South 600 West, Price Utah 84078; (435) 636-3600.

B. Mineral ownership - Federal under the management of the Bureau of Land Management
- Price Field Office, 125 South 600 West, Price Utah 84078; (435) 636-3600.

12. Other Information:

A. Montgomery Archaeological Consultants conducted a Class III archeological survey.
This location was moyed as per requested in the report to avoid eligible arch sites noted
during the surveyand is referenced as Alt. 2. A copy of the report has been submitted
under separate cover to the appropriate agencies by Montgomery as MOAC Report No.
06-430, dated September 22, 2006.
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Bill Barrett Corporation
Surface Use Plan
Peter's Point Unit Federal #2-34D-12-16
Carbon County, Utah

B. BBC will identify areas in our drilling program where fluids escaping the wellbore and
exiting onto a hillside might occur. In those cases, BBC will be ready with cement and/
or fluid loss compounds (types of lost circulation fluids) to heal up vags and cracks.
Upon individual evaluation of the proposed well sites, BBC may air drill the hole to
surface casing depth if necessary.

C. A combustor may be installed at this location for control of associated condensate tank
emissions. A combustor ranges from 24" to 48" wide and is approximately 10' tall.
Combustor placement would be on existing disturbance and would not be closer than 100'
to any tank or wellhead.

13. Operator's Representative and Certification:

Title Name Office Phone
Company Representative (Roosevelt) Fred Goodrich (435) 725-3515
Company Representative (Denver) Tracey Fallang (303) 312-8134
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OPERATOR CERTIFICATION

Certification:

I hereby certify that I, or someone under my direction supervision, have inspected the drill site and access
route proposed herein; that I am familiar with the conditions which currently exist; that I have full
knowledge of state and Federal laws applicable to this operation; that the statements made in this APD
package are, to the best of my knowledge, true and correct; and that the work associated with the operations
proposed herein will be performed in conformity with this APD package and the terms and conditions under
which it is approved. I also certify that I, or the company I represent, am responsible for the operations
conducted under this application. These statements are subject to the provisions of 18 U.S.C. 1001 for the
filings of false statements.

Executed this day of /ÑYAgŠ 2007
Name: Tracey Fallang U
Position Title: Regulatory Analyst
Address: 1099 18'" Street, Suite 2300, Denver, CO 80202
Telephone: 303-312-8134

Field Representative Fred Goodrich

Address: 1820 W. Hwy 40, Roosevelt, UT 84066

Telephone: 435-725-3515

E-mail:

Tracey Fallang, EnÑiromnental/Regulat
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BILL BARRETT CORPORATION
PETERSPOINTUNITFEDERAL#6-34D-12-16& #2-34D-12-16

LOCATED IN CARBON COUNTY, UTAH
SECTION 34, T12S, R16E, S.LB.&M.

H .. '. IEW FROM LOCATION STAKE TO CORNER #5 RA \NGLL M EL PERL'i

PHOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS CAMERA ANGLE: NORTHEASTERLY
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 08/08/2007 API NO. ASSIGNED: 43-007-31320

WELL NAME: PPU FED 2-34D-12-16

OPERATOR: BILL BARRETT CORP ( N2165 ) PHONE NUMBER: 303-312-8134

CONTACT: TRACEY FALLANG

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SENW 34 120S 160E .Tech Review Initials Date
SURFACE: 2455 FNL 1460 FWL
BOTTOM: 0663 FNL 1986 FEL Engineering

COUNTY: CARBON
Geology

LATITUDE: 39.73084 LONGITUDE: -110.1139

UTM SURF EASTINGS:575935 NORTHINGS: 4398050 Surface

FIELD NAME: PETER'S POINT ( 40 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-08107 PROPOSED FORMATION: PRRV

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

y/ Plat R649-2-3.

y/ Bond: Fed[1] Ind[] Sta[] Fee[]
Unit: PETERS POINT

(No. WYBOOOO40 )
A Potash (Y/N) R649-3-2. General

ki Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

67 Water Permit R649-3-3. Exception

(No. 90-1846 ) /
.V Drilling Unit

RDCC Review (Y/N)
Board Cause No: 57-0 27(Date: ) Eff Date: g- · ggg

Fee Surf Agreement (Y/N) Siting: )' , 04,† h Dunda r

Intent to Commingle (Y/N) / R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: $'t r(4
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OPERATOR: BILL BARRETT CORP (N2165)

SEC:34 T.12S R.16E

FIELD: PETERS POINT (40)

COUNTY: CARBON

CAUSE:157-03/5-29-2001
ASt

N Utah 00 Gas and Maag
LOCATION ABANDONED
NEW LOCATION NField Status Unit Status PLUGGED &cABANDONED

ABANDONED EXPLORATORY PRODUCING GAS
ACTIVE GAS STORAGE PRODUCING OILNF PP OIL & SHUT-IN GASCOMBINED NF SECONDARY

+ SHUT-IN OIL W E
INACTIVE l¯¯ LlNG

)s( TEMP. ABANDONEDPROPOSED
pp o TEST WELL

ED PP THERML A WATER INJECTION S
PP OIL g WATER SUPPLY PREPARED BY: DIANA MASON
SECONDARY WATER DISPOSAL DATE: 9-AUGUST-2007
TERMINATED
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United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office

P.O. Box 45155
Salt Lake City, Utah 84145-0155

IN REPLY REFER TO:
3160
(UT-922)

August 9, 2007

Memorandum

To: Assistant Field Office Manager Resources,
Moab Field Office

From: Michael Coulthard, Petroleum Engineer

Subject: 2007 Plan of Development Peter's Point Unit
Carbon County, Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land
Management, the following well is planned for calendar year 2007
within the Peter's Point Unit, Carbon County, Utah.

API# WELLNAME LOCATION

(Proposed PZ Price River)

43-007-31320 P Point U Fed 2-34D-12-16 Sec 34 T12S R16E 2455 FNL 1460 FWL
BHL Sec 34 T12S R16E 0663 FNL 1986 FEL

This office has no objection to permitting the well at this time.

/s/ Michael L. Coulthard

bcc: File - Peter's Point Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron



State Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
ExecutiveDirector

JON M. HUNTSMAN, JR.
DIVISion of Oil Gas and Mining

Governor JOHN R. BAZA
Division Director

GARY R. HERBERT
Lieutenant Governor

August 13, 2007

Bill Barrett Corporation
1099 18th St., Ste. 2300
Denver, CO 80202

Re: Peter's Point Unit Federal 2-34D-12-16 Well, Surface Location 2455' FNL, 1460' FWL,
SE NW, Sec. 34, T. 12 South, R. 16 East, Bottom Location 663' FNL, 1986' FEL,
NW NE, Sec. 34, T. 12 South, R. 16 East, Carbon County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-007-31320.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Carbon County Assessor
Bureau of Land Management, Moab Office

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT S4114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • wwwogm.utah.gov OIL, GAS &
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: Bill Barrett Corporation

Well Name: Peter's Point Unit Fed 2-34D-12-16

API No: 43-007-31320 Lease Type: Federal

Section 34 Township 12S Range 16E County Carbon

Drilling Contractor Craig's Roustabout Service Rig # Bucket

SPUDDED:
Date 9-7-07

Time 8:00 AM

How Dry

Drilling will Commence:

Reported by Tracey Fallang

Telephone # 303-312-8134

Date 8-09-07 Signed



BBC
a=ffg CONFiDENTig OMBNo 1004-0m

ExpiresMarch31, 2007
UNITED STATES

DEPARTMENT OF THE INTERIOR 5. LeaseSerialNo.
BUREAU OF LAND MANAGEMENT

WU-08107

APPLICATION FOR PERMIT TO DRILLOR REENTER
6. IfIndian,AlloteeorTribeName

n/a

OO 7 IfUnitor CAAgreement,NameandNo.
la. Typeof work: / DRILL REENTER

Peter's Point Unit/UTU-063014

8. LeaseNameand WellNo.
lb. TypeofWell: OilWell GasWell Other SmgleZoe MultipleZone Peter's Point Unit Fed #2-34D-12-16

2 NameofOperator 9. API WellNo.
BILL BARRETT CORPORATION pending

3a. Address 1099 18th Street, Suite 2300 Denver CO 80202 3b PhoneNo.(include area ode) 10. Fieldand Pool,orExploratory
(303) 312-8134 Peter's Point/Wasatch-Mesaverde

4 Locationof Well (Report location clearly and in acconiancewith any &aterequiremena*) 11 Sec.,T.R.M. or Blk.andSurveyor Area

Atsurface SENW, 2455' FNL & 1460' FWL
Sec. 34, T12S-R16E

At proposedprod.zone NWNE, 663' FNL & 1986' FEL

14 Distancein miles anddirectionfromnearest townorpost ofEce* 12.Countyor Parish 13. State
approximately 49 miles from Myton, Utah Carbon UT

15 Distancefromproposed* 16 No.of acres in lease 17 SpacingUnitdedicatedtothiswell
locationtonearest
propertyor leaseline,ft.
(Alsotonearest drig.unit line,if any) 185' SH/1986' BH 640 40 acres

18 Distancefromproposedlocation* 19 ProposedDepth 20 BLM/BIABond No.onfile
to nearest well, drilling,completed,
applied for,on this lease,ft. 16' SH/1822' BH 8300' Nationwide Bond #WYBOOOO40

21 Elevations(Showwhether DF,KDB,RT,GL,etc.) 22 Approximatedateworkwillstart* 23. Estimatedduration
7218' ungraded ground 09/17/2007 45 days

24. Attachments

Thefollowing,completed inaccordancewith therequirements of OnshoreOiland GasOrderNo 1, shall be attached10thisform:

1. Wellplat certified by a registered surveyor. 4. Bondto cover the operationsunless covered by an existingbondon file (see
2 ADrillingPlan. Item20above).
3. A SurfaceUse Plan (if the locationis on National ForestSystemLands,the 5. Operatorcertification

SUPO shall be filedwith the appropriateForestServiceOffice). 6. Suchothersitespecificinformationand/orplansas maybe required by the
authorized officer.

25. Signature Name (Printed/Typed) D ,

Tracey Fallang

Title
Environm 1/Regulatory Analys

Approvedby (Signature) Name (Printed/Typed) Date j /
/s/ 4. LynnJackson /s/ 4. Lynnheben t-;g/d}

Title ASUSE I 90 Ë" • office DivibiunUÏR UUR-

Divisionof Resources MoabFieldOfiice
Applicationapprovaldoesnot warrantor certifythattheapplicantholds legalorequitabletitlelo thoserights inthesubjectleasewhichwouldentitletheapplicantto
conductoperationsthereon.
Conditionsof approval,if any,areattached.

Title 18U.S.C.Section1001andTitle43 U.S.C.Section1212,makeit a crimeforanypersonknowinglyandwillfullytomaketo any departmentor agencyofthe United
Statesanyfalse,fictitiousor fraudulentstatements or representations as toanymatter within itsjurisdiction.

*(Instructionsonpage 2)

CONDITIONSOFAPPR98bha

SEP1 0 2007

DIV.0FOIL,GAS&



BILL BARRETT CORPORATION
T12S Ri6E S.L.B.&M. Weil locotion, PETERS POINT UNIT FEDERAL

1909 Fross Cqa ZJ #2-340-12-16, located as shown in the '
H/ph, PQe of Stones,27o'os' seeringTree SE 1/4 NW 1/4 of Section 34, T12S, R16E,(G.L.O.) 528g28' (G.L.O.)

. S.L.B.8eM., Corbon County, Utoh.. . .-.

9004'' BASIS OF ELEVATION
(G.L.O.) COTTON TRIANGULATIONSTATIONLOCATED IN THE NW 1/4 OF

Botto SECTION 31. T12S, R16E, S.LB.&M., TAKEN FROM THE TWIN
Hole

m 719/88' HOLLOW QUADRANGLE,UTAH, CARBON COUNTY, 7.5 MINUTE
SERIES (TOPOGRAPHICALMAP) PUBLISHEDBY THE UNITED
STATES DEPARTMENTOF THE INTERIOR, GEOLOGICALSURVEY.SAID ELEVATIONIS MARKEDAS BEING 7386 FEET.

BASIS OF BEARINGS
BASIS OF BEARINGSIS A G.P.S. OBSERVATION.

PE1ERS POINT UNIT
PEDERAL/2-J40-12-16
Elev Ungraded Ground = 7218' N(Comp.) 34

o
(0

SCALE
---- --- CERTI It,

THISIS TO CERTIFYTHAT T FROM
RELD NOTES OF ACTUAL ADE MY
SUPERVISIONAND THAT T 10 THE
BEST OF MY KNOWLEDGE

RE LAND1983 Alum. Cap 1983 Alum. ¢cy 1961 Brass Cop c¡2Ti S r.T Hi¢, Pre a4' High, Pfe 1.4' High, Pfe g%of Stmer of Simes of Simes fffilisattŠŸT13S NB9°59'J4"W
- 2640.77' (Meas.) NBP°59'48"W

- 2689.94' (Meas.)
UINTAH ENGINEERING Be I.sAND SURVEYING

85 SOUTH 200 RAST - VERNAI. UTAff 84078
(435) 789-1017LEGEND: (NAO 83)

LATITUDE = 39'43'51.27" (39.730908) SCALE DATE SURVEYED: DATE DRAmt
=

90° SYMBOL LONGITUDE- 110'06'52.29" (110.114525) 1 = 1000 01-11-06 07-31-07
(NAD 27) PARTY REFERENCES= PROPOSED WELLHEAD. LATITUDE=

39'43°51.40" (39.730944) D.R. A.H. P.M- G.L.O. PLATA = SECTION CORNERS LOCATED. LONGITUDE- 110 06'49.74" (110.113817) WEATHER ALE
COOL BILL BARRETT CORPORATION



BillBarrett Corporation
Peters Point Unit Federal 2-34D-12-16
Peters Point Unit
Lease, Surface: UTU-08107

Bottom-hole: UTU-08107
Location, Surface: SEINW Sec. 34, T12S, R16E

Bottom-hole: NWINE Sec. 34, T12S, R16E
Carbon County, Utah

A COMPLETE COPY OF THIS APPROVED PERMIT and Conditions of Approval shall be
maintained on location during all construction and drilling operations, and shall be
available to contractors to ensure compliance.

CONDITIONS OF APPROVAL

Approval of this application does not warrant or certifythat the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be advised that BillBarrett Corporation is considered to be the operator of the above well and is
responsible under the terms and conditions of the lease for the operations conducted on the
leased lands.

Bond coverage for this well is provided by WYBOOOO40(Principal - BillBarrett Corporation) via
surety consent as provided for in 43 CFR 3104.2.

This officewillhold the aforementioned operator and bond liable untilthe provisions of
43 CFR 3106.7-2 continuing responsibility are met.

This permit will be valid for a period of one year from the date of approval. After permit
termination, a new application must be filed for approval.

All lease operations will be conducted in full compliance with applicable regulations
(43 CFR 3100), Onshore Oiland Gas Orders, lease terms, notices to lessees, and the approved
plan of operations. The operator is fully responsible for the actions of his subcontractors.
Failure to comply with the provisions of this permit, including applicable regulations, stipulations,
and/or approval conditions, willbe considered a violation subject to the enforcement provisions
of 43 CFR Subpart



A. DRILLINGPROGRAM

1. The proposed 3M BOP system is adequate for anticipated conditions.
Installation, testing and operation of the system shall be in conformance with
Onshore Oil and Gas Order No. 2.

2. Concurrent approval from the State of Utah, Division of Oil, Gas & Mining
(DOGM) is required before conducting any surface disturbing activities.

3. The proposal included a provision for using minor amounts of diesel in the drilling
fluid system. Diesel may be added to the system only after cementing the surface
casing into place.

4. The proposal included options for using one of three different grades of
production casing. Any of the three options may be used.

5. The production casing shall be cemented such that the top-of-cement extends a
minimumof 100 feet into the surface casing.

6. A cement bond log (CBL) or other appropriate tool for determining top-of-cement,
shall be run on the production casing string, unless cement is circulated to
surface.

7. If logging reveals that the cementing objectives were not met, remedial cementing
willbe required.

8. Locally, the Green River Formation is known to contain oil,gas, oil shale and tar
sand deposits. However, the lateral occurrence, distribution and grade of the oil
shale and tar sand deposits are not well defined. The operator shall pay
particular attention to this section, and shall attempt to identify and describe any
of these resources that may be penetrated. Any information obtained on these
resources shall be included as part of the Well Completion
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UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

Price Field OHice
Price, Utah

SURFACEUSE
COND1TIONS OF APPROVAL

ProjectName: Peter's Point Unit Drilling

Operator: Bill Barrett Corporation

Welb

Laman
Nggig Number Section SH TWP_lRN.G RUTU-

Peter's Point Federal 2-34D-12-16 34 128/16E 063014

I Site SpecificConditions of Approval

1. A pre-construction field meetingmay be conducted prior to beginning any dirt
work approvedunder this APD. The operator shall contact the BLM Authorized
Officer Don Stephens @435-636-3608 at least 48-hours prior to beginning
operations so that the meeting can be scheduled. The operator is responsibic for
having all contractors present (dirt contractors, drilling contractor, pipeline

contractor, project oversight personnel, etc.) includingtheoverall field operations
superintendent, and for providing all contractors copies of the approved APD(s),
project map and BLM Conditions of Approval pertinent to the work that each will
be doing.

2. The following appendices are attached for your reference. They are to be
followedas conditions of approval:

SM-A, SeedMixture forBerms, Topsoil Piles, Pad Margins
SM-B,Seed Mixture for FinalReclamation(buriedpipelines,
abandoned pads, roads, etc.)
TMC1,Browse Hand PlantingTubelingMixtures
Lease Stipulations, see attached Table2.3 fromEA for WestTavaputs
Plateau Drilling
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Applicant-committed environmental protection measures, see attached
Appendix B

3. The area that encompasses the well locationand road is envionmentally sensitivc
includingfragile soils and vegetation. Tbc operator may be required to perform
specialmeasuressuch as mulching, erosion fencing, use of erosionfabric,etc, per
the directionof the BLM Authorized Officer to stabilize any disturbed areas and
ensurethc rcestablishmentof long-term perennial vegetation.

4. The operatorwill be responsibleforperfonning any remediationand/ornecessary
road upgrading(e.g. elevating,surfacing,culverts,low-watercrossings,water-

wings, surfacing, etc.) as directed by the BLM AuthorizedOff1ccr,resultingfíom
untimely access.

5. All equipment and personnel used during drilling and construction activities will
be restricted to only approve access roads.

6. If the well is productive and aficr completion operations, the road will be
upgraded to a Resoorce Ropd status in accordance with the SurfaceQperating
StandardsforOil & Gas Exploration and Development, Fourth Edition and/or
BLMManualSection9113 concerningroad construction standards on projects
subjectto federal jurisdiction.

7. All permanent abovo-ground structures (e.g., production equipment, tanks, etc.)
not subject to safety requirements will be painted to blend with the natural color
of the landscape. The paint used will be a color which simulates "Standard
EnvironmentalColors." The color selected ibr the Peter's Point Federal 2-34D-
12-16 well is OliveBlack, SWA20-6. All faciliticswill be painted the designated
color at the time ofinstallation.

8. All trees salvaged from the construction of thewell pad will be clearly segregated
from the spoil material, to prevent buryingof trees in the spoilmaterial.

9. No salvaged trees will be pushed up against live trees or buried in the spoil
material.

10.All areas not needed for production of the well will bc reclaimedwithin 90 days
of completion if weather conditions are favorable, unless the BLM Authorized
Officergives an extension.

11. Reserve pits will be closed as soon as possible, but no later than 90 days from
time of drilling/well completion, unless the BLM Authorized Officer gives en
extension. Squcczing of pit fluids and cuttings is prohibited. Pits must be dry of
fluids or they must be removed via vac-trucR or other environmentallyacceptable
method prior to backfilling, re-contouring and replacementof topsoil. Mud and
cuttings left in pit must be butied at least 3-feet below re-contoured grade. The
operator will be responsible for re-contouring any subsidence areas that develop
from closinga pit before it is sufficiently
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12. The operator will drill seed on the contour to a depth of 0.5 inch, followed by
cultipactionto compact theseedbed,preventingsoil and seed losses. To mamtain
quality and purity, the current years tested, certified seed with a minimum
germination rate of 80% and a minimum purity of 90% will be used. left the
ground and prior to May 15,

13. Please contact Don Stephens,Natural ResourceSpecialist,(435) 636-3608,
Bureau of Land Management, Pricc Field Office,if there arc any questions
concerning these surface use COAs.

14. A Paleontologistacceptable to the BLM will monitor during surface disturbing
activities. If paleontologic resources are uncovered during surface disturbing
activities, the paleontologist shall immediately notify the Authorized Officer
(AO). The AO will arrange for a determinationof significance and, if necessary,
recommenda recovery or avoidanceplan.

15. The pipeline(s)shallbe buried.

16. During the activities of road maintenance, new road construction or the
construction of well pads, if any standing live or dead trees are damaged, cut
down or knocked over by grading or constructionequipment, actions would be
taken to remove excessive vegetation from the road or pad edge. These materials
would either be chipped on site and dispersed along the mad or pad edge or
hauled to BLM approved locationsand piled for disposal in a manner that would
not present a fuel hazard. Piles must be located in openings so that no pile would
be within 30 feet of standing live trees. The piled vegetation must also be located
adjacent to and accessible by road.

17. An impermeable liter shall be used in the containment area of all permanent
condensate and water tanks.

18. Gas shall be measured on the well pad unless the BLM Authorized Officer
authorizesanother location.

19.If the well has not been spudded by August 3, 2012 the APD will expire and the
operatoris to cease all operations relatedto preparing to dri11the well.

20. The Mexican SpottedOwl ConservationMeasures to avoid impacts:
a. Employbest available technologyon productionwells and compression

equipment within .5 milesof canyonhabitatmodel.

b. Upon discovery of individualsor sightings of this species, halt
construction/drillingactivities and notifyauthorized
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21. No construction/drilling activities shall occur during the time of the ycar
Novembcr 1 throughMay 15 for sage-grousewinterhabitat.

22. Mule deer on criticalwinter ranges shall be protected by seasonalrestrictions on
construction from November 1 through May 15 where federal permits are
required.

23. Elk on high priority and critical winter ranges would be protected by seasonal
restrictions on construction from November1 throughMay 15.

24. BBC shall participate in a wildlife enhancement project to improvc habitat for
mule deer and elk. A project to be determined with BLM, Utah Division of
Wildlife Resourcesand BBC.

25. The operator shall contactthe BLM Authorized Of6eer Don Stephens @435-
636-3608 at least 24-hours prior to the filling and reclamation of pits.

H Standard Conditions of Approval

A. Ocueral

1. If any cultural values [sites, artifacts, human remains] are observed during
operation of this lease/permit/right-of-way, they will be left intact and the Price
Field Manager notified. The authorized officer will conduct an evaluation of the
cultural values to establish appropriate mitigation, salvage or treatment. The
operator is responsible for informingall persons in the arca who are associated
with this project that they will be subject to prosecution for knowinglydisturbing
historic or archacological sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, the operatoris to
immediatelystop work that might furtherdisturb such materials, and contactthe
authorizedBLM officer (AO). Wit\tin five working days the AO will inform the
operator as to;

• whether the materials appear cligibic for the National Register of
HistoricPlaces;

• the mitigationmeasures the operatorwill likely have to undertake
before the site can be used (assuming in situ preservation is not
necessary); and,

• a time-frame for the AO to complete an expedited review under 36
CFR 800.11 to confirrn, through the State Historic Preservation
Officer, that the findingsof the AO are correct and that mitigation is
appropriate. The AO will provide technical and pocedural guidelines
for the conduct of mitigation. Upon verification from the AO that the
required mitigation has been completed, the operator will then be
allowed to resume construction
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2. The operatorshall restrict travel on unimproved roads duringperiods of inclement
weather or spring thaw when the possibilityexists for excessive surfaceresource
damage (e.g., rutting in excess of 4-inches, travel outside roadway, etc.).

3. The Companies will provide georcierenced spatial data depicting as-built
locations of all facilities,wells, roads, pipelines, power lines, and other related
facilities to the BLM by 19ovember 1 of each year until completion of project
construction activities has occurrcd.

4. If any dead or injured threatened, endangered, proposed, or candidate species is
located during constructionor operation, the BLM Price Field Office (435-636-
3600) shall be notified within 24 hours.

5. The Company will conduct clearance surveys for threatened,endangeredor other
special-concern species at the optimum time. This will require coordination with
the BLMbefore November 1 annually to review the potential for disturbance and
to agreeon inventory parameters.

B. Construction

1. The operatorwill limit vegetation removal and the degree of surface disturbance
wherever possible. Where surface disturbance cannot be avoided, all practicable
measures will be utilized to minimizo crosionand stabilize disturbed soils.

2. Constructionand drilling activitywill not be conducted using frozca or saturated
soil material during periods when watershed damage or excessive tutting is likely
to occur.

3. Remove all available topsoil from constructed well locations including areas of
cut and fill, and stockpile at the site. Topsoil will also be salvaged for use in
reclamation on all other areas of surface disturbance (roads, pipelines, etc.).
C1carlysegregatetopsoil from excess spoil material. Any topsoil stockpiled for
one year or longer will be signed and stabilized with annual ryegrass or other
suitablecovercrop.

4. The operatorwill not push soil material and overburden over side slopes or into
drainages.All soil material disturbed will be placed in an area where it can be
retrieved without creating additionalundue surface disturbance and where it does
not impedcwatershedand drainage flows.

5. Construct the backslope no steeper than 1½:1, and construct the foreslope no
steeper than 2:1, unless otherwise directed by the BLM AuthorizedOfficer.

6. Maintain a minimum20-foot undisturbed vegetative border between toe-of-fillof
pad and/or pit næas and the edge of adjacent drainages,unless otherwisedirected
by the BLM AuthorizedOfficer.

7. With the overall objective of minimizing surface disturbance and retaining land
stability and productivity, the operator shall utilize equipmentthat is appropriate
to the scope and scale of work being done for roads and well pads (utilize
equipmentno larger than needed for the
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8. Reserve pits will be adequately fencedduring and after drilling operations until
pit is reclaimed so as to offectively keep out wildlife and livestock. Adequate
fcncing,in lieu of more stringentrequirementsby the surface owner, is definedas
follows:
• Constructionmaterials will consist of steel or wood posts. Three or fourstrand

wire (smooth or barbcd) fcacc or hog pane1(16-foot length by 50-inch height)
or plastic snow fence must be used with connectors such as fence staples,
quick-connect clips, hog rings, hose clamps, twistedwirc, etc. Electric fences
will not be allowed.

• Constructionstandards: Posts shall be firmly set in gmund. If wire is used, it
must be tant and evenly spaced, from ground level to top wire, to effectively
keep out animals.Hog panels mustbe tied securelyinto posts and one another
using fence staples,clamps,etc. Plastic snow fencing must be taut and sturdy.
Fencemust be at least 2-feet from edge of pit. 3 sides fencedbefore beginning
drilling, the fourth side fenced immediately upon completion of drilling and
prior to rig release. Fence must be left up and maintained in adequate
condition until pit is closed.

9. The reserve pit will be oriented to prevent collectionof surface runoff. After the
drillíng rig is removed, the operator may need to construct a trench on the uphill
side of the reserve pit to divert surface drainage around it. If constructed, the

trenchwill be left intact until the pit is closed.

10. The reserve pit will be lined with an impermeable liner if permeable subsurface
material is encountered. An impermeable liner is any liner having a permcability

less than 10¯'cm/sce. The liner will be installedso that it will not leak and will be
chemically compatible with all substances that may be put in the pit. Linersmade
of any man-made synthetic material will be of sufficient strength and thicknessto
withstand normal installation and pit use. In gravelly or rocky soils, a suitable
beddingmaterialsuch as sand will be used prior to installingthe liner.

11. The reserve pit will be constructed so that at least half of its total volume is in
solidcut material (belownaturalground level).

12. Thc rcserve pit shall have 2 foot of freeboard maintained at all times to prevent
overflowof fluids.

13.Culvertswill be placed on channelbottoms on 11rm,uniform beds, which have
been shaped to accept them, and aligned parallel to the channel to minimize
crosion. Backfill will be thoroughlycompacted,

14. The minimum diameter l'orculverts will be 18 inches. However,all culverts will

be appropriatelysized in accordancewith standardsin BLM Manual 9113.

15. Constructionand other project-related trafficwill bc restrictedto appmvedroutes.
Cross-countryvehicle travel will not be allowed.

16. Maximum design speed on all operator-constructed and maintained roads will not
exceed 25 miles per
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17. Pipeline construction shall not block nor change the natural course of any
drainage.Pipelines shall cross perpendicularto drainages.Pipelines shall not be
run parallel in drainage bottoms. Suspended pipelines shall provide adequate
clearance for maximum runoff.

18. Pipeline trenchesshall be compacted duringbackfilling.Pipeline trenchesshall be
routinely inspected and maintained to ensure proper settling, stabilization and
reclamation.

19. The pipeline right-of-way will be brush-hogged to prevent unnecessary
disturbance. Only those areas where safety, absolute need for constructionor
otherregulationsmay warrant the use of topsoilremovalby bladingor scalping.

20. During construction, emissions of particulate matter from well pad and road
constructionwould be minimized by appli¢ationof water or othernon-saline dust
suppressantswith at least 50 percont control efficiency-Dust inhibitors(surfacing
materials, non-saline dust suppressants,and water) will be used as necessary on
unpaved roads that posent a fugitive dust problem. The use of chemical dust
suppressants on public surface will require prior approval from the BLM
Authorized Officer.

21. The operator shall submit a Sundry Notico (Form 3160-5) to BLM for approval
prior to construction of any new surface disturbing activities that are not
specifically addressed in the approved APD.

C. Operations/Maintenance

1. If in the process of air drilling the wells there is a need to utilize mud, all
circulatingfluids will be contained either in an approved pit or in an aboveground
containment tank. The pit or containment tank will be large enough to safely
contain the capacity of all expectedfluids without danger of overflow. Fluid and
cuttings will not be squeezed out of the pit, and the pit will be reclaimed in an
expedient manner.

2. Confine all equipment and vehicles to the access road(s), pad(s), and ares(s)
specified in the approved APD.

3. All waste, other than human waste and drilling fluids, will be contained in a
portable trash cage. This waste will be transported to a State approved waste
disposal site immediately upon completion of drilling operations. No trash or
empty barrels will be placed in the reserve pit or buried on location. All state and
local laws and regulations pertaining to disposal of human and solid waste willbe
compliedwith.

4. Rat and mouse holes shall he filled and compacted from the bottom to the top
immediately upon release of the drilling rig fromthe location.

5. The operatorwill be responsiblefor preventionand control of noxious wceds and
weeds of concern on all areas of surface disturbanceassociated with this project
(well locations,roads, water management facilities, etc,) Use of pcsticides shall
comply with the applicable Federal and State laws. Pesticides shall be used
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in accordance with their registered uses and within limitations imposed by the
Secretaryof Interior. Prior to the use of pesticides on public land, the holder shall
obtain from the BLM authorized officer written approvalof a plan showing the
type and quantity of material to be used, post(s) to be controlled, method of
application, location of storage and disposal of containers, and any other
information deemednecessary by the authorized officer to such use.

6. Sewage shall be placed in a self-contained, chemically treated porta-potty on
location.

7. The operator and their contractors shall ensure that all use, production, storage,
tmusport and disposal of hazardous and extremelyhazardousmaterials associated
with the drilling, completion and production of these wells will be in accordance
with all applicable existing or hereafter promulgated federal, stato and local
government rules, regulations and guidelines. All project-related activities
involving hazardous materials will be conducted in a manner to minimizo
potential environmentalimpacts. In accordance with OSHA requirements, a file
will bc maintainedonsite containingcurrent Material SafetyData Sheets (MSDS)
for all chemicals,compoundsand/or substances which are used in the course of
construction,drilling, completion andproduction operations.

8. Produced fluids shall be put in test tanks on location during completion work.
Produced water will be put in the reserve pit during completion work per Onshore
Order #7.

9. The only fluids/wastematerialswhich are authorized to go into the reservepit are
RCRA exempt exploration and production wastes. These include:

- drillingmuds & cuttings
- rigwash
- excess cementand certaincompletion & stimulationfluidsdefined by

EPA as exempt
It does not includedrilling rig waste,such as:
- spent hydraulicfluids
- used engincoil
- used oil filter
- empty cement, drillingmud,or otherproduct sacks
- emptypaint, pipe dopo,chemical or other product containers
- excess chemicals or chemical rinsate
Any evidence of non-exempt wastes being put into the reserve pit may result in
the BLMAuthorizedOfficer requiring specific testingand closure requirements.

10. If this well is drilled during the fire season (June-October),the operator shall
institute all necessary precautions to ensure that fire hazard is minimized,
including but not limited to mowing vegetation on the access route(s) and well
location(s), keeping fire fighting equipment readilyavailablewhen drilling,
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D. Dry Hole/Reclamation

1. All disturbed lands assocíated with this project, including the pipelines, access
roads, water management facilities, etc will be expediently reclaimed and
reseeded in accordance with the surface use plan and any pertinent site-spccific
COAs.

2. Disturbed lands will be re-contoured back to conform with existing undisturbed
topography.No depressions will be left that trap watcr or formponds.

3. Before the Jooation has been reshaped and prior to redistributing the topsoil, the
operator will rip or scarify the drillingplatform and access road on the contour,to
a depth of at least 12 inches.The rippers are to be no fartherthan 24 inchesapart.

4. Distribute the topsoil cvenly over the entire location and other disturbed areas.
Prepare the seedbed by disking to a depth of 4-to-6 inches following the contour.

S. Phased reclamation plans will be submitted to BLM for approval prior to
individual POD facility abandonmentvia a Notice of Intent (NOI) SundryNotice.
Individual facilities, such as well locations, pipelines, discharge points,
impoundments,etc. need to be addressed in these plans as they are no longer
needed, Individual items that will aced to be addressed in reclamation plans
include:

• Pit closure (Close ASAP after suitably dry, but no later than 90 days from
time of drilling unless an extension is given by BLM Authorized Officer.)
BLM may require closure prior to 90 days in somecases due to land use or
environynental concerns.

• Configurationof reshaped topography, drainage systems, and other surface
manipulations

• Waste disposal
• Revegetation methods, including specific seed mix (pounds pure live

seed/acre) and soil treatments(seedbed preparation, fortilization,mulching,
etc.). On private surface, the landowner should be consulted for the specific
seedmix.

• Other practiccs that will bc used to reclaim and stabilize all disturbed areas,
such as water bars, erosion fabric,hydro-mulching,etc.

• An estimate of the timetables for beginning and completing various

reclamation operations relative to weather and local land uses.

• Methods and measures that will be used to control noxious weeds, addressing
both ingress and egress to the individualwell or POD.

• Decommissioning/removal of all surfacefacilities

6. BLM will not release the performance bond until all disturbed arcas associated
with the APD/POD have been successfully revegetated (evaluation will be
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after the second complete growing season)and has met all otherreclamation goals
of the surfaceowner and surface managementagency.

7. A Notice of Intent to Abandon and a SubsequentReportof Abandonment must be
submittedfor abandonment approval.

8. For performance bond release approval, a Final Abandonment Notice (with a
surface owner release letter on split-estate) must be submittedprior to a final
abandonment evaluationby BLM.

9. Soil fertility testing and the addition of soil amendments may bc required to
stabilize some disturbed lands,

10. Any mulch utilized for reclarnation needs tobe certifiedweed free,

11. Waterbarsare to be constructedat least one (1) foot deep, on the contour with
approximatelytwo (2) feet of drop pcr 100 feet of waterbar to ensure drainage,
and extendedinto establishedvegetation. All waterbars are to be constructedwith
the berm on the downhill side to prevent the soft material from silting in the
trench. The initial waterbar should be constructed at the top of the backslope.
Subsequentwaterbars should follow the following general spacingguidolines:

Slope Spacing Interval
(percent) (feet)

<2 200
2 - 4 100
4 - 5 75

> 5 50

E. Producing Well

1. Reclaim those areas not required for production as soon as possible. The fluids
and mud must be dry in the reservepit before re-contouringpit arca. The operator
will he responsible for rc-contouring and reseeding of any subsidenceareas that
developkom closing a pit before it is completelydry.

2. Reducethe backslope to 2:1 and the foreslopc to 3:1, unless otherwise directed by
the BLM Authorizcd Officer. Reduce slopes by pulling fill material up from
foreslopeinto the toc of cut slopes.

3. Production facilitics (including dikes) must be placed on the cut portion of the
location and a minimum of 15 fcct from the toe of the back cut unless otherwise
approved by the BLM AuthorizedOfficer.

4. Any spilledor leaked oil, produced.water or treatmentchemicalsmust be reported
in accordance with NTL-3A and immediately cleaned up in accordance
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BLM requirements. This includes clean-up and proper disposition of soils
contaminatedas a result of such spills/lcaks.

5. Distribute stockpiledtopsoil evenly over those areas not required for production
and reseed as recommended.

6. Upgrade and maintain access roads and drainage control (e.g., culverts, drainage
dips, ditching,crowning, surfàcing,etc.) as necessary and as directedby the BLM
Authorized Officer to prevent soil crosion and accommodate safe,
environmentally-soundaccess.

7. Prior to construction of production facilities not specifically addressed in the
APD, the operator shall submit a SundryNotice to the BLM Authorized Officer
for approval.

8. If not already required prior to ecmstructingand drilling the well location, the
operator shall immediately upgrade the entire access road to BLM standards
(including topsoiling, crowning, ditching, drainage culverts, surfacing, etc.) to
ensurc safe, environmcntally-sound, year-round access. Waterbars shall be
installedon all reclaimed pipeline corridorsper the guidelinesin D
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Seed Mix Al
Temporary Disturbance

(for berms, topsoil piles, pad margins)

Forbes Lbs
Yellow Sweetclover 2.0 lbs/acre
Ladak Alfalfa 2.0 lbs/acre
Cicer Milkvetch 1.0 lbs/acre
Palmer Penstemon 0.5 lbs/acm

Gr4saes Lhs
Crested Wheatgrass 2.0 lbs/acre
Great Basin Wildrye 2,0 lbs/acre
Intermediate Wheatgrass 2.0 lbs/acre

Total 11.5 lbs/acre
i Seed mixA is designed for rapid establishment, soil holding ability, and nitrogen fixing capability.
C4 EA, West TavaputsPlat¢au Drilling Program

Seed Mix B
Final Reclamation

(forburiedpipe lines,abandonedpads,.cond, etc.)

Forbes Lbs
Palmer Pensternon 0.5 lbs/scre
Golden Cryptantha 0.25 lbs/acre
Utah Sweetvetch 0.5 lbs/acre
Yellow Sweetclover* 2.0 lbs/acre
LewisFlax 1.0 lbs/acre

Grasses Lbs
indian Ricegrass 1.0 lbs/acte
Needle & Thread Grass 1.0 lbs/acrc
Intermediate Wheatgrass 2.0 lbs/acre
Blue Grama 0.5 lbs/acre
Galletta 0.5 lbs/acre
GreatBasin Wildrye 2.0 lbs/acre

Woody Plants Lbs
FourwingSaltbush 2.0 lbs/acre
Winterfat 0.5 lbs/acre
Wyoming Big Sagebrush 0.25 lbs/acre
Utah Serviceberry I.0 lbs/acre
Blue Elderberry (Raw Seeds) 1.0 lbs/acæ

Total 16.0 lbs/acre
i Yellow Sweetoloveris planted as a nurse crop to pmvide solar protection, soil binding and
nitrogen
fixing. It will normally be crowd¢d out in 2 to 3
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TMC 1: Browse Band Planting
Tubeling Mixtures

One of the two browsespecies lists (checked below) are to be hand plantedat the prescribed
application rate and accordingto the followingprescribed methods on areas that are undergoing
long termreclarnation. The would include all pipelinecorridors,bermaround edge of drillpads,
miscellaneous disturbed areas associated with construction such as staging areas for equipment,
sidecaston road cuts, along side upgraded or new roads up to and includingborrowditch and in
thetermination ofredundantaccess roads beingclosed. This planting shall be completedin the
firstplantingwindow followingcompletionof constructionand on all other disturbedareas upon
finalreclamation.

Planting Methods:

Plantingshall be accomplishedusing a labor force with specific experiencein landscape
restoration,handplanting methodsand handling and care of browse tubling and or barcrootstock
plants.

Browse plants to be utili2edcan bebaretoot stock or tabling stock plants of 1 year old age class
or greater.

Browse seedlingprotcetorswill be used to provide protection frombrowsing ungulates for two
years. Seedlingprotectorswill be of an open meshrigid design thatwill break down when
exposedto sunlightand thatmeasuresa minimum of 12 inches in length and 4 inches in diameter.

Planting shall be completedin the spring(March 1-April1) and or fall (November1-December1)
planting windows.

Browseplants shallbe stored and handledin such a manner as to maintain viability, according to
the type of browsestock being used.

Planting Speciesand Application Rate:

[ ] Sagebrush-Grass [ ] Pinyon-
Juniper

Plants.P.erAcre
Species
WyomingSagebrush(GordonCreek) 100 50
FourwingSaltbush(Utah seed source collected 100 50

ator above 5,000 feetelevation)
Tme MountainMahogany (Utah seed sonroe) 0 50
Antelope Bitterbrush (Utahseed source) 0 50

Total 200 200

Suitable Substitutions:

Utah Serviceberry no 50
Winterfat 100
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Table 2.3 LeaseNumbers,Oil andGas Units, FederalROW Requirements,and Lease Stipulations
for the 12 Vertical Federal Wells Proposed by BBC.

FederalLease Numberand
Well Number/Location Stipulations UnitName FederalROWNeeds

Federal Wells
1-25 UTU-59910 PricklyPeer Unit LowerFlat Iron Road

16-34 UTU-73671 Prickly Pear Unit LowerFlat fron Road

27-3 UTU-73610 " PricklyPear Unit None

21-2 UTU-73670'" Prickly Peer Unit None

13-4 UTU-74385 PricklyPearUnit None

5-13 UTU-73665 PricklyPear Unit None

24-12 UTU-77513 'N PricklyPear Unit None

10-4 UTU-74386"" PricklyPear Unit None

15-19 UTU-66801'N JackCanyonUnit None

Existing Pads
UT-10 UTU-66801 "" PetersPointUnk None

PPI·I-8(AÊ,Ê 3 .$ $ TU-66801 Peters Point Unit None

PP-11 UTU-66801 'N Peters Point Unit None

State Wells
Section2, Tl3 5, R15Ë NA Prickly Peer Unit Lower Flat Iron Road

Secdon36, T128, R15E NA PricklyPear Unit Lower Flat Iron Road

Section 32, T12S, RI6B NA Prickly Pear Unit LowerFlat Iron Road

Section2. T13S,RI6E NA None Peters Point Road Extensfore

' No occupancyor othersurface disturbance will be allowed within 330 feet of the centerlineor within the 100
year recurrence interval floodplain,whichever is greater, of the perennial streams,orwíthín 660 feet of springs,
whether flowingor not. This distance may be modifiedwhen specifically approvedin writing by the

authorizedofficer of the Bureau of Land Management.
* In orderto minimizewatershed damage, explomtion drilling and other developmentacdvitywill be allowed

only during theperiod kom May I to October31. This limitationdoes not applyto maintenanceandoperation
of producing wells. Exóeptions to tids limitation in any year may be specifically approved in writing by the
authorizedofficer of the Bureauof Land Management, ,

' Construction of access roads and drill pads on slopes in excess of 30 percent wíll yequire special design
standards to minimize watershed damage. Drilling operationsand any associated construction activities on
slopes in excess of 50 percent may requimdirectionaldrillingto pavent damageto thewatershed. Exceptions
to the 11mitations may be specifically approvedin writing by the authorized officer of the Bureau of I.,and
Management.

4 B.ap10fSMtVoys wíll be required whenever surfhce disturbance and/or occupancyproposed in association with

oll/gas explorationoccur within a known nesting complexfor raptors located in the NWNW Soc. 10,TI28,

R14E. Fíeld surveyswill be conducted by the lessee/operator as determinedby the authorized officer of the
BLM. When surveysare required of the lessec/operator,theconsultant hired must be found acceptableto the

authetized officer prior to the fleid survey beingconducted. Based on the result of the field survey,the
authorizedofficer will determineappropriatebuffer
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APPENDIX B:
APPLlCANT-COMMITTEDENVIRONMENTALPROTECTION
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1.0 INTRODUCTION

Appendix B is part of BBC's Proposed Action for the WTPDP as describedin Chapter2.0, and BBC will
comply with the standards, procedures, and requirementscontainedin Appendix B when implementing
the Altematives unless othenvise provided for by the BLM Authorized OfHeer (AO). Appendix B
describesstandardpracticesutilizedto mitigate adverse effectscaused by surface-disturbin8
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2.0 STANDARD PRACTICES

The following BMPs/Applicant-CommittedProtectionMeasures(ACEPM)will be applied to all federal

lands within the WTPPA by BBC to minimizeimpactsto the environment. Exception, modifidation,or

waiver of a mitigationreguímmentmay be grantedif a thorough analysis by BLM determines that the

resource(s) for which the measurewas developedwill notbe impactedby the project activity. Purther

site-specificmitigationmeasures may be identifiedduringtheapplicationfor permit to drill (APD) and/or

right-of-way(ROW)applicationreview processes.

2.1. FRECONSTRUCTION PLANNING ANDDESIGN MEASURES

1. BBC and/or their contractorsand subcontractorswill conduct all phases of prqject imþlementation,

including well location, road and pipeline construction,drilling and completion operations,

maintenance,reclamation, and abandonmentin fbli compliancewith all applicable federal, state, and

local laws and regulations and within the Suidelinesspecifiedin approved APDs andROW permits.

BBC will be held fully accountablefor theircontractor's and subcontractor'scompliance with the

requirementsof the approved permit and/or plan.

2. Implementation of site-specificactivities/actionswill be contingent on BLM determining that the

activity/action complies with the following planr
• SurfaceUse Plan and/or Plan of Development;and

-
· Site-specific APD plarts/reports (e.g., road and we11paddesign plans, cultural clearance, special

statusplant species clearance, etc.).
The above plans maybe prepared by the Companies for the project ama or submitted incrementally

witheach APD, ROW application,or SundryNotice (SN).

2.2 ROADS

1. BBC will construct roads on private surface in a safe and prudent manner to the specifications of

landowners.

2. Roads on federalsurface will be constructed as described in BLM Manual 9113. Where necessary,

rónning surfaces of the roads will be graveled if the base does not already contain sufficient

aggregate.

3. Existing roads will be used when the alignmentis acceptablefor the proposed use. Generally,roads

will be required to follow naturalcontours;provide visual screeningby constructingcurves,etc.; and

be reclaimedto BLM standards.

4. To controlor reduce sediment ffom roads,guidanceinvolvingproper road placement and bufferstrips

to stream channels, graveling, proper drainage, seasonal closure, and in.some cases, tedesign or

closure of old roads will be developed whennecessary. Constructionmayalso be prohibitedduring

periods whensoit materialis saturated,frozen,or when watersheddamage is likely to occur.

S. Available topsoil will be stripped from all road corridors prior to commencementof construction

activitiesand will be redistributedand reseeded on backslope areas of the borrow ditch after

completion of road construction activities. Borrow ditches will be reseededin the first appropriate

seasonafter initial
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6. On newly constructed roadsandpermanentroads,theplacementof topsoil,seeding,and stabilization
will be required on all eut and filislopes unless conditions prohibitthis (e.g., rock). No unnecessary
side-casting of material(e.g., maintenance) on steepslopes will be allowed.

7. Reclamation of abandoned roads will include requirementsfor reshaping, recontouring,resurfacing
with topsoil, installationof water bars, and sceding on the contour. Road beds, wellpads, and other
compactedareas will be rippedto a depthof 1.0 footon 1.5feet centersto reduce compactionprior to
spreading the topsoil across the disturbed area. Stripped vegetation will be spread over the
disturbance for nutrient recycling,where practical. Fertilization or fencingof these disturbanceswill
not normally be requhed. Additional orosioncontrolmeasures (e.g., fiber matting) and road barriers
to discourage travel may be required. Graveledroads, wellpads,and other siteswill be stripped of
usablegravel and hauled to newconstructionsites prior to rippingas deemednecessary by the AO.
The removal of structuressuchas bridges, cuiverts,cattleguards,and signs will usually be required.

8. Main artery roads, regardlessof the primary user, will be crowned,ditched, drained, and, if deemed
appropriateby the AO, surfacedwith gravel.

9. Unnecessary topographic alterations will be mitigated by avoiding, where possible, steep slopes,
rugged topography, and perennial and ephemeral/intermittent drainages, and by minimizing the area
disturbed,

10. Upon completion of construction and/or productionactivities, the Companics will restore, to the
extent practicable, the topography to near pre-existingcontours at well sites, access roads, pipelines,
and other facility sites.

11. Existing reada will be used to the maximum extent possible and upgraded as necessary.

12. BBC will comply with existingfederal,state, and county requirements and restrictions to protectroad
networks and the traveling public.

13. Special arrangements will be made with the Utah Department of Transportation to transport ovenize
loads to the pro ect area. Otherwise, load limits will be observed at all times to prevent damage to
existingroad surfaces.

14. All development activitiesalong appmved ROWs will be restricted to areas authorizedin the
approved ROW.

15. Roads and plpelineswill be locatedadjacentto existinglinear facilitieswhereverpractical.

16. BBC and/ortheir contractors will post appropriate warning signs and require project vehicles to
adhere to appropriatespeed limitson project-required roads, as deemed necessary by theAO.

16. lšBC will be responsible for necessary preventativeandcorrective road maintenancefor the duration
of the project. Maintenance responsibilities may include, but are not limited to, blading, gravel
surfacin8, cleaning ditches and drainage facilities, dust abatement, noxious weed control,or other
requirementsas direutedby the
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2.3 WELLPADS AND FACILITIES

1. In conformancewith Onshore Oil and Gas Onler No. 1, BBC will prepare and submitindividual
comprehensivedrill site design plans for BLM approval. These plans will show the drill location

layout over the existing topography;dimensionsof the location; volumes and cross sections of cut
and fill; location and dimensionsof reserve pits; existing drainage pattoms; and access road egress

and ingress. Plans will be submittedandapproved prior to initiationof construction.

2. No surfacedisturbance is recommended onslopesin excess of 25% unless erosion controls can be
ensured and adequate revegetation is expected. Engineering proposals and rovegetation and

restorationplans will be required in these areas.

3. Reserve pits will be constructed to ensure protection of surface and ground water. The review to

determine the need for installation of lining material will be done on a case-by-casebasis and

consider soll permeability, water quality,and depthto ground water.

4. Reserve pit liners willhave a mullen burst strengththatis equal to or exceeds 300 pounds, a puncture
strength that is equal to or exceeds 160 pounds,and grab tensile strengthsthat am equal to or exceed
150 pounds. Them will be verifled test results conductedaccording to ASTM test standards. The

liner will be totallyresistantto deterioration by hydocarbons.

5. Producedwater kom oil and gas operationswill be disposedof in acconiance with the requirements

of OnshoreOil and Gas Order #1.

6. Pits will be fenced as specifiedin individualauthorizations. Any pit containíngharmful fluidswill be
maintainedin a manner that will prevent migratorybird mortality.

7. Disturbanceswill be managed/reclaimedfor zero runoff from the wellpad or other facility until the
area is stabilized. All excavations and pits will be closed by backfillingand contouring to conformto

surroundingterrain. On weilpads and otherfacilities,the surface useplan will includeobjectivesfor
successih1reclamatíon including soil stabilization,plant community cotuposition,and desired
vegetationdensityand diversity,

8. On producing wells, BBCwillinduce slopesto originalcontours (notto exceed 3:1 slopes). Amas

not used for production purposes will be backfilled and blended into the surrounding terrain,
reseeded, and erosion control ineasures installed. Erosion control messureswill be required after

slope reduction. Mulching, erosion control measures, and fertilization may be required to achieve

acceptablestabilization.

9. Abandoned siteswill be satisfactortlyrehabilitated in accordance withthe approved APD.

2.4 PIPELINES

t . Pipeline constructionmethods and practiceswill be completed in such a manner so as to obtain good
reclamation and the m.establishment of the native plant community.

2. On ditches exceeding24 inches in width, 6 to l2 inchesof surface soil will be salvagedon the entire
r18ht-of-way, where practicabic. Whenpipelinesare buried, there will be at least 30 inches of backfill

ontop of the pipe. Backfill will not extend above the original ground level afterthe fill has settled.
Guides for constructionand water bar placementfoundin "SurfacoOperating Standardsfor Oil
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Gas Exploration and Development" (BLM and USFS 1989) wiHbe followed. Bladed surface
materials will be re-spreadupon the cleared routeonce constructionis completed. Disturbed areas

that have been reclaimedwill be fencedwhen the route is near livestock watering areas at the

discretionof the AO.

3. Pipeline ROWs will be located to minimizesoil disturbance to the greatest extent practicable.

Mitigation will include locatíng pipeline ROWs adjacent to access roads to minimize ROW

disturbancewidths, or routing pipeline ROWsdirectlyto minimize disturbance lengths.

4. Existing crowned and ditched roads will be used for accesswherepossible to minimize surface

disturbances. Clearingof pipeline It0Ws willbe accomplishedwith the least degree of disturbance

to topsoil. Where topsoitmmoval is necessary, it will be stockpiled(windrowed)andre-spreadover
the disturbed area after construction and backfillingare completed. Vegetation removed from the
ROW will also be re-spreadto provide potection, nutrientrecycling,and a seed source.

5. Temporary disturbances which do not require mqjor excavatiðn (e,g., small pipelines) may be

strippedof vegetation to ground level usingmechanical treatment, leaving topsoil intact and root

masses relatively undisturbed.

6. To promote soil stability, backfill over the tench will be compacted so as not to oxtend above the

original ground level ufberthe fill has settled. Whecior other methods of compacting the pipeline

trench backfill will occur at two levels to reduce trenchsettling and.water channeling-onceafter3

feet of fill has been replacedand once within 6-12 inchesof the surface. Water bars, mulching, and

terracing will be installed,as needed, to minimize erosion. Instream protectionstrucares (e.g., drop

structures)in drainagescrossedby a pipeline will be installed at the discretion of the AO to pmvent

erosion.

7. BBC willadhereto the following procedures reganiingthe installationof pipelines during periods

when the earth is fkozen.
• The BLMPrice Field Officewill be contactedat least 10 days prior to anticipated start of project.

The projectwill not proceed until such time as authorization from BLM has been receivedby the
Companies.

• A BLM representativewill be on the groundat the beginningof construction.
• Snow, if present,will be removed utilizing a motor grader.
• Vegetationwill be scalped and windrowed to oneside of the right-of-way.
• A wheel trencherwill be used to remove approximately 4-8 inchesof topsoilfrom thetopof the

pipeline ditch andwindrow it to one side.
• A trench approximately 4 feet deep will be dug using a wheel tæncher and the soil will be

stockpiledto oneside,makingsurethe topsoilor spoildo not get mixed together.
• The pipelinewill be installed,thetrenchbackfilled,and thespoil compacted in thetrench.
- Stockpiledtopsoilwill be placed in the trenchand compacted,
• Scalpedvegetationback will be placed back on right•of-way using a motor grader.
• The entire right-of-way will be reseeded as normal in the springalter the thaw.

These procedures will be incorporated in every Plan of Development where construction in frozen

earth is
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2.5 AIR QUALITY

1. BBCwillcomplywith all applicable local, state, and federal air quality laws, statutes,regulations,
standards,and implementation plans.

2. BBC will obtain all necessary air qualitypermits fromUDAQto construct, test, and operatefacilities.

3. All internalcombustion equipment will be kept in goodworkingorder.

4. The Companieswill use water at construction sites, as necessary,to abate fugitivedust.

5. 'Die Companies will not allow any open burning of garbage orrefuseat well sites or other facilities.

2.6 VEGETATION

1. Removal and disturbance of vegetation will be kept to a minimum through construction site
management (e.g., using previously disturbed areas and existing easements, limiting
equipment/materialsstorageyard and staging area size,etc.).

2. Wellpads and associatedroads and pipelines willbe locatedto avoid or minimize impacts in areas of

high value (e.g., sensitivespecies habitats,wetland/riparianareas).

2,7 SOILS

1. Surface-disturbingactivities will be examinedon a site-speciflebasis, evaluating the potential for soil
loss and the compatibilityof soil properties with projectdesign. Stipulationsand mitigating measures
will be developedon a case-by-case basis toensuresoll conservationand practical management.

i BBC will restrict construction activitiesduring periodswhen solls are saturated and excessive rutting
(>4Incheswith multiple passes) wouldoccur.

3. Salvage and subsequent replacement of topsoil will occur for surface.disturbingactivities wherever

specified by the AO.

4. Before a surface-disturbingactivity is underteken,topsoildepth willbe determined and the amount of
topsoil to be removed,along with topsoil placement areas, will be specified in theauthorization. The
uniform distributionof topsoll over the area to be reclaimed willoccur unlessconditionswarrant a
varying depth. On large surface-disturbingprojects topsoil will be stockpiled and seededto reduce
crosion. Where feasible, topsoil stockplies will be designed to maximize surface area to reduce
impactsto soil microorganisms. Areas used for spoil storage will be stripped of topsoil befbre spoil
placement, and the replacernent of topsoilafter spoil removalwill be required.

5. BBC will avoidadverse impacts to soils by:
• minimizingthe area of disturbance;
• avoiding constructionwith frozensoil materialsto the extentpracticable;
• avoiding areas with high crosion potential (e.g., unstable soil, dunal areas, slopes greater than

25%, floodplains),where practicable;
• salvagingand selcotivelyhandlingtopsoil from disturbedareas;
• adequately protecting stockpiledtopsoil and replacingit on thesurface during reclamation;
• Ieaving the soil intact (Scalping only) duringpipeline construction,where
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• using appropriate erosion and sedimentationcontrol techniques including, but not limited to,
diversion terraces,riprap, and matting;

• promptlyrevegetatingdisturbedareas using adaptedspecies;
• applying temporary erosion control measuressuch as temporary vegetation cover, application of

muloh, netting, orsoilstabilizers;and/or
• constructing barriers,as appropriate, to minimize windand water erosion and sedimentation prior

to vegetationestablishment.

6. Appropriate erosion control and revegetationmeasureswill be employed, Gradi 8 and landscaping

will be used to minímizeslopes, and water bars will be installedon disturbed slopes in areas with
unstable soils where seedin8alone may not adequately controlerosion. Erosion control efforts will
be monitoredby the Companiesandnecessary modifications madeto control erosion.

7. Sufficienttopsoilor other suitablematerial to facilitate mvegetationwill be segregated from subsoils
during all construction operationsrequiring excavationand will be returned to the surface upon
completion of operations. Soils compactedduringconstruction will be tipped andtilledas necessary
prior to reseeding. Cutand fill sections on all roadsand along pipelines will be revegetsted with
native species.

8. Any accidental soil contamination by spills of petroleumproducts or other hazanlous materials will
be cleaned up by the Companies and the soil disposed of or rehabilitated according to applicable

rules.

9. BBC will restrict off•road vehicle (ORV) activityby employees and contract workers to the
immediatearea of authorized activity or existing roads and tralis,

2.8 RECLAMATION

l. BBC's reclamation goals will emphasizo: 1) protection of existing native vegetation, 2) minimal
disturbanceof theexisting environment;3) soll stabilization through establishmentof ground cover;
and 4) establishment of nativevegetationconsistent with land use planning.

2. AII reclamation will be accomplished as soon as possible after the disturbante occurs with efforts
continninguntil a satisfactoryrevegetationcover is established.

3. Seed mixtures for reclaimed areas will be site-specific,composedof native species, and will include
species promotingsoil stability. A pre.disturbance species compositionIIst will be developed if the
site includes soveral different plant communities, Livestock palatability and wildlife habitat needs
will be given consideration during seed mix formulation. BLM Manual 1746, httroduction,
TPansplant, Augmentation, and R¢¢stablishmentof Fish, Wildl(fe, and Plants, and Executive Order
No, I 1987, ExoticOrganisms,will be used as guidance.

4. Interseeding, secondary sceding,or staggered seeding may be used to accomplish revegetation
objectives. During rehabilitationof areas in important wildlife habitat, provision will be made for the
establishment of native browse and forb species. Follow-up seeding or corrective erosion control
measures will occuron areas where initial reclamationciforts are unsuccessib).

S. Any mulch used by BBC will be weed free and free frorn mold, fungi, or noxious weed seeds. Mulch
may includenative hay, small grain straw, wood fiber, live mulch, cotton, jute, syntheticnetting,and
rock. Straw mulch will contain fibers long enough to facilitate crimping and provide the greatest
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6. BBC will be responsible for the controlof all noxious weedinfestationson disturbed surfaces. Aerial

application of chemicalswill be prohibitedwithin0.25 mileof specialstatus plant locations,and hand

applicationwill be prohibitedwithin 500feet. Herbicideapplicationwill be monitoredby theAO.

7. Recontouring and seedbed preparation will occur immediatelyprior to reseedingon the unused

portion of wellpads, road ROWs,and entire pipelineROWsoutsideof roadROWs. In the eventof

uneconomical wells, BBC will initiate reclamation of theentire welipads,access road, and adjacent

disturbed habitat as soon as possible. BBC assumes the responsibilityto see that their exploration,

development, production,and constructionoperations are conductedits a manner which results in the

proper reclamation of disturbed lands. BBC will monitor reclamation to determine and ensure

successfulestablishmentof vegetation. No consentto terminationof any bond will be given by the

AO until all the terms and conditions of the approvedpermit(s) havc been met.

8. Proper erosion and sedimentcontrol structuresand techniqueswill be incorporatedby theCompanies

into the design of wellpads, roads, pipelines, and other facilities. Revegetation using a

BLM-approved,locally adapted seedmixtum containing native grasses, forbs, and shrubs will begin

in the first appropriate season following disturbance. Vegetation removed will be replaced with

plants of equal foragevalue andgrowth formusing proceduresthatinclude:
• fall reseeding(September15 to fkeeze-up),whomfeasible;
• spring reseeding(April 30 - May 31) if fall seeding is not feasible;
• deep ripping of compacted soils priorto reseeding;
• surfacepitting/roughoning prior to reseeding;
• utilizationof native cool season grasses,forbs, and shrubsin the seed mix;
• interseedingshrubs into an establishedstandof grassesandforbs at least one year aAerseeding;

• appropriate,approved weed controltechníques;
• broadcast or drill seeding,depending on siteconditions;and
• fencing of certain sensitivereclamation sites (e.g., riparlan areas, steep slopes, and areas within

0,5 mileof livestock watering facilities) as determinednecessary through monitoring.

9. BBC will monitor noxious weed occurrence on the project area and implement a noxious weed

control program in cooperation with BLM. Weed-free certification by county extensionagents will

be requiredfor grain or straw used for mulchingmvegetatedareas.

2.9 CANDIDATEPLANTS/SPECIAL STATUS PLANTS

1. Norbicide applications will be kept at least 500 feet from known special status plant species

populations or other distancesdeemedsafe by the AO.

2. Wellpadsand associated roads and pipelineswill be located to avoid or minimize impacts to areas of

high value (e.g., special statusplant specieshabitats, wetland/riparian areas).

2.10 WATERSHEDS

1. Crossings of ephemeral, intermittent, and perennial streamsassociated with road and utílity line

construction will generally be restricted untilnormal flowsam established aner spring
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2.11 GEOLOGICAL/PALFONTOLOGICAL RESOURCES

1. Wells, pipelines, and ancillary facilitieswill be designedandconstructed such that they will not be
damaged by moderateearthquakes. Any facilities defined as crítical according to the Uniform

Building Code will be constructedin accordance with applicableUniformBuilding Code Standards

for SeismicRisk Zone2B.

2. If paleontological resources are uncovered during surface-disturbingactivities, BBC will suspend
operations at the site that will further disturb such materials and immediatelycontact the AO, who

will arrange for a determination of signiilcance,and, if necessary, recommend a recovery or
avoidanceplan.

2.12 CULTURAIÆISTORICAL RESOURCES

1. BBC will follow theculturalresomtes and recovery plan for the project.

2. If cultural resources are located within frozen soils or sedhnentsthat preclude the possibility of
adequately recording or evaluating the find, construction work will ocase and the site will be
protected for the duration of frozen soil conditions. Recordation, evaluation and recommendations
concerningforther management will be made to the AO followingnatural thaw. The AO will consult

with the affected parties and constructionwork will resume ðnoe management of thethreatenedsite
has been finalized and the Nodce toProceed has been issued.

3. BBC will inform their employees,contractors and subcontractorsabout relevant foderal regulations

intended to protect archaeological and cultural resources. All personnel will be informed that

collecting artifacts, includingarrowheads, is a violationof federal law and that employeesengagedin
thisactivity may be subjectto disciplinary action.

2.13 WATER RESOURCES

1. BBC will maintain a complete copy of the SPCC Plan at cach facility if the facility is normally
attended at least 8 hours per day, or at the nearestfield ofilceif the facilityísnotso attended(40 CFR

I 12.3(e)).

2, BBC will implement and adhere to SPCCPlans in a manner such that any spill or accidental
discharge of oil will be remediated. An orientationwill be conductedby the Companiesto ensure
that project personnelare aware of the potential impactsthat can result fkomaccidental spills, as well

as the appropriate recourse if a spill does occur. Whereapplicable and/orrequired by law, streamsat
pipeline crossingswill be protected fkomcontamination by pipeline shutoff valves or other systems
capable of minimi2ingaccidental discharge.

3. If reserve pit leakageis detected, operations at thesite will be curtailed,as directed by the BLM,until
the leakage is corrected.

4. BBC will case and cement all gas wells to protect subsurface mineral and freshwater zones.
Unproductivewells and wells that have completed theirIntendedpurpose will be properlyabandoned

and plugged using proceduresidentified by BLM (federal mineral estate) and/or WOGCC(state and
fee mineral
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5. All water used in association with thisproject willbe obtainedfromsowces previously approved by

the Utah State Engineer's Office.

6. Erosion-prone or high salinity areas will be avoidedwhere practicable. Necessary constructionin
theseareas will be timedto avoidperiods of greatest runoÆ

7. BBC will incorporateproper containmentof condensate and produced water in tanks and drilling

fluidsin reserve pits, and will locate stagingareasfor storageof equipmentaway from drainages to

prevent contaminantsfrom enteringsurfacewaters.

8. Prudent use of erosion control measures, including diversion terraces, riprap, matting,temporary

sedimentIraps, and water bars will be employedby the Companics as necessary. These erosion

control measures will be usedas appropriateto control surface runoff generatedat welipads. The

type and location of sedimentcontrolstructures, includingconstructionmethods,will be described in

APD and ROWplans. If necessary,BBCmay treat divertedwater in detentionponds prior to release

to meet applicablestate or federal standards.

9. BBC will construct channelcrossings by pipelines so that the pipe is buried at least 3 feet below the

channel bottom.

10. Streams/channels crossedby roadswill have culveits installedat all appropriatelocationsas specified

in the BLM Manual 9112-Bridgesand M4/or Culverts and Manual 9113-Roads. Streams will be

crossedperpendicularto flow, where possible, and all stream crossing structureswill be designed to

carry the 25-year dischargeeventor othercapacitiesas directedby the AO.

11. BBC will reshape disturbedchannelbeds to their approximate original configuration.

12. The disposal of all hydrostatictest water will be done in confprmance with BLM Onshore Oil and

Gas Order No. 7. BBC will comply with state and federal regulations for water dischaiged into an
established drainage channel. The rate of discharse will not exceed the capacity of the channel to

convey the increased flow. Waters that do not meet applicable state or federalstandards will be

evaporated,treated,or disposedof at an approved disposalfacility.

13. BBC will prepare StormWater PollutionPavention Plans (SWPPPs)as requíredby WDEQNational

Pollution Discharge Elimination System (NPDES) permit requirements on individual disturbances

that exceed 5 acres in sizeor as required by futute changesin regulations.

14. Any disturbances to wetlands and/or waters of the U.S. will be coordinated withthe COE, and 404

permits will be scouredas necessary prior todisturbance.

15. Where disturbance of wetlands, riparian areas,streams,or ophemerallintermittentstream channels

cannot be avoided.COE Section404 permits will be obtained by BBC as required,and, in additionto

applicableabove-listedmeasures, the following measureswill be applied whereappropriate:

wetland areas will be crossedduringdry conditions(i.e., late summer, fall, or dry winters);

streams, wetlands, and riparian areas disturbedduring project construction will be restored to as

near re-project conditionsas practical and, if impermeablesoils contríbuted to wetlandformation,
soils will be compactedto reestablish impermeab|11ty;
wetlandtopsoil will be scicotivelyhandled;

• disturbed areas will be recontoured and BLM•approved specieswill be used for reclamation;
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- reclamation activities will begin on disturbedwetlands immediatelyafter completionof project

activities.

2.14 NOISE

1. All enginesrequiredfor project activitieswill be properlymuffledandmaintainedin accordancewith

stateand federal laws.

2.15 WILDLIFE, FISTIERIES,AND THREATENED ANDENDANGERED (T&E) SPECIES

I. To minimize wildlife mortalitydue to vehicle coillsions, BBCwill advise project personnel regarding

appropriatespeed limits in the project area.Roads no longer requiredforoperations will be reclaimed

as soon as possible. Potential increases in poaching will be minimized throughemployee and

contractor education regardingwildlife laws. If wildlife law violationsare discovered,theofBmding

employeewill be subjectto disciplinaryaction by BBC.
2. BBC will protect (e.g., fence or net) reserve, workover, and production pits potentía11yhazardous to

prohibit wildlifeaccess as directed by BLM.

3. BBCwill utilizewildlife-proof fencing on reclahnedareas in accordance with standardsspecified in

BLM Handbook 1741-1, Fencing, if it is determined that wildlife are interfering with successful

reestablishmentof vegetation.

4. Consultation and coordination with USFWS and UDWR will be conducted for all mitigation

activities relating to raptors and T&E species and their habitats, and all permits required for

movement,removal, and/orestablishmentofraptor nests will be obtained.

5. BBC will adhere to all survey,mitigation, and monitoringrequirementsidentified in the Biological

Assessment prepared for thisproject.

2,16 LIVESTOCK/GRAZING MANAGEMENT

L BBC will reclaim nonessentialareas disturbed during constructionactivities in the first appropriate

season after well completion.

2. Nonessentialareas include portions of the welipadsnot needed for productionoperations, the borrow

ditch and outslopeportions of new road ROWs,entire pípeline ROWs outside of road ROWs, and all

roadsand associated disturbedareas at nonproductive wells.

3. BBC will repair or replace fences, cattleguards, gates, drift fences, and natural barriers to current

BLM standards. Cattleguardswill be used insteadof gates for livestock control on most road ROWs,

Livestockwillbe protected from pipeline trenches,and livestock access to existing water sourceswill

be maintained.

4. BBC will review livestock hnpacts fromroads or disturbancekom construction and drillingactivities

at least annuallywith livestock permittees and BLM. Appropriatemeasures will be taken to correct

any adverse impacts,shouldthey
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2.17 RECREATION

1. BBC will instruct employees,contractors,and subcontractorsthatcarnp sites on federal lands or at

federal recreationsites mustnot be occupied for morethan14 consecutive days.

2. BBC will requim that employees, contractors,and subcontractorsabide by all state and federal laws

and regulations regarding hunting.

2.18 VISUAL RESOURCES

1. Pipeline ROWs will be locatedwithin existing ROWswhenever possible, and aboveground facilities

not requiring safety colorationwill be painted withappropriatenonreflectivestandardenvironmental

colors (Carlsbad Canyon or Desert Bmtm, or other specifiedstandardenvironmental colors) as

determined by the AO. Topographicscreening,Vegetation manipulation, project scheduling, and

traffic control procedures mayall be employed, as practicable,to fortherreducevisual impacts.

2. Within VRNí Class II areas, BBC willutilize existingtopographyto soteenroads,pipeline corridors,

drill rigs, wells, andproductionfacilitiesfrom view wherepracticable, The Companieswill paint all

aboveground productionfacilitieswithappropriate colors (e.g., CarlsbadCanyon or Desert Brown) to

blend with adjacent terrain, except for stmotures that require safety coloration in accordance with

OSHArequirements.

2.19 HEALTH AND SAFETYlHAEARDOUSMATERIALS

1. BBC will utilize BLM-approved portabic sanitation facilities at drill sites; place warning signs near

hazardous areas and along roadways; place dumpsters at cach construction site to collect and stom

garbage and reikse; ensurethat all refuse and garbage is transported to a State-approved sanitary

landfill for disposal; and institutea Hazard CommunicationProgram for its employees and require

subcontractorprogramsin accordance withOSHA (29 CFR 1910.1200).

2. In accordance with29 CFR 1910,1200, a MaterialSafetyData Sheetfor every chemicalor hazardous

materialbroughton-sitewill be kept on file BBC's ficId offices.

3. Chethicalsand hazardousmaterialswillbe inventoriedandreportedby BBC in accordance with the

SARA Title BI (40 CFR 335), If quantitles exceeding 10,000 pounds or the tiussbold planning

quantity are to be producedor stored,BBCwill submitappropriate Section 311 and 312 forms at the

required times to the State and County Emergency Management Coordinators and the local fire

departments.

4. BBC will transport and/or disposeof any hazanlous wastes, as dermedby the RosourceConservation

and Recovery Act of 1976 (RCRA), as amended, in acconiancewith all applicable federal, state,and

local regulations.

5. BBC commitsto the followingpractices lugarding ha2ardous material containment.

• All storage tank batteries that contain any oil, glycol, producedwater,or other fluid which may

constitute a hazard to public health or safety will be surroundedby a secondary means of

containment for the entire contents of the largest single tank in use plus fleeboard for

precipitation, or to contain 110% of the capacity of the lar8est vessel. The appropriate

containmentand/or diversionarystructuresor equipment,including walls and floor,will
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any oil, glycol or produced water and shall be constructed so thatany dischargefrom a primary

containment system, such as a tankor pipe, will not drain, infiltrate, or otherwiseescape to

groundor surfacewatersbeforecleanup is completed.

• Treaters, dehydratorsand other productionfacilitiesthat have the potentialto leak or spill oil,

glycol, produced water, or other fluid which may constitute a hazard to public health or safety,

shall be placed on or within appropriatecontaimpentand/or diversionary structureto prevent

spilled or leaking fluid from reachingground or surface waters. The appropriate containment

and/or díversionary structurewill be sufficientlyimperviousto oil, glycol, produced water, or

other fluid and will be installed so thatany spill or leakagewillnot drain, infiltrate, or otherwise

escape to ground or surfacewaters prior to completionof cleanup.

• Notioc of any spill or leakage,as defined in SLM NTL 3A, will be immediatelyreported to the

AO by the Companies as well as to such other federaland state officialsas required by law. Oral

notice wiJI be given as soon as possible, but within no morethan24 hours, and thoseoral notices

will be confirmed in writing within 72 hoursof any such



C. REQUIRED APPROVALS,REPORTS AND NOTIFICATIONS

Required verbal notificationsare summarized in Table 1, attached.

Soud- Submit written notification(Sundry Notice, Form 3160-5) to the Moab Field Officewithin
24-hours afterspud, regardless of whether using a dry hole digger or big rig.

Daily Drillinq Reports- Daily drilling reports that describe the progress and status of the well shall
be submitted to the Moab Field Office on at least a weekly basis. This report may be in any
format customarily used by the operator.

Oiland Gas Operations Reports (OGORs)- Production from this well shall be reported to
Minerals Management Service (MMS)on a monthlybasis.

Sundry Notices- Any modificationto the proposed drilling program shall be submitted to the
Moab Field Officeon a Sundry Notice (Form 3160-5). Regulations at 43 CFR 3162.3-2 describe
which operations require prior approval, and which require notification.

DrillinqSuspensions- Operations authorized by this permit shall not be suspended for more than
30 days without prior approval of the Moab Field Office. All conditions of this approval shall be
applicable during any operations conducted with a replacement rig.

Undesirable Events- Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be immediately reported to the BLM in accordance with requirements of NTL-3A.

Cultural Resources- If cultural resources are discovered during construction, immediately notify
the Price Field Office,and work that might disturb the cultural resources shall cease.

First Production- A first production conference willbe scheduled as soon as the productivityof
the well is apparent. This conference should be coordinated through the Price Field Office.

Notify the Moab Field Officewhen the well is placed into production. Initial notification may be
verbal, but must be confirmed in writingwithinfive business days. Please include the date
production started, the producing formation and production volumes.

Well Completion Report- Whether the well is completed as a dry hole or as a producer, a Well
Completion or Recompletion Report and Log (Form 3160-4) shall be submitted to the Moab
Field Office within thirty-days after completion of the well. Two copies of all logs, core
descriptions, core analyses, well test data, geologic summaries, sample description, and all
other surveys or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. When requested, samples (cuttings and/or samples)
willbe submitted to the Moab Field



VentinqlFlarinq of Gas- Gas produced from this well may not be vented/flared beyond an initial,
authorized test period of 30 days or 50 MMcf,whichever first occurs, without the prior, written
approval of the Moab Field Office. Should gas be vented or flared without approval beyond the
authorized test period, the well may be ordered to be shut-in until the gas can be captured or
until approval to continue the venting/flaring pursuant to NTL-4A is granted. Compensation shall
be due for gas that is vented/flared without approval.

Produced Water- An application for approval of a permanent disposal method and location will
be submitted to the Moab Field Office for approval pursuant to Onshore Oil and Gas Order No.7.

Off-Lease Measurement, Storage, Comminqlinq-Prior approval must be obtained from the Moab
Field Officefor off-lease measurement, off-lease storage and/or comminglingof production prior
to the sales measurement point. The term "commingling" describes both the combining of
production from different geologic zones and/or combining production from different leases or
agreement areas.

Pluqqinq and Abandonment- If the well is a dry hole, plugging instructions must be obtained from
the Moab Field Office prior to initiating plugging operations.

A "Subsequent Report of Abandonment" (Sundry Notice, Form 3160-5) will be filed with the
Moab Field Officewithin thirty-daysfollowing completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of surface restoration. Upon
completion of approved plugging, a regulation marker will be erected in accordance with 43 CFR
3162.6. Final abandonment willnot be approved until the surface reclamation work required by
the approved APD or approved abandonment notice has been completed to the satisfaction of
the Price Field Office or the appropriate surface managing agency.

TABLE 1 NOTIFICATIONS

NotifyWalton Willis (435-636-3662) or Don Stephens (435-636-3608) of the BLM Price Field
Officefor the following:

1 day prior to spud (Stephens);

50 feet prior to reaching the surface casing setting depth (Willis);

3 hours prior to testing BOP equipment (Willis).

If the person at the above number cannot be reached, notify the BLM Moab Field Office at
435-259-2100.

Well abandonment operations require 24-hour advance notice and prior approval. In the case of
newly drilled dry holes, verbal approval can be obtained from:

Eric Jones, Petroleum Engineer Office: 435-259-2117
Home:
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CONFIDENTIAL

Form 3160-5 UNITED STATES , FORM APPROVED
(August 2007) OMB No. 1004-0137

DEPARTMENT OF THE INTERIOR : 7
BUREAU OF LAND MANAGEMENT 5. Lease Serial No

UTU-008107
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee be Me

Do not use this form for proposals to drill or to re-enter an N/A
abandoned weH. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.

1. Type of Well Peter's Point Unit / UTU 0€3014

8. Well Name and No.O onwen U Gas Well O&er Peter's Point Unit Federal 2-34D-12-16
2. Name of Ooerator 9. API Well No.Bill Barrett Corporation 43-007-31320
3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1099 18th Street, Suite2300, Denver, CO 80202

303-312-8134 Peter's Point/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T,R.,M, or Survey Description) 11. Country or Parish, State
SENW, 2455' FNL, 1460' FWL
Sec 34. T12S-R16E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Wen Integrity

O Casing Repair New Construction Recomplete Other Spud
Subsequent Report

O Change Plans Plug and Abandon Temporarily Abandon

O Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

This sundry is being submitted as notification of well spud on 9/7/07. Spudding operations were handled by Craig's Roustabout Services.

RECElVED
SEP1 3 2007 1

DN.0FOIL,GAS&MINING

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 09/10/2007

THIS ACE FOR FEDERAL OR STATE OFFICE USE
Approved by

fitle Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C.Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowinglyand willfully to make to any department or agency of the United Statesany false,
fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Instructions on page



Form 3160-5 UNITED STATES
oo o 07

(August2007) DEPARTMENT OF THE R Expires: July 31, 2010

SUNDRYU OATCOE

WE n an U e or Tribe Name

Do not use this form for proposals to drill or to re-enter an N/

abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.
Peter's Point Unit / UTU 063011

1. Type of Well

Oil Well Gas Well Other Ñe
eer'sNaonet

ni ederal 2-34D-12-16

2. Name of Onerator 9. API Well No.
Bill Barrett Corporation

43-007-3499820

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area

1099 18th Street, Suite 2300. Denver, CO 80202 303-312-8134 Peter's Point/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T,R.,M, or Survey Description) ll , Country or Parish, State
SENW. 2455' FNL, 1460' FWL
Sec 34, T12S-R16E

Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMlSSION TYPE OF ACTION

Notice of Intent
Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well integrity

Casing Repair New Construction Recomplete Other Weekly Activity
Subsequent Report

Change Plans Plug and Abandon Temporarily Abandon Report

Final Abandonment Notice Convertto Injectíon Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof If

the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.

Attach the Bond under which the work will be performed or provide the Bond No.on file with BLM/BIA. Required subsequent reports must be filed within 30 days

following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once

testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has

determined that the site is ready for final inspection.)

WEEKLY DRILLINGACTIVITYFROM 9/07/2007 THROUGH 9/13/2007.

14. I hereby certify thatthe foregoingis true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 09/13/2007

THIS SPA FOR FEDERAL OR STATE OFFICE USE

Approved by

fitle Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify

that the applicant holds legal or equitable title to those rights in the subject lease which would Office

entitle the applicant to conduct operations thereon.

Title 18 U.S.C.Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any depanment or agency ofthe United States any false,

fictitious or fraudulent statements or representationsas to any matter within its jurisdiction

(Instrictions on page 2) SEP1 1



REGULATORYDRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #2-34D-12-16 API #: 43-007-31320 Operations Date : 9/13/2007

Surface Location : SENW-34-12S-16 E 26th PM Area : West Tavaputs Report #: 1

Spud Date : Days From Spud : 0 Depth At 06:00 : 40

Morning Operations : COMPLETE MOVE Estimated Total Depth : 8276

Remarks :

473 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING RIG MOVE TRUCKS.

6:00 AM MOVE OFF 16-27 TO PETERS POINT 2-34 TUBULARSON PETERS POINT 2-34 LOCATION.
342-JOINTS OF 4 1/2" DRILL PIPE.
40-JOINTSOF 4 1/2" HEAVY WEIGHT DRILL PIPE.
23-JOINTSOF 6 1/4" DRILL COLLARS.
1-8" SLICKM.M. S/N 8042 lout]HOURS=60
1-6 1/2" SLICKM.M. S/N 6333 [out] HOURS=13.5
1-6 1/2" A.K.O. M.M. S/N 6202 [out HOURS=0
DIESEL FUEL ON LOCATION= GALLONS.
DIESEL FUEL USED DAILY= GALLONS.
DIESEL FUEL USED TOTAL= GALLONS.
WATER USED DAILY= BBL.
WATER USED TOTAL= BBL.

Report By Welicore
September 13, 2007 11 35



STATEOF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISION OF OIL.GAS ANDMINING

ENTITY ACTIONFORM

Operator: BillBarrett Corporation Operator Account Number: N 2165

Address: 1099 18th Street, Suite 2300

city Denver

state CO zip 80202 Phone Number: (303) 312-8134

Weil 1
API Number Well Name QQ Sec Twp Rng County

4300731320 Peter's Point Unit Federal 2-340-12-16 SENW 34 12S 16E Carbon

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Num r

9/7/2007

Comments

Well 2

API Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

Well 3

API Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment

Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Tracey Fallang

8 - Add new well to e×isting entity (group or unit well) Name leaso Print)

C - Re-assign well from one existing entity to another existing entity | 7 ,p

D - Re-assign well from one exishng entity to a new entity signature

E - Other (Explain in comments section) Environment l/Analyst 9/10/2007

RECEIVED Ti...
-

o...

SEP2 52001
DN.0FOIL,GAS&



Form 3160-5 UNITED
(August 2007) DEPARTMENT OF THE INTERIOR Expires: July 31, 2010

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
UTU-008107

SUNDRY NOTICES AND REPORTS ON WELLS 6. Iflndian, Allottee or Tribe Name

Do not use this form for proposals to drill or to re-enter an N/A

abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE- Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.
Potor's Point Unit! UTU 063011

1. Type of Well

O oilwell O Gas Well Other e
eerlisNaonet

ni ederal 2-34D-12-16

2. Name of Overator 9. API Well No.
Bill Barrett Corporation

43-007-3494#29

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area

1099 18th Street, Suite 2300, Denver, co 80202 303-312-8134 Peter's Point/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M, or Survey Description) l1. Country or Parish, State
SENW, 2455' FNL, 1460' FWL
Sec.34 T12S-R16E

Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent
Acidize Deepen Production (Start/Resume) Water ShubOff

Alter Casing Fracture Treat Reclamation Wel integrity

Subsequent Report
Casing Repair New Construction Recomplete Other Weekly Activity

Change Plans Plug and Abandon Temporarily Abandon Report

Final Abandonment Notice Convett to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof if

the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.

Attach the Bond under which the work will be performed or provide the Bond No.on file with BLM/BIA. Required subsequent reports must be filed within 30 days

following completion of the involved operations. If the operatioit results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once

testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has

determined that the site is ready for final inspection.)

WEEKLY DRILLINGACTIVITYFROM 9/14/2007 THROUGH 9/20/2007.

14. I hereby certify that the foregoingis true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 09/20/2007

TH1 P'ACE FOR FEDERAL OR STATE OFFICE USE

Approved by

Title Date

Con<iitions of approval, if any, are attached. Approval of this notice does not warrant or certify

that the applicant holds legal or equitable title to those rights in the subject lease which would Office

entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or any false,

fictitious or fraudulent statementsor representations as to any matter within its jurisdiction.

(Instructions on page 2) SEP2 5 2007

DIV.0FOIL,GAS&



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #2-34D-12-16 API #: 43-007-31320 Operations Date : 9/14/2007

Surface Location : SENW-34-12S-16 E 26th PM Area : West Tavaputs Report #: 2

Spud Date : 9/14/2007 Days From Spud : 0 Depth At 06:00 : 163

Morning Operations : DRILLING Estimated Total Depth : 8276

Remarks :

.

474 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING,PRESPUD INSPECTION.

9:00 AM COMPLETE MOVE=TRUCKS FINSH@09:00 hr TUBULARS ON PETERS POINT 2-34 LOCATION
342-JOINTS OF 4 1/2" DRILL PIPE

12:00 AM RAISE DERRICK,WELD ON CONDUCTER RIG UP 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE

3:00 AM PICK 12 1/4" DRILLINGASSEMBLY 1-6 1/2" SLICK M.M. S/N 6333 [out] HOURS=13.5
1-6 1/2" A.K.O. M.M. S/N 6153 [out] HOURS=0

6:00 AM DRILLINGFROM 50 TO 163 1-6 1/2" A.K.O.M.M.S/N 6202 [out] HOURS=0
1-8" SLICK M.M.S/N 8042 [out) *returned*

1-8" A.K.O. M.M. S/N 4033 [IN] HOURS=3
DIESEL FUEL ON LOCATION=3477 GALLONS.
DIESEL FUEL USED DAILY=379 GALLONS.
DIESEL FUEL USEDTOTAL=379 GALLONS.
WATER USED DAILY=2480 BBL.
WATER USED TOTAL=2480 BBL.
ORDERED 960' OF SURF CSG F/BUNNING

Report By Wellcore
September 20 2007 03 55



REGULATORY DRILLING SUMMARY BillBarrett Corporation

Well : Peter's Point #2-34D-12-16 API #: 43-007-31320 Operations Date : 9/16/2007

Surface Location : SENW-34-12S-16 E 26th PM Area : West Tavaputs Report #: 4

Spud Date : 9/14/2007 Days From Spud : 2 Depth At 06:00 : 1031

Morning Operations : DIGOUT CELLAR Estimated Total Depth : 8276

Remarks :

476 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING RUNNING CASING.

7:00 AM P.O.O.H. TO 62' R.I.H. TUBULARS ON PETERS POINT 2-34 LOCATION.
342-JOINTS OF 4 1/2" DRILL PIPE

7:30 AM CIRCULATE SWEEP AROUND 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.

9:30 AM P.O.O.H. LAY DOWN 12 1/4" ASSEMBLY 23-JOINTS OF 6 1/4" DRILL COLLARS.

10:30 AM RIG UP CASERS P.J.S.M.
1-8" A.K.O. M.M. S/N 4033 lout]HOURS=24
1-6 1/2" SLICK M.M. SIN 6333 [out] HOURS=13.5

12:00 PM RUN 23 JT 9 5/8" STC #36 SET AT 1031 1-6 1/2" A.K.O. M.M. S/N 6202 [out] HOURS=0
1-6 1/2" A.K.O. M.M. S/N 6153 (out] HOURS=0

2:00 PM CIRCULATE R/D CASERS, R/U CMT & P.J.S.M. DIESEL FUEL ON LOCATION= 2447 GALLONS.

3:00 PM P/T SUR. LINE TO 2000 PSI. PUMP 20 BBL GEL AND 83 BBL DIESEL FUEL USED DAILY=371 GALLONS.
LEAD (PUMP BROKE], CIRCULATE CEMENT TO RESERVE PIT DIESEL FUEL USED TOTAL= 1129 GALLONS.

WATER USED DAILY= 160 BBL.
1:30 AM WAIT ON NEW PUMP TRUCK&MORE CMT ***HOURLYCOST WATER USED TOTAL= 2640 BBL.

1650 WAITING*** RUN 23 JT 9 5/8" STC #36 2SET AT1031

3:00 AM P.J.S.M. PUMP 10 BBL FRESH,20 BBL GEL FLUSH,250 SX-82.4 PUMP 10BBL FRESH,20BBL GEL,250SX-82.4BBL

BBL LEAD,180 SX-37 BBL TAIL,DISPLACE 76.5 BBL
LEAD,180SX-37BBL TAIL, DISPLACE 76.5 BBL

4:00 AM RIG DOWN HALCO

6:00 AM RIGDOWN FLOWLINE CUTOFF CON. &CSG

Well : Peter's Point #2-34D-12-16 API #: 43-007-31320 Operations Date : 9/15/2007

Surface Location : SENW-34-12S-16 E 26th PM Area : West Tavaputs Report #: 3

Spud Date : 9/14/2007 Days From Spud ; 1 Depth At 06:00 : 1031

Morning Operations : SHORT TRIP Estimated Total Depth : 8276

Remarks :

475 DAYS SINCE LAST LOST TIME ACCIDENT
Time To Description DAILYSAFETY MEETING PICKINGUP DIR. TOOLS.
6:30 AM LAYDOWN 2-D.C & 1-HWDP FOR TOOLS TUBULARS ON PETERS POINT 2-34 LOCATION.

342-JOINTSOF 4 1/2" DRILL PIPE
8:00 AM PICK DIREC. TOOLS & ORENITATE 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.

5:00 AM DRILLINGFROM 163 TO 1031 SLIDE&ROTATE 23-JOINTS OF 6 1/4" DRILL COLLARS.
1-6 1/2" SLICK M.M.S/N 6333 [out] HOURS=13.5

6:00 AM SHORT TRIP 1-6 1/2" A.K.O. M.M. S/N 6153 [out] HOURS=0
1-6 1/2" A.K.O. M.M. S/N 6202 [out] HOURS=0
1-8" A.K.O. M.M. S/N 4033 [IN] HOURS=24
DIESEL FUEL ON LOCATION= 3477 GALLONS.
DIESEL FUEL USED DAILY=379 GALLONS.
DIESEL FUEL USED TOTAL=758 GALLONS.
WATER USED DAILY=0 BBL.
WATER USED TOTAL= 2480 BBL.
NOTIFY BLM REP WALTON OF SPUD
RECIEVED 960' OF SURF CSG F/BUNNING

Report By Welicore
September 20, 2007 03:55



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #2-34D-12-16 API #: 43-007-31320 Operations Date : 9/18/2007

Surface Location : SENW-34-12S-16 E 26th PM Area : West Tavaputs Report # : 6

Spud Date : 9/14/2007 Days From Spud : 4 Depth At 06:00 : 3163

Morning Operations : DRILLING Estimated Total Depth : 8276

Remarks :

478 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETINGDIRECTIONAL SLIDES.

2:30 PM DRILLINGFROM 1626 TO 2267 SLIDE&ROTATE TUBULARS ON PETERS POINT 2-34 LOCATION.
342-JOINTS OF 4 1/2" DRILL PIPE

3:00 PM LUBRICATE RIG,BOP DRILL FUNC. P.RAMS 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.

5:30 AM DRILLINGFROM 2267 TO 3163 SLIDE&ROTATE 23-JOINTS OF 6 1/4" DRILL COLLARS.
1-8" A.K.O. M.M. S/N 4033 [out] HOURS=24

6:00 AM SURVEY 1-6 1/2" SLICK M.M. S/N 6333 [out] HOURS=13.5
1-6 1/2" A.K.O. M.M. S/N 6202 [out] HOURS=0
1-6 1/2" A.K.O. M.M.S/N 6153 [out] HOURS=33
DIESEL FUEL ON LOCATION=5496 GALLONS.
DIESEL FUEL USED DAILY=1003 GALLONS.
DIESEL FUEL USED TOTAL=2474 GALLONS.
WATER USED DAILY=0 BBL.
WATER USED TOTAL=3440 BBL.

*****SLIDES*****
1626-1636,1658-1668,1722-1732,1754-1764,
1818-1828,1850-1860,2107-2115,2153-2163,
2299-2307

Well : Peter'sPoint#2-34D-12-16 API#: 43-007-31320 OperationsDate: 9/17/2007

Surface Location : SENW-34-12S-16 E 26th PM Area : West Tavaputs Report #: 5

Spud Date : 9/14/2007 Days From Spud : 3 Depth At 06:00 : 1626

Morning Operations : DRILLING Estimated Total Depth : 8276

Remarks :

477 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING NIPPLE UP B.O.P.

7:30 AM DRESS CSG & WELD ON WELL HEAD TUBULARSON PETERS POINT 2-34 LOCATION.
342-JOINTS OF 4 1/2" DRILL PIPE.

11:00 AM NIPPLE UP B.O.P. 40-JOINTSOF 4 1/2" HEAVYWEIGHTDRILL PIPE.

4:00 PM PRESSURE TEST KELLY,UPPER KELLYCOCK,FLOOR VALVE 23-JOINTS OF 6 1/4" DRILL COLLARS.
DART VALVE,INSIDE CHOKE VALVE ,HCR,CHOKE LINE,CHOKE 1-8" A.K.O. M.M. SIN 4033 [out] HOURS=24

MANNIFOLD UPSTREAM DOWN STREAMVALVES CHOKES,KILL 1-6 1/2" SLICKM.M. S/N 6333 [out] HOURS=13.5

LINE KILLVALVEAND CHECK VALVE, BLIND RAMS,PIPE RAMS 1-6 1/2" A.K.O. M.M. S/N 6202 [out] HOURS=0

FOR 5 MIN@250PSI & 10 MIN @3000PSI TEST ANNULARFOR 5 1-6 1/2" A.K.O.M.M. S/N 6153 (IN] HOURS=10

MIN @250 PSI & 10 MIN @1500PSI THEN CSG TO 1500 FOR 30 DIESEL FUEL ON LOCATION=6499 GALLONS.

MIN. DIESEL FUEL USED DAILY=342 GALLONS.

6:30 PM SET WEAR RING AND P/U TOOLS ORINTATE AND RUN IN HOLE DIESEL FUEL USEDTOTAL=1471 GALLONS.
WATER USED DAILY=800 BBL.

8:00 PM DRILL PLUG,FLOAT,CMT,SHOE WATER USED TOTAL=3440 BBL.

6:00 AM DRILLING FROM 1031 TO 1626 ROTATE&SLIDE NOTIFY BLM REP WALTON OF CSG,CMT, AND
UPCOMING BOP TEST.
****SLIDES*****
1147-1159,1178-1190,1242-1254,1338-1350,
1370-1382,1467-1477

Report By Wellcore
September 20 2007 03:55



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #2-34D-12-16 API#: 43-007-31320 Operations Date : 9/20/2007

Surface Location : SENW-34-12S-16 E 26th PM Area : West Tavaputs Report #: 8

Spud Date : 9/14/2007 Days From Spud : 6 Depth At 06:00 : 5405

Morning Operations : DRILLING Estimated Total Depth : 8276

Remarks :

.
480 DAYS SINCE LAST LOST TIME ACCIDENT.

Time To Description DAILYSAFETY MEETING WORK ON MUD PUMPS.
10:00 AM DRILLINGFROM 4347 TO 4540 SLIDE&ROTATE TUBULARS ON PETERS POINT 2-34 LOCATION.

342-JOINTS OF 4 1/2" DRILL PIPE
10:30 AM LUBRICAT RIG,BOP DRILL FUNC. P.RAMS 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.
11:00 AM SHUT DOWN TO DO ACC. FUNCTEST [BLM] 23-JOINTS OF 6 1/4" DRILL COLLARS.

1:00 PM WORK TIGHT HOLE
1-8" A.K.O. M.M. S/N 4033 [out] HOURS=24
1-6 1/2" SLICK M.M. S/N 6333 [out] HOURS=13.5

6:00 AM DRILLINGFROM 4540 TO 5405 SLIDE&ROTATE 1-6 1/2" A.K.O.M.M. S/N 6202 [out] HOURS=0
1-6 1/2" A.K.O. M.M. S/N 6153 [IN] HOURS=79.5
DIESEL FUEL ON LOCATION=3383 GALLONS.
DIESEL FUEL USED DAILY=1314 GALLONS.
DIESEL FUEL USED TOTAL=4587 GALLONS.
WATER USED DAILY=0 BBL.
WATER USED TOTAL=4490 BBL.

*****SLIDES*****
4347-4359,4508-4513,4604-4610
BLM REP WALTON STOPED AND REQUESTEDACC.
FUNC. TEST TO BE PREFORMED

Well : Peter's Point #2-34D-12-16 API #: 43-007-31320 Operations Date : 9/19/2007

Surface Location : SENW-34-12S-16 E 26th PM Area : West Tavaputs Report # : 7

Spud Date : 9/14/2007 Days From Spud : 5 Depth At 06:00 : 4347

Morning Operations : DRILLING Estimated Total Depth : 8276

Remarks :

479 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Descnption DAILYSAFETY MEETING RIG DITCH DRAINAGE.
3:00 PM DRILLING FROM 3163 TO 3642 SLIDE&ROTATE TUBULARS ON PETERS POINT 2-34 LOCATION.

342-JOINTS OF 4 1/2" DRILL PIPE
3:30 PM LUBRICATE RIG,BOP DRILL FUNC. P.RAMS 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.
6:00 AM DRILLING FROM 3642 TO 4347 SLIDE&ROTATE 23-JOINTS OF 6 1/4" DRILL COLLARS.

1-8" A.K.O. M.M. S/N 4033 [out] HOURS=24
1-6 1/2" SLICK M.M. S/N 6333 [out] HOURS=13.5
1-6 1/2" A.K.O. M.M. S/N 6202 [out] HOURS=0
1-6 1/2" A.K.O. M.M. S/N 6153 [IN] HOURS=56.5
DIESEL FUEL ON LOCATION=4697 GALLONS.
DIESEL FUEL USED DAILY=799 GALLONS.
DIESEL FUEL USED TOTAL=3273 GALLONS.
WATER USED DAILY=1050 BBL.
WATER USED TOTAL= 4490 BBL.**"SLIDES****
3163-3175,3259-3267,3459-3463,3483-3495
3496-3508,3578-3588,3738-3746,3930-3943
4027-4039,4123-4139,4219-4235

Report By Wellcore September 20, 2007 03 55



890/7 pason systems usa corp.
18100 Table Mountain Parkway •Ste. 100 •Golden •CO •80403

Telephone E720) 880-2000 •Fax [720] 880-0018
www.pason.com

September 27, 2007

Utah Division of Oil, Gas & Mining
P.O. Box 145801
Salt Lake City, UT 84114-5801

RE: BILL BARRETT CORPORATION
PETERS POINT 2-34D-12-16
SEC. 34, T12S, R16E
CARBON COUNTY, UT

To Whom It May Concern:

Enclosed is the final computer colored log for the above referenced well.

We appreciate the opportunity to be of service to you and look forward to working with
you in the near future.

If you have any questions regarding the enclosed data, please contact us.

Sincerely,

Bill Nagel
Geology Manager
Pason Systems USA
BN/alb

Encl: 1 Computer Colored Log· $$
Cc: Jake Gelfand, Bill Barrett Corp., Denver, CO.



Form 3160-5 UNITED N
(August 2007) DEPARTMENT OF THE INTER Expires July 31, 2010

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
UTU-008107

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to re-enter an N/A

abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE -- Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.

Peter's Point Unit / UTU 063011
1. Type of Well

Oil Well Gas Well Other
8Peeer'sNao net

ni ederal 2-34D-12-16

2. Name of Ooerator 9. API Well No.
Bill Barrett Corporation 43-007-34GB20

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area

1099 18th Street, Suite 2300. Denver, CO 80202 303-312-8134 Peter's Point/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M.,or Survey Description) 11. Country or Parish, State
SENW, 2455' FNL, 1460° FWL
Sec. 34. T12S-R16E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent
Acidize Deepen Production (Start/Resume) Water Shut-OtT

Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report
Casing Repair New Construction Recomplete Other Weekly Activity

Change Plans Plug and Abandon Temporarily Abandon Report

O Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof if

the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.

Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Requíred subsequent reports must be filed within 30 days

following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once

testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has

determined that the site is ready for final inspection.)

WEEKLY DRILLINGACTIVITYFROM 9/21/2007 THROUGH 9/27/2007.

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

TraceygnFaallang Tit Fnvironrnental/Regulatory Analyst

THIS CE FOR FEDERAL OR STATE OFFICE USE

Approved by

Õonditionsof approval, if any, are attached. Approval of this notice does not warrant or certify
Title Dal

that the applicantholds legal or equitable title to those rights in the subject lease which would Office

entitle the applicant to conduct operations thereon.

Title 18 U.S C Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any depanment or agency of the Un ted States any false,

(Instructions on page



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #2-34D-12-16 API #: 43-007-31320 Operations Date : 9/22/2007

Surface Location : SENW-34-12S-16E 26th PM Area : West Tavaputs Report #: 10

Spud Date : 9/14/2007 Days From Spud : 8 Depth At 06:00 : 6862

Morning Operations : DRILLING
Estimated Total Depth : 8276

Remarks :

482 DAYS SINCE LAST LOST TIME ACCIDENT.

Time To Description DAILYSAFETY MEETING CLEAN AND PAINT RIG.

3:00 PM DRILLING FROM 6284 TO 6558 SLIDE&ROTATE TUBULARS ON PETERS POINT LOCATION.
341-JOINTS OF 4 1/2" DRILL PIPF

3:30 PM LUBRICATE RIG,BOP DRILL FUNC.P.RAMS 21-JOINTS OF 6 1/4" DRILL COLLARS.

6:00 AM DRILLING FROM 6558 TO 6862 SLIDE&ROTATE 40-JOINTS OF 4 1/2" HEAVY WEIGHT ORILL PIPE.
1-8" A.K.O. M.M. SIN 4033 [out] HOURS=24
1-6 1/2" SLICKM.M. S/N 6333 [out] HOURS=13.5
1-6 1/2" A.K.O. M.M. SIN 6202 [out] HOURS=0
1-6 1/2" A.K.O.M.M.S/N 6153 (IN]HOURS=126.5

DIESEL FUEL ON LOCATION=4233 GALLONS.
DIESEL FUEL USED DAILY=1622 GALLONS.
DIESEL FUEL USED TOTAL=7237 GALLONS,
WATER USED DAILY=0 BBL.
WATERUSED TOTAL=6890 BBL.

*****SLIDES*****
6333-6340,6429-6442,6526-6535,6558-6580
6622-6642,6654-6669,6718-6733,6750-6770
6814-6829,6847-6862

Well : Peter's Point #2-34D-12-16 API #: 43-007-31320 Operations Date : 9/21/2007

Surface Location : SENW-34-12S-16 E 26th PM Area : West Tavaputs Report #: 9

Spud Date : 9/14/2007 Days From Spud : 7 Depth At 06:00 : 6284

Morning Operations : DRILLING
Estimated Total Depth : 8276

Remarks :

481 DAYS SINCE LAST LOST TIME ACCIDENT.

Time To Description DAILYSAFETY MEETING FIGHTING MUD WEIGHT.

1:00 PM DRILLING FROM 5405 TO 5661 SLIDE&ROTATE TUBULARS ON PETERS POINT 2-34 LOCATION.
342-JOINTSOF 4 1/2" DRILL PIPE

1:30 PM LUBRICATE RIG,BOP DRILL FUNC.P.RAMS 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.

6:00 AM DRILLING FROM 5661 TO 6284 SLIDE&ROTATE 23-JOINTS OF 6 1/4" DRILL COLLARS.
1-8" A.K.O. M.M. SlN 4033 lout]HOURS=24
1-6 1/2" SLICK M.M. SlN 6333 [out] HOURS=13.5
1-6 1/2" A.K.O.M.M.S/N 6202 [out] HOURS=0
1-6 1/2" A.K.O.M.M.SIN 6153 [IN] HOURS=103

DIESEL FUEL ON LOCATION=2355GALLONS.
DIESEL FUEL USED DAILY=1028 GALLONS.
DIESEL FUEL USED TOTAL=5615 GALLONS.
WATER USED DAILY=1360 BBL.
WATER USED TOTAL=6890 BBL

October01 2007 11:52 AM

Report By



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #2-34D-12-16 API #: 43-007-31320 Operations Date : 9/24/2007

Surface Location : SENW-34-12S-16 E 26th PM Area : West Tavaputs Report #: 12

Spud Date : 9/14/2007 Days From Spud : 10 Depth At 06:00 : 7629

Morning Operations : DRLG @7629 Estimated Totaf Depth : 8276

Remarks :

484 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING= TRIPPING

10:00 AM TOOH Fl BIT # 3. TUBULARS ON PETERS POINT LOCATION.
341-JOINTSOF 4 1/2" DRILL PIPE

11:30 AM LY DN DIR TOOLS, PU BIT & MTR 21-JOINTS OF 6 1/4" DRILL COLLARS.

3:00 PM TlH W/ BIT # 3. 40-JOINTSOF 4 1/2" HEAVYWEIGHT DRILL PIPE.
1-8" A.K.O. M.M. S/N 4033 (out] HOURS=24

4:00 PM WA & RE 90' TO BTM 1-6 1/2" SLICK M.M. S/N 6333 [out] HOURS=13.5

6:00 AM DRLGF/ 7358 TO 7629. 1-6 1/2" A.K.O. M.M. S/N 6202 (out] HOURS=0
1-6 1/2" A.K.O. M.M. S/N 6153 [IN] HOURS=126.5
DIESEL FUEL ON LOCATION=2174 GALLONS.
DIESEL FUEL USED DAILY=831 GALLONS.
DIESEL FUEL USED TOTAL=7237 GALLONS.
WATER USED DAILY= BBL.
WATER USED TOTAL=8120 BBL

Well : Peter's Point #2-34D-12-16 API #: 43-007-31320 Operations Date : 9/23/2007

Surface Location : SENW-34-12S-16 E 26th PM Area : West Tavaputs Report #: 11

Spud Date : 9/14/2007 Days From Spud : 9 Depth At 06:00 : 7358

Morning Operations : TOOH FI BIT # 3 Estimated Total Depth : 8276

Remarks :

483 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING SWAPING PUMPS

2:30 PM DRLG F/ 6862 TO 7070. TUBULARS ON PETERS POINT LOCATION.
341-JOINTS OF 4 1/2" DRILL PIPE.

3:00 PM RIG SERVICE 21-JOINTS OF 6 1/4" DRILL COLLARS.

4:00 AM DRLG F/ 7070 TO 7358. 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.
1-8" A.K.O. M.M. S/N 4033 {out]HOURS=24

6:00 AM PUMP OUT 3 JNTS, TOOH. 1-6 1/2" SLICK M.M. S/N 6333 [out]HOURS=13.5
1-6 1/2" A.K.O. M.M. S/N 6202 (out] HOURS=0
1-6 1/2" A.K.O. M.M. SlN 6153 [IN] HOURS=126.5
DIESEL FUEL ON LOCATION=3005 GALLONS.
DIESEL FUEL USED DAILY=1228 GALLONS.
DIESEL FUEL USED TOTAL=7237 GALLONS.
WATER USED DAILY=1230 BBL.
WATER USED TOTAL=8120 BBL.

*****SLIDES*****
6333-6340,6429-6442,6526-6535,6558-6580
6622-6642,6654-6669,6718-6733,6750-6770
6814-6829,6847-6862,6910-6926,6943-6957
7006-7030,7134-7144

October 01, 2007 11:52 AM
Report By



REGULATORY DRILLING SUMMARY BillBarrett Corporation

Well : Peter's Point #2-34D-12-16 API #: 43-007-31320 Operations Date : 9/27/2007

Sulface Location : SENW-34-12S-16 E 26th PM Area : West Tavaputs Report #: 15

Spud Date : 9/14/2007 Days From Spud : 13 Depth At 06:00 :

Morning Operations : RIG DOWN MOVE RIG TO PRICKLEY PEAR UNIT Estimated Total Depth : 8276

Remarks :

487 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING = RUNNING CSG

10:00 AM NIPPLEDOWN, CLEAN PITS, RELEASE RIG @10:00 AM. TUBULARS ON PETERS POINT LOCATION.
341-JOINTS OF 4 1/2" DRILL PIPE.

6:00 AM RIG DOWN RT 21-JOINTS OF 6 1/4" DRILLCOLLARS.
40-JOINTSOF 4 1/2" HEAVY WEIGHT DRILL PIPE.
1-8" A.K.O.M.M. S/N 4033 [out]HOURS=24
1-6 1/2" SLICK M.M. S/N 6333 [out] HOURS=13.5
1-6 1/2" A.K.O.M.M. S/N 6202 (out] HOURS=0
1-6 1/2" A.K.O. M.M. S/N 6153 [IN] HOURS=126.5
DIESEL FUEL ON LOCÄTION=3827 GALLONS.
DIESEL FUEL USED DAILY=500 GALLONS.
DIESEL FUEL USED TOTAL=11737 GALLONS.
WATER USED DAILY=0 BBL.
WATER USED TOTAL=8840 BBL.

Well : Peter's Point #2-34D-12-16 API #: 43-007-31320 Operations Date : 9/26/2007

Surface Location : SENW-34-12S-16 E 26th PM Area : West Tavaputs Report #: 14

Spud Date : 9/14/2007 Days From Spud : 12 Depth At 06:00 : 8126

Morning Operations : NIPPLE DOWN CLEAN PITS. Estimated Total Depth : 8276

Remarks :

486 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING = LY DN DP

TUBULARS ON PETERS POINT LOCATION.
341-JOINTS OF 4 1/2" DRILL PlPE.
21-JOINTS OF 6 1/4" DRILL COLLARS.
40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.
1-8" A.K.O. M.M. S/N 4033 [out] HOURS=24
1-6 1/2" SLICK M.M. S/N 6333 [out] HOURS=13.5
1-6 1/2" A.K.O. M.M. S/N 6202 [out] HOURS=0
1-6 1/2" A.K.O. M.M. SIN 6153 [IN] HOURS=126.5
DIESEL FUEL ON LOCATION=4327 GALLONS,
DIESEL FUEL USED DAILY=643 GALLONS.
DIESEL FUEL USED TOTAL=11737 GALLONS.
WATER USED DAILY=130 BBL.
WATER USED TOTAL=8840 BBL.

Well : Peter's Point #2-34D-12-16 API # : 43-007-31320 Operations Date : 9/25/2007

Surface Location : SENW-34-12S-16 E 26th PM Area : West Tavaputs Report # : 13

Spud Date : 9/14/2007 Days From Spud : 11 Depth At 06:00 : 8095

Morning Operations : DRLG @8095 Estimated Total Depth : 8276

Remarks :

485 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING = CHANGING PUMPS

TUBULARS ON PETERS POINT LOCATION.
341-JOINTS OF 4 1/2" DRILL PIPE.
21-JOINTS OF 6 1/4" DRILLCOLLARS.
40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.
1-8" A.K.O. M.M. S/N 4033 [out] HOURS=24
1-6 1/2" SLICK M.M. S/N 6333 [out] HOURS=13.5
1-6 1/2" A.K.O. M.M. S/N 6202 [out]HOURS=0
1-6 1/2" A.K.O. M.M. S/N 6153 [IN] HOURS=126.5
DIESEL FUEL ON LOCATION=4970 GALLONS.
DIESEL FUEL USED DAILY=1096 GALLONS.
DIESEL FUEL USED TOTAL=11737 GALLONS.
WATER USED DAILY=590 BBL.
WATER USED TOTAL=8710 BBL.

October01, 2007 11 52 AM
Report By
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BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
UTU-008107

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to re-enter an N/A

abandoned well. Use Form 3160-3 (APD) for such proposals.

SUB&lIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.

Peter's Point Unit / UTU-063014
1. Type of Well

Oil Well Gas Well Other Pe e
sNao net

ni ederal 2-34D-12-16

2. Name of Overator 9. API Well No.
Bill Barrett Corporation 43-007-9991990

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1099 18th Street, Suite 2300, Denver. CO 80202 303-312-8134 Peter's Point/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T,R.,M, or Survey Description) l1. Country or Parish, State
SENW, 2455' FNL, 1460' FWL
Sec. 34, T12S-R16E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O soticeonntent
Acidize Deepen Production (Start/Resume) Water Shut-Of

Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report
Casing Repair New Construction Recomplete Other Weekly Activity

Change Plans Plug and Abandon Temporarily Abandon Report

Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof If

the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.

Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days

following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once

testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has

determined that the site is ready for final inspection.)

WEEKLY DRILLINGACTIVITYFROM 9/28/2007 THROUGH 10/04/2007. FINALDRILLING REPORT.

14 I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 10/08/2007

THIS CE FOR FEDERAL OR STATE OFFICE USE

Approved by

Title . Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office

entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agen !) d false,

fictitious or fraudulentstatements or representations as to any matter within its jurisdiction.

(Instructions on page 2)

DIV



REGULATORY DRILLINGSUMMARY Bill Barrett Corporation

Well : Peter's Point #2-34D-12-16 API #: 43-007-31320 Operations Date : 9/28/2007

Surface Location : SENW-34-12S-16 E 26th PM Area : West Tavaputs Report #: 16

Spud Date : 9/14/2007 Days From Spud : 14 Depth At 06:00 :

Morning Operations : FINISH MOVE TO PRICKLEY PEAR UNIT Estimated Total Depth : 8276

Remarks :

Time To Description

6:00 AM RIG DOWN MOVE TO PRICKLEY PEAR UNIT

Report By Wellcore October 08, 2007 02 20



Form 31620 UNITED ST ; I P
ENTIAL

N(August ) DEPARTMENT OF T Expires: July 31, 2010

BUREAU OF LAND ÑA 5. Lease Serial No.
UTU-008107

SUNDRY NOTICESAND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name
Do not use this form for proposals to drill or to re-enter an N/A

abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.
Potor't Point Unit/ UTU Of?011

1. Type of Well

O oilwen O on weli O Other N a
i deral 2-34D-12-16

2. Name of Onerator 9. API Well No.
Bill Barrett Corporation 43-007-31320

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1099 18th Street, Suite2300, Denver, CO 80202

303-312-8134 Peter's Point/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M, or Survey Description) 11. Country or Parish, State
SENW, 2455' FNL, 1460' FWL
Sec 34, T12S-R16E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATENATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

O Alter Casing Fracture Treat Reclamation Well Integrity

O Casing Repair New Construction Recomplete OtherSubsequent Report
O ChangePlans Plug and Abandon Temporarily Abandon

Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

This sundry is being submitted as notification of first sales on November 14, 2007. Use of an EFM was previously requested in the approved APD. Use of a ,

flow conditioner(versus a straightening vane) is requested with this notification. BBC has found thatbecause vanes are secured to the meter run with bolts,
compromised measurement occurs when these bolts loosen and the vanes come into contact with the orific. Flow conditioners are put in place with flange
faces which eliminatethe possibility of dislodging and flowing into the orifice.

If you have any questions or need further information, please contact me at 303-312-8134.

14. I hereby certify that the foregoingis true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 11/15/2007

THIS SP FOR FEDERAL OR STATE OFFICE USE

Approved by

fitle Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicantliolds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department tes any false,
fictitious or fraudulentstatements or representations as to any matter within its jurisdiction.

(Instructions on page 2) NOYI9 M7
DIV.0FOIL,GAS&



Form3160-5 UNITED STATES
(August2007)

DEPARTMENT OF THE INTERIOR Expl .

till 0 -020370

BUREAU OF LAND MANAGEMENT 5. Lease serialNo.
UTU-008107

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name
Do not use this form for proposals to dri/I or to re-enter an N/A

abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.

l. Type of Well
- Pits.'s P I.t Unii UTU-0033 14

Oil Well Gas Well Other Ñeeer'sNao net
ni ederal 2-34D-12-16

2. Name of Operator 9. API Well No.Bill Barrett Corporation 43-007•348+320 3 |3 gg
3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1099 18th Street, Suite 2300, Denver, CO 80202

303-312-8134 Peter's Point/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T,R.,M, or Survey Description) 11. Country or Parish, State
SENW, 2455' FNL, 1460' FWL
Sec. 34, T12S-R16E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Repon Casing Repair New Construction Recomplete Other Weekly Activity

Change Plans Plug and Abandon Temporarily Abandon Report

13 Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof lf
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths ofall pertinent markers and zones
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BlA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

WEEKLY COMPLETION ACTIVITYFROM 10/18/2007 THROUGH 11/22/2007.

¶ RECEIVED
' DECO3 2007

DIV.0FOIL,GAS&MINING

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 11/26/2007

( THIS S ÒE FOR FEDERAL OR STATE OFFICE USE
Approved by

Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any departmentor agency of the United States any false
fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Instructions on page



REGULATORY COMPLETION SUMMARY welicore

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
NWNE-34-12S-16E-W26M 43-007-31320

Ops Date : 11/2/2007 Report #: 4

AFE #: 14652D

Summary SI. Perforate stage 1 End Time Description
9:00 AM SI.
12:00 PM Move in Black Warrior EL. PU 10 ft. Perf gun RIH correlate to short

jt. Run to perf depth check depth to casing collars. Perforate@7930-7936& 7921-7925, 3JSPF, 120 phasing, 23 gram charges,
.430 holes. POOH

2:00 PM SI. Rig HES frac Lines to frac tree.

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

B m Hole Display API #/License
NWN 26M 43-007-31320

Ops Date : 10/28/2007 Report #: 3

AFE #: 14652D

Summary : IPS set flowback equipment. Flow End Time Descriptiontanks, frac tanks,10M Frac Tree,SI
7:00 AM SI.
7:00 PM MI Set IPS flow equipment, 6 Frac tanks, two flow tanks, 10M frac

tree
7:00 PM SI. Wait on frac's

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NWNE-34-12S-16E-W26M 43-007-31320

Ops Date : 10/26/2007 Report #: 2

AFE #: 14652D

Summary : HES Log Casing End Time Description
11:59 AM HES Ran Resevior Monitor tool ELITE log.

Report by Decision Dynamics Technology Ltd Welicore Version 4.3.3 November 27, 2007 Page



REGULATORY COMPLETION SUMMARY welicom

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NWNE-34-12S-16E-W26M 43-007-31320

Ops Date : 11/3/2007 Report #: 5

AFE #: 14652D

Summary : SICP: 0. Safety Meeting. Pressure test End Time DescriptionFrac stage . EL stage 2. tag sand @
6165 ft. POOH. Pump 2500 gal flush. EL 4:30 PM HES Frac stage 3 Price River 70Q foam frac. Load & Break5,016
stage 2. Frac #2. EL stage 3. Frac #3. @16.9PSI. @ BPM. Avg. Wellhead Rate:39.04 BPM. Avg. Slurry
EL stage 4. Frac #4. SIFN. Rate:15.9 BPM. Avg. CO2 Rate:21.23 BPM. Avg. Pressure:4,635

PSI. Max. Wellhead Rate:43.05 BPM. Max. Slurry Rate:20.3 BPM.
Max. CO2 Rate:30.01 BPM. Max. Pressure:4,970 PSI. Total Fluid
Pumped:29,274 Gal. Total Sand in Formation:140.100 lb. (20/40
White Sand) CO2 Downhole:175 tons. CO2 Cooldown;5 tons.
ISIP:3,230PSI. Frac Gradient:0.86 psilft. Dropped qty: 3 perf balls
in pad stage and 3 balls in 2# sand stage. Successfully flushed
wellbore with 50Q foam 50 bbl over flush with 500 gal. fluid cap.

5:50 PM BWWC EL stage 4 Dark Canyon. PU HES CFP with 30 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @7600ft. PU
perforate @7490-7500, 7466-7476 & 7440-7450, 3 JSPF, 180
phasing, 23 gram charges, .560 holes. POOH turn well over to frac.

6:50 PM HES Frac stage 4 Dark Canyon 70Q foam frac. Load & Break @
4,981PSI @16.2BPM. Avg. Wellhead Rate:36.01 BPM. Avg. Slurry
Rate:13.07 BPM. Avg. CO2 Rate:21.82 BPM. Avg. Pressure:5,761
PSL Max. Wellhead Rate:38.7 BPM. Max. Slurry Rate:17.24 BPM.
Max.CO2 Rate: 25.6BPM. Max. Pressure:5,911 PSI. Total Fluid
Pumped:17,746 Gal. Total Sand in Formation:31,200 lb.(20/40
White Sand) stayed in 2# sand stage pumped 12 sacks over stage
vol. CO2 Downhole:114 tons. CO2 Cooldown:10 tons. ISIP:3,564
PSI. Frac Gradient:0.91 psilft. Pressure was at 5920 psi. Cut sand
and started cuting CO2 increased slurry to hold hydrostatic pressure
in casing to push sand out of casing. pressure increased to

6:50 PM Shut in

Report by Decision Dynamics Technology Ltd. Welicore Version 4 3 3 November 27 2007 Page



REGULATORY COMPLETION SUMMARY wencore

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NWNE-34-12S-16E-W26M 43-007-31320

Ops Date : 11/3/2007 Report #: 5

AFE #: 14652D

Summary : SICP: 0. Safety Meeting. Pressure test. End Time DescriptionFrac stage . EL stage 2. tag sand @
6165 ft. POOH. Pump 2500 gal flush. EL 6:30 AM Shut in
stage 2. Frac #2. EL stage 3. Frac #3 7:00 AM Safety meeting. Frac. Crew change. Pressure test pump lines.
EL stage 4. Frac #4 SIFN 7:45 AM HES frac stage 1 Price River 70Q Foam Frac. Load & Break @

3,827 PSI @4.97 BPM. Avg. Wellhead Rate:22.27 BPM. Avg.
Slurry Rate:9.08 BPM. Avg. CO2 Rate:12.35 BPM. Avg.
Pressure:4,317 PSI. Max. Wellhead Rate:25.96 BPM. Max. Slurry
Rate: 19.26 BPM. Max. CO2 Rate: 16.3 BPM. Max. Pressure:4,616
PSI. Total Fluid Pumped: 11,850 Gal. Total Sand in
Formation:25,100 lb. (20/40 White Sand) Cut sand due to blender
problems. CO2 Downhole:76 tons. CO2 Cooldown:10 tons.
ISlP:3,502 PSI. Frac Gradient:0.88 psilft. Dropped Perf balls in Pad

. ....wstage and 3 b alls in 2# sand stage. Blendensan
6.4 LB. cut sand and bypassed tub. 269 sacks short of design vol.
flushed wellbore with

10:45 AM BWWC EL stage 2 Price River. PU HES CFP with CFP & 10 ft. perf
guns. RIH correlate to short jt. RIH tag sand @ 6150 ft. POOH lay
down guns. HES Pumped 2532 gal slurry flush @23 BPM. SD. PU
used perf guns RIH check for sand. Clean to 7920. POOH. PU perf
guns & CFP. RIH correlate to short jt. run to setting depth set CFP
@7910 ft. PU perforate @7860- 7870 ft.3 JSPF, 120 phasing, 23
gram charge, .430 holes. POOH turnwell over to frac.

10:45 AM HES frac stage 2 Price River 70Q foam frac. Load & Break @ 5,260
PSI @ 15.91BPM. Avg. Wellhead Rate: 22.23 BPM. Avg. Slurry
Rate:10.42 BPM. Avg. CO2 Rate:11.03 BPM. Avg. Pressure:4,481
PSI. Max. Wellhead Rate:25.29 BPM. Max. Slurry Rate:22.43 BPM.
Max. CO2 Rate:16.57 BPM. Max. Pressure:5,261 PSI. Total Fluid

Pumped:16,552 Gal. Total Sand in Formation:49.000 lb. (20/40
White Sand) CO2 Downhole:87 tons. CO2 Cooldown: 10tons.
ISIP:3,872PSI. Frac Gradient:0.93 psilft. Successfully flushed
wellbore with 50Q foam 70 BBL over flush with 500 gal. fluid cap.

2:00 PM BWWC EL stage 3 Price River. PU HES CFP With 30 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @7780 ft. PU
perforate @ 7688-7698 & 7652-7672, 1 JSPF. 180 phasing, 23 gram
charges, .560 holes. POOH turn well over to frac.

Report by Decision Dynamics Technology Ltd Welicore Version 4 3.3 November 27, 2007 Page



REGULATORY COMPLETION SUMMARY wencore

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NWNE-34-12S-16E-W26M 43-007-31320

Ops Date : 11/4/2007 Report #: 6

AFE #: 14652D

Summary : SICP: 2300. El stage 5. Pressure test. End Time Descriptionchange out CO2 ground valve. Test.
Frac #5. EL stage 6. Frac #6. 8:00 AM SICP:2300. Safety meeting. Flow back flare on side of loc. Fracing.

Safety Incident Cows on road way.
Report: 11-2-07 8:30PM Brady Sand 9:00 AM BWWC EL stage 5 Dark Canyon. PU HES CFP with 30 ft. perf guns.
Hauler Robert Christiensen. Trying to RIH correlate to short jt. run to setting depth set CFP @7410 ft. PUcome off sand mover. Hands on ladder perforate @ 7339-7349, 7319-7329 & 7302-7312, 1 JSPF, 180
slipped from the top hit the ground on his phasing, 23 gram charges, .560 holes. POOH turn well over to frac.
feet. knocked the breath out of him and
hurt left foot. HES Mover has all hand 11:15 AM HES frac stage 5 Dark Canyon 70Q foam frac.. Pressure test, CO2

ground valve not holding. change out. Pressure test. Load & BreakrailrMand saefetybarriers up and in @4,890 PSI @17BPM. Avg. Wellhead Rate:38.72 BPM. Avg.
Slurry Rate:15.48 BPM. Avg. CO2 Rate: 21.57BPM Avg. Pressure:
5,028 PSI. Max. Wellhead Rate:39.7 BPM, Max. Siurry Rate: 20.2

PM. Max. CO2 Rate: 26.23BPM. Max. Pressure:5,267 PSI. Total
FTuidPumped: 24,470 Gal. Total Sand in Formation:90,200 lb.
(20/40 White Sand) CO2 Downhole 145 tons. CO2 Cooldown:5
tons. ISIP:3,491 PS). Frac Gradient:0.91 psilft. Dropped qty: 3 perf
balls in pad stage and 3 balls in 2# sand stage. Successfully flushed
wellbore with 50Q foam 50 bbl over flush with 500

12:15 PM BWWCEL stage 6 North Horn. PU HES CFP with 30 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @7250ft. PU
perforate @ 7150-7170 & 7114-7124, 1 JSPF, 180 phasing, 23 gram
charges, .560 holes. POOH turnwell over to frac.

12:15 PM Hes frac stage 6 North Horn 70Q foam Frac. Load & Break @4,486
PSI @16.8BPM. Avg. Wellhead Rate:37.78 BPM. Avg. Slurry
Rate:15.45 BPM. Avg. CO2 Rate: 20.77 BPM. Avg. Pressure:5.194
PSI. Max. Wellhead Rate:24.85 BPM. Max. Slurry Rate:23.49 BPM.
Max. CO2 Rate: 24.85BPM. Max. Pressure:5,518 PSI. Total Fluid
Pumped:21,973 Gal. Total Sand in Formation:75.000 lb (20/40
White Sand) CO2 Downhole:132 tons. CO2 Cooldown:10 tons.
ISIP:3,569 PSI. Frac Gradient:0.94 psilft. Dropped qty:3 perf balls
in pad stage & no balls in 2# sand stage due to high treating
pressure. Successfully flushed wellbore with 50Q foam 50 bbl over
flush with 500 gal. fluid cap.

2:20 PM SI.
11:59 PM SIFN
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REGULATORY COMPLETION SUMMARY welicore

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

Bottom Hole Display i API #/License
NWNE-34-12S-16E-W26M 43-007-31320

Ops Date : 11/5/2007 Report #: 7

AFE #: 14652D

Summary : SI. EL stage 7. Frac stage 7. EL stage 8 End Time DescriptionFrac #8. EL stage 9. Frac #9 EL stage
10. Frac #10. FLow back stages 1-10 3:20 PM BWWC EL stage 10 North Horn. PU HES CFP with 10 ft, perf guns.

RIH correlate to short jt. run to setting depth set CFP @6010 ft. PU
Perforate @ 5935-5939 & 5922-5928, 3 JSPF, 120 phasing, 23 gram
charge, .430 holes POOH 6 ft perf gun did not fire. turnwell over to
frac.

4:30 PM HES Frac stage 10 North Horn 70Q foam frac. Load & Break @
3,679 PSI @ 16.11BPM. Avg. Wellhead Rate:23.93 BPM. Avg.
Slurry Rate:10.15 BPM. Avg. CO2 Rate:12.6 BPM. Avg.
Pressure:3,886 PSI. Max. Wellhead Rate:25.68 BPM. Max. Slurry
Rate:12.79 BPM. Max. CO2 Rate:14.72 BPM. Max. Pressure:4,230
PSI. Total Fluid Pumped: 13,437 Gal. Total Sand in
FOrmation:44,000 lb.(20/40 White Sand) CO2 Downhole:68 tons.
CO2 Cooldown:5 tons. ISIP:3,312 PSI. Frac Gradient:0.99 psilft.
Dropped qty: 3 perf balls in pad stage and 3 balls in 2# sand stage.
Successfully flushed wellbore with 50Q foam 50 bbt over flush with
500 gal. fluid cap.

4:45 PM Flow stages 1-10

11:59 PM Flow stages 1-10
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REGULATORY COMPLETION SUMMARY welicore

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

IBottom Hole Display API #/License
NWNE-34-12S-16E-W26M 43-007-31320

Ops Date : 11/5/2007 Report #: 7

AFE #: 14652D

Summary : SI. EL stage 7. Frac stage 7. EL stage 8 End Time DescriptionFrac #8. EL stage 9. Frac #9 EL stage
10. Frac #10. FLow back stages 1-10 7:00 AM SICP: 1300 Safety meeting

8:20 AM BWWC EL stage 7 North Horn. PU HES CFP with 10 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @ 7030 ft. PU
perforate at 6928-6938, 3 JSPF, 120 phasing, 23 gram charges.
430 holes. POOH turn well over to frac.

9:20 AM HES frac stage 7 North Horn 70Q foam Frac. Load & Break @
4.091PSI @15.1BPM. Avg. Wellhead Rate:14.7 BPM. Avg. Slurry
Rate:6.23 BPM. Avg. CO2 Rate: 7.78 BPM. Avg. Pressure:3,730
PSI. Max. Wellhead Rate:15.54 BPM. Max. Slurry Rate:7.7 BPM.
Max. CO2 Rate:9.61 BPM. Max. Pressure:3,953 PSL Total Fluid
Pumped: 12,339 Gal. Total Sand in Formation:31,900 lb.(20/40'"[\-† * id) CO2 Downhole:66 tons. CO2 CooldownAO tons-
ISIP:3,566 PSI. Frac Gradient: 0.95 psilft. Successfully flushed
wellbore with 50Q foam 50 bbi over flush with500 gaql fluid cap.

10:00 AM BWWC EL stage 8 North Horn. PU HES CFP with 10 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @6720 ft. PU
perforate @6629-6639, 3 JSPF, 120 phasing, 23 gram charges.
.430 holes. POOH turn well over to frac.

11:15 AM HES frac stage 8 North horn 70Q foam frac. Load & Break @4,518
PSI @16.9 BPM. Avg. Wellhead Rate19.43:BPM. Avg. Slurry
Rate:8.11 BPM. Avg. CO2 Rate:10.4 BPM. Avg. Pressure:4,133
PSI. Max. Wellhead Rate:20.43 BPM. Ma×. Slurry Rate:10.4 BPM.
Max. CO2 Rate: 12.75 BPM. Max. Pressure:4,365 PSl. Total Fluid
Pumped:13,310 gal. Total Sand in Formation:40.000 lb. (20/40
White Sand) CO2 Downhole:77 tons. CO2 Cooldown:10 tons.
ISIP:3,723PSI. Frac Gradient:1.00 psilft. Successfully flushed
wellbore with 50Q foam 50 BBL over flush with 500 gal. fluid cap.

12:20 PM BWWC EL stage 9 North Horn. PU HES CFP with 10 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @6540Ft. PU
perforate @6453-6463, 3 JSPF, 120 phasing, 23 gram charge, .430

holes. POOH turn well over to frac.
1:20 PM HES Frac stage 9 North Horn 70Q foam frac. Load & Break @ 3,779

PSI @16.61BPM. Avg. Wellhad Rate:19.2 BPM. Avg. Slurry
Rate:8.06 BPM. Avg. CO2 Rate:10.25 BPM. Avg, Pressure:3,756
PSI. Max. Wellhead Rate:20.36 BPM. Max. Slurry Rate:10.29 BPM.
Max. CO2 Rate:12.9 BPM . Max. Pressure:3,948 PSI. Total Fluid
Pumped:12,512 Gal. Total Sand in Formation:36,000 lb. (20/40
White Sand) CO2 Downhole: 66 fons. CO2 Cooldown:5 tons.
ISlP:3,527PSI. Frac Gradient:0.98 psilft. Successfully flushed
wellbore with 50Q foam 50 bb I over flush with 500 gal. fluid cap.
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REGULATORY COMPLETION SUMMARY wencore

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NWNE-34-12S-16E-W26M 43-007-31320

Ops Date : 11/6/2007 Report #: 8

AFE #: 14652D

Summary : Flow stages 1-10 SI. EL stage 11. Frac End Time Description#11. Wait on frac sand. El stage 12. Frac
#12. SI. RDMO HES & EL. Flow stages 6:00 AM Flow stage 1-10 FCP: 720 psi on 42 ck. recovered 369 bbl in 14
1-12 hours avg. of 26.35 BPH. CO2 CO2 over 45%.

8:00 AM SI for EL work
9:00 AM BWWC EL stage 11 North Horn. PU HES CFP with 10 ft. perf guns.

RIH correlate to short jt. run to setting depth set CFP @5890 ft. PU
perforate @5851-5861, 3JSPF, 120 phasin g, 23 gram charge, .430
holes. POOH turn well over to frac.

10:15 AM HES Frac stage 11 North Horn 70Q foam frac. Load & Break @
3,489PSI @17.6BPM. Avg. Wellhead Rate:17.58 BPM. Avg. Slurry
Rate:7.38 BPM. Avg. CO2 Rate:9.3 BPM. Avg. Pressure: 3,496
PSI. Max. Wellhead Rate:20.13 BPM. Max. Slurry Rate:9.26 BPM.
Mam2 Rate+3«rBPM. MaWPressure: 3,837981. TotaTFIM
Pumped: 15,809 Gal. Total Sand in Formation: 46,0001b. (20/40
White Sand) CO2 Downhole:76 tons. CO2 Cooldown:10 tons.
ISIP:3,217PSI. Frac Gradient: 0.99 psilft. Successfûlly flushed
wellbore with 50Q foam 50 bbi over flush with 500 gal. fluid cap.

11:20 AM BWWC El stage 12 North Horn. PU HES CFP with 10 ft, perf guns.
RIH correlate to short jt. run to setting depth CFP @ 5300 ft. PU
perforate @ 5192-5202, 3 JSPF< 120 phasing, 23 gram charge,
.430 holes. POOH turn well over to frac.

2:30 PM HES frac stage 12 North Horn 70Q foan Frac. Load & Break
@3,695PSI @ 18.19 BPM. Avg. Wellhead Rate:19.53 BPM. Avg.
Slurry Rate:7.82 BPM. Avg. CO2 Rate: 10.58 BPM. Avg.
Pressure:3,007 PSI. Max. Wellhead Rate:21.64 BPM. Max. Slurry
Rate:10.5 BPM. Max. CO2 Rate:12.78 BPM. Max. Pressure:3,272
PSI. Total Fluid Pumped: 16,819 Gal. Total Sand in
Formation:64,000 lb. (20/40 White Sand) CO2 Downhole:102 tons
CO2 Cooldown:10 tons. ISIP:2,537 PSI. Frac Gradient: 0.92psilft.
Successfully flushed wellbore with 50Q foam 50 bbl over flush with
500 gal, fluid cap.

4:00 PM SI. Rig down Wire Line & HES frac equipment. Move off loc.
4:00 PM Start flow back stages 1-12
4:00 PM Flow stages 1-12
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REGULATORY COMPLETION SUMMARY wencore

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

ottom Hole Display API #/License
NWNE-34-12S-16E-W26M 43-007-31320

Ops Date : 11/9/2007 Report #: 11

AFE #: 14652D

Summary : Flow stages 1-12 7PM IPS shut in well End Time Descriptiondue to no man power to flow well over
night. Night crew went to BTR 7-7

.
6:00 AM Flow stages 1-12. FCP:530 psi on 64 ck. recovered 220 BBLs. in

24 hours avg. of. 9.16 BPH CO2 35%. Gas rate of 2.621 MMCFD.
7:30 PM Flow stages 1-12 FCP: 530 psi on 46 choke. recovered 120 bbis in

13 hours avg. of 8.46 BPH CO2 25% gas rate of 2.504 MMCFD.
11;59 PM SI IPS short on flow crews. sent crew to Black tail 7-7

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
NWNE-34-12S-16E-W26M 43-007-31320 - -r

Ops Date : 11/8/2007 Report #: 10

AFE #: 14652D

Summary : Flow stage's 1-12
End Time Description
6:00 AM Flow stages 1-12 FCP: 554 psi on 42 ck. recovered 397 bbl in 24

hours avg. of 16.54 BPH. CO2 40% Gas rate: 2,972 MMCFD
11:59 PM Flow stages 1-12

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
NWNE-34-12S-16E-W26M 43-007-31320

Ops Date : 11/7/2007 Report # : 9

AFE #: 14652D

Summary : Flow stages 1-12
End Time Description
6:00 AM Flow stages 1-12 FCP:675 psi on 38 ck. recovered 517 bbl in 12

hours avg. of 43 BPH. CO2 high.
6:00 AM Flow stages 1-12
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REGULATORY COMPLETION SUMMARY welicore

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NWNE-34-12S-16E-W26M 43-007-31320

Ops Date : 11/12/2007 Report #; 14

AFE #: 14652D

Summary : Flow stages 1-12
End Time Description
6:00 AM Flow stages 1-12 FCP: 745 psi on 29 choke. recovered 161 bbl in

20.5 hours avg. of 7.85 BPH. CO2: 16%. Gas rate of 3.038
MMCF/d

11:59 PM Flow stages 1-12

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
NWNE-34-12S-16E-W26M 43-007-31320

Ops Date : 11/11/2007 Report #: 13

AFE #: 14652D

Summary : SI. Flow stages 1-12 End Time Description

9:30 AM SI.
9:30 AM Flow stages 1-12 Open well FCP: 1470 psi on 20 ck
11:59 PM Flow stages 1-12 FCP: 757 psi on 29 ck.

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NWNE-34-12S-16E-W26M 43-007-31320

Ops Date : 11/9/2007 Report #: 12

AFE #; 14652D

Summary : SI. Change out test units. SI End Time Description
9:00 AM SI
9:00 AM Rig down test unit. rig in new unit.
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REGULATORY COMPLETION SUMMARY Nvelicore

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
NWNE-34-12S-16E-W26M 43-007-31320

Ops Date : 11/15/2007 Report #: 17

AFE #: 14652D

Summary : Casing flowing to sales through BBC End Time Description
sand trap. Waiting on drill outs.

11:59 PM Flowing casing to sales. wait on drill outs.

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NWNE-34-12S-16E-W26M 43-007-31320

Oos Date : 11/14/2007 Renort # : 16

AFE # : 14652D

Summary : Flow stages 1-12 through IPS Flow End T e Description
equip. Casing to Sales

6:00 AM Flow stages 1-12 FCP: 691 psi on 29 ck. recovered 161 bbl in 24
hours avg. of. 6.70 BPH. CO2 6%, Gas Rate 3.618 MMCFd

11:59 PM Flow stages 1-12

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NWNE-34-12S-16E-W26M 43-007-31320

Ops Date : 11/13/2007 Report #: 15

AFE # : 14652D

Summary : Flow stages 1-12 through IPS test End Time Description
equipment. flare gas. Oil and
condensate 6:00 AM Flow stages 1-12 FCP: 745 psi on 29 ck. recovered 161 bbl in 24

hours avg. of 6.70 BPH. CO2 16 % gas 3.255 MMCF/d
11:59 PM Flow stages 1-12
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Form 3160-5 UNITED STATES o
(August 2007) DEPARTMENT OF THE INTERIO Exp . Jul 1, 2010

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
UTU-008107

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this forrn for proposals to drill or to re-enter an N/A

abandoned well. Use Forrn 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE -- Other instructions on page 2. 7.1f Unit of CA/Agreement, Name and/or No.

1. Type of Well
Poter's Point Unit / UTU 063014

Oil Well Gas Well Other Ñe
eersNao net

ni ederal 2-34D-12-16

2. Name of Ooerator 9. API Well No.
BillBarrett Corporation 43-007-3+3‡$20

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area

1099 18th Street, Suite 2300, Denver, CO 80202 303-312-8134 Peter's Point/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T,R.,M, or Survey Description) 11.Country or Parish, State
SENW, 2455' FNL, 1460' FWL
Sec.34,T12S-R16E

Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO lNDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of fntent
Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report
Casing Repair New Construction Recomplete Other Weekly Activity

Change Plans Plug and Abandon Temporarily Abandon Report

Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof If

the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.

Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days

following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once

testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has

determined that the site is ready for final inspection.)

WEEKLY COMPLETION ACTIVITY FROM 11/23/2007 THROUGH 12/11/2007.
REPORT #18-23

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 12/12/2007

THIS S A OR FEDERAL OR STATE OFFICE USE

Approved by

Title Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to e¡9a t agency of the United States any false

fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Instructions on page 2) DEC\ 7 2007

DN.0FOL GAS&



REGULATORY COMPLETION SUMMARY vveilcom

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NWNE-34-12S-16E-W26M

,

43-007-31320

Ops Date : 11/28/2007 Report #: 20

AFE #: 14652D

Summary : Spot rig . safety meeting, MIRU EL. set End Time Description
killplug, NDINU BOP, Blow down
casing, PU Bit and tbg. RU power swivel 7:00 AM Production
& Foam Unit, DrillKillplug and 3 CFPs 7:30 AM Safety Meeting , Rigging up in wind, Set kill Plug, PU tbg, Drilling
SDFN. Plugs.

8:30 AM Rig Up Nabors WSU
9:30 AM MIRU BWWC EL. PU CBP RIH set @5105 ft. POOH RDMO EL.

11:00 AM Blow down Casing. 550 psi. Nipple down Frac tree. NU BOPs. Rig
work floor.

12:30 PM PU Smith Tricone bit. Weatherford Pumpoff bit sub. 8 ft, tbg sub.
XN nipple. One jt. 2-3/8 tbg. X nipple. tally in hole. 157 jts, tag CBP
@5106 ft.

1:30 PM Rig power swivel, Foam Unit. Start Foaming wellbore.

2:30 PM DrillCBP @5106
3:30 PM TIH tag CFP #11 @ 5300 ft. Drill out FCP: 600 psi.

4:30 PM TlH tag CFP #10 @ 5890 ft. Drill out FCP: 500 psi.

5:30 PM TIH tag CFP #9 @6010 ft. Drill out no sand on surface. FCP: 450
psi.

6:00 PM Blow wellbore clean with foam air.
6:00 PM SIFN

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
NWNE-34-12S-16E-W26M 43-007-31320

Ops Date : 11/27/2007 Report #: 19

AFE #: 14652D

Summary : Production. End Time Description

11:59 PM Production

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
MNE-34-12S-16E-W26M 43-007-31320

Ops Date : 11/24/2007 Report #: 18

AFE # : 14652D

Summary : Production End Time Description

6:00 AM Production
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REGULATORY COMPLETION SUMMARY welicore

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

Bottom Hole Display API #/License
NWNE 34-12S-16E-W26M 43-007-31320

Ops Date : 11/30/2007 Report #: 23

AFE #: 14652D

Summary : SI. Safety meeting. Blow down casing End Time Description .TlH. land tbg on hanger, NDINU tree.
Pumpoff bit sub. Flow back. RDMO 7:00 AM SICP: 1275. blow down
WSU. turn well over to Production- 7:30 AM Safety Meeting. Tripping tbg. ND/NU, Pumpoff bit sub, Rig down

WSU. Move rig& equip.
8:30 AM TIH, land tbg on hanger. . 229 jts, X nip. 1 Jt. XN nip. 8 ft. tbg sub,

Re-Entry Guide. @ 7482 ft. with KB of 18.00 ft.
9:30 AM Nipple down BOPs. NU X-Mas tree
10:00 AM Pumpoff bit sub and bit
10:30 AM Rig down WSU & Equip.

Well Name : Peter's Point #2-34D-12-16 Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
NWNE-34-12S-16E-W26M 43-007-31320

Ops Date : 11/29/2007 Report # : 21

AFE #: 14652D

Summary : Sl. Safety Meet. DrillCFPs. 8-1 clean End Time Descriptionrat hole POOH to float valves. SIFN
7:00 AM SlCP: 1340
7:30 AM Safety Meeting. Drilling plugs. Start blowing down casing
8:30 AM TlH tag CFP #8 @6540 ft. Drill out no fill FCP: 550 psi
9:30 AM TIH tag CFP# 7 @ 6720 ft. Drill out no sand fill FCP: 550
10:30 AM TIH tag CFP # 6 @ 7030 ft. drill out no fill FCP: 550 psi.
11:30 AM TIH tag CFP #5 @7250 ft. No fill drill out Yellow oil in flow back.

no sand
12:15 PM TIH tag CFP #4 @7410 ft. Drill out on fill no sand FCP: 575 psi
1:00 PM TIH tag CFP #3 @7600 ft. no fill drill out FCP: 550 psi.
2:00 PM TlH tag CFP #2 @ 7780 ft. No sand filldrill out FCP: 575 psi
3:00 PM TIH tag CFP:#1 @ 7910 ft. no sand filldrill out FCP: 550 psi.
4:00 PM TIH tag sand fill@ 8020 81 ft. below bottom perf. Clean out to

8060 ft.
5:00 PM Rig down Power swivel. POOH to Float Valve EOT @ 5100 ft..

remove valve.
5:30 PM SIFN
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Form 3160-4
(August 2007)

UNITED STATES CONFIDENTIAL
DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT Expires: 10

WELL COMPLETION OR RECOMPLETION REPORT AND LOG Lease Serial No.
adTU-08107

la. Type of Well UOil Well
"

Gas Well Dry O Other 6. If Indian, Allotteeor Tribe Name
b. Type of Cornpletion: New Well Work Over Deepen Plug Back Diff. Resvr ,

N/A

Other 7. Unit or CA Agreement Name and No.
Peter's Point / UTU-63014

2. Name of Opemtor 8. Lease Name and Well No.
Bill Barrett Corporation Peter's Point Unit Federal 2-34D-12-16
3. Address 109916th Street, Suite 2300 3a. Phone No. (include area code) 9. AFI Well No.

Denver, CO 80202 303-312-8134 43-007-34284- 2
4. Location of Viell (Repo>t location clearly and in accordance with Federal requirements)* 10. Field and Pool or Exploratory

Peter's Point/Wastach-Mesaverde
At surface SENW, 2455' FNL, 1460' FWL 11 Sec., T., R., M., on Block and

Survey or Area
Sec. 34, T12S-Ri6E

At top prod. interval reported below NWNE, 983' FNL, 236T FEL, Sec. 34 12. County or Parish 13. State

At total depth NWNE, 56T FNL, 1948' FEL, Sec. 34 Carbon County UT

14. Date Spudded 15. Date T.D. Reached 16. Date Completed 11/29/2007 17. Elevations (DF, RKB, RT, GL)*

09/07/2007 09/25/2007 OD & A g Ready to Prod. 7218'
18. Total Depth: MD 8126' 19. Plug Back T.D.: MD 8060' 20. Depth Bridge Plug Stt: MD N/A

TVD 7499' TVD 7433' TVD
21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? O No Yes (Submit analysis)

fn pie Gun luu, UCL/CBLIGR, Mud Log --- - 'Was DST run7 O No Yes (Submit report)
Directional Survey? O No Yes (Submit copy)

23. Casing and Liner Record (Report all strings set in well)

Hole Size Size/Grade Wt. (#lft.) Top (MD) Bottom (MD) Stage Cementer No. of Sks. & Slurry Vol Cement Top* Amount PulledDepth Type of Cement (BBL)

20" 16"H40 65# 0 40' groutcement Surface
12 1/4" 9 5/8" J55 36# O 1031' 250 HLC 82 bbis Surface

180 Class G 37 bbis
8 3/4" & 5 1/2" \80 17# 0 8126' 1385 50/50 Poz 368 bbis 1000'
7 7/8"

24. Tubing Record
Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)

2 3/8" 7482'
25 Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size No. Holes Perf. Status
A) Wasatch (inc North Horn) 5192' 7170' 5192' - 5202' 0.43" 30 Open
B) Mesaverde 7302' 7936' 5850 - 5861' 0.43" 30 Open
C) 5922' - 5939' 0.43" 30 Open
D) 6453' - 6463' 0.43" 30 Open
27. Acid, Fracture, Treatment, Cement Squeeze, etc.

Depth Interval Amount and Type of Material

5192' - 5202' Stage 12: 70°/«CO2 foam frac: 102 tonsCO2; 562 bbis totalfluid; 64,000# 20/40 White sand
5851' - 5861' Stage 11: 70% CO2 foam frac: 76 tonsCO2; 598 bbis totalfluid;48,000#20/40 White sand
5922' - 5939' Stage 10: 70% CO2 foam frac: 68 tonsCO2;493 bbis totalfluid; 44,000#20/40 White sand
6453' - 6463' Stage 9: 70% CO2 foam frac: 66 tons CO2; 485 bbis total fluid; 36,000#20/40 White sand
28. Production -lnterval A
Date First Test Date Hours fest Dil Gas Water Oil Gravity Gas Production Method
Produced Tested Production RBL MCF BBL Corr. API Gravity . Flowing

11/14/07 11/29/07 24 26 1894 0
Choke Tbg.Press. Csg. 24 Hr. Oil Gas Water Gas/Oil Well Status
Size Vlwg. Press. Rate BBL MCF BBL Ratio Producing

24/64"
S7I32

800 26 1894 0
28a. Production -Interval B
Date First fest Date Hours Fest Dil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg.Press.Csg. 24Hr. Dil Gas Water Gas/Oil WellStatus RECEIVED
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI
-¥ JAN1A2008

*(See instructions and spaces for additional data on page 2)

DIV.OFOlL,GAS&



28b. Production - Interval C
Date First Test Date Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Csg. 24 Hr Di] Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

28c. Production - Interval D
Date First Test Date Hours Test Dil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Osg. 24 Hr 3il Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

29. Disposition of Gas (Solid, usedfor fuel,vented etc.)
Sold

30. Summary of Porous Zones (Include Aquifers): 31. Formation (Log) Markers

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests,
including depth interval tested, cushion used, time tool open, flowing and shut-in pressures and
recoveries.

Top
Formation Top Bottom Descriptions, Contents, etc. Name

Meas. Depth

Wasatch 3466'
North Hom 5600

Dark Canyon 7299'
Price River 7507'

TD 8126'

32. Additional remarks (include plugging procedure):

Copies of logs previously submitted under separate cover. In the event log copies were not received, please contact Jim Kinser at 303-312-8163. 7 7/8"
hole started at 7358'.

33. Indicate which items have been attached by placing a check in the appropriate boxes:

O Electrical/Mechanical Logs (1 full set req'd.) Geologic Report DST Report Directional Survey

Sundry Notice for plugging and cement verification Core Malysis Other:

34 I hereby certify that the foregoing and attached information is complete and correct as determined from all available records (see attached instructions)*

Name (please prid) Tracey Fallang Title Environplental/Regulatory Analyst

Signature a p/1 Date

Title 18 U.S.C. Section 1001 and Title 43 .C. Section 1212, make a crime for any person knowingly and willfully to make to any department or agency of the United States any
false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Continued on page 3) (Form 3160-4, page



Peter's Point 2-34D-12-16 Completion Report Continued

26. PERFORATION RECORD (cont.' 27. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC. (cont.)
INTERVAL NO. PERFORATION

(Top/Bot-MD) SIZE HOLES STATUS AMOUNT AND TYPE OF MATERIAL
6629' 6639' 0.43" 30 Open Stg 8 70% CO2 foam frac: 77 tons CO2 507 bbls total fluid 40,000# 20/40 White Sand
6928' 6938' 0.43" 30 Open Stg 7 70% CO2 foam frac: 66 tons CO2 495 bbls total fluid 31,900# 20/40 White Sand
7114' 7170' 0.56" 30 Open Stg 6 70% CO2 foam frac: 132 tons CO2 744 bbls total fluid 75,000# 20/40 White Sand
7302' 7349' 0.56" 30 Open Stg 5 70% CO2 foam frac: 145 tons CO2 801 bbls total fluid 90,200# 20/40 White Sand
7440' 7500' 0.56" 30 Open Stg 4 70% CO2 foam frac: 114 tons CO2 661 bbls total fluid 31,200# 20/40 White Sand
7652' 7698' 0.43" 30 Open Stg 3 70% CO2 foam frac: 175 tons CO2 923 bbls total fluid 140,100# 20/40 White Sand
7860' 7870' 0.43" 30 Open Stg 2 70% CO2 foam frac: 87 tons CO2_ 644 bbls total fluid 49,000# 20/40 White Sand
7921' 7936' 0.43" 30 Open Stg 1 70% CO2 foam frac: 76 tons CO2 487 bbls total fluid 25,100# 20/40 White Sand

*Depth ititervals for frac information same as perforation record



Directional Surveys welicore
Location Information
Business Unit Phase/Area Surface Location

Operations West Tavaputs SENW-34-12S-16E-W26M

Project WellName Main Hole :

Uinta Peter's Point #2-34D-12-16

Bottom Hole Information Survey Section Details

UWI API # Section KOP KOP Date TMD TVD TD Date
(ft) (ft) (ft)

NWNE-34-12S-16E-W26M 43-007-31320

Survey Information

Survey Company Directionof MagneticDec.
Vertical Section (*) Correction (°)

weatherford 45.45 11.78

Enter Survey CompanyName
WEATHERFORD 11.78

Details Corrected
Extrap. Depth MD Inclination Azimuth TVD Sub Sea Northings N/S Eastings E/W Vertical Section Dog Leg

(ft) (*) (*) (ft) (ft) (ft) (ft) (ft)

115.00 0.31 204.53 115.00 -94.00 0.28 S 0.13 W -0.29 0.27
206.00 0.50 347.28 206.00 -185.00 0.12 S 0.32 W -0.31 0.85
297.00 1.56 34.53 296.98 -275.98 1.29 N 0.30 E 1.11 1.40
388.00 3.44 35,28 387.88 -366.88 4.54 N 2.57 E 5.02 2.07
480.00 5.31 33.91 479.60 -458.60 10.32 N 6.54 E 11.91 2.04
572.00 7.13 29.66 571.05 -550.05 18.82 N 11.74 E 21.57 2.04
664.00 7.38 30.78 662.31 -641.31 28.86 N 17.59 E 32.78 0.31
741.00 8.56 33.16 738.56 -717.56 37.90 N 23.26 E 43.16 1.59
847.00 9.00 33.66 843.32 -822.32 51.41 N 32.17 E 58.99 0.42
938.00 9.38 30.16 933.15 -912.15 63.74 N 39.84 E 73.11 0.74
971.00 9.75 27.03 965.69 -944.69 68.56 N 42.46 E 78.35 1.93
1097.00 10.38 29.28 1089.75 -1068.75 87.96 N 52.86 E 99.38 0.59
1192.00 12.25 37.16 1182.89 -1161.89 103.46 N 63.13 E 117.57 2.55
1288.00 15.25 39.91 1276.11 -1255.11 121.26 N 77.39 E 140.22 3.20
1384.00 18.13 44.16 1368.03 -1347.03 141.66 N 95.89 E 167.72 3.26
1480.00 20.25 46.16 1458.68 -1437.ð8 163.88 N 118.28 E 199.26 2.31
1576.00 22.81 47.53 1547.96 -1526.96 187.95 N 143.99 E 234.47 2.72

1 1672.00 25.31 48.78 1635.60 -1614.60 214.04 N 173.15 E 273.55 2.66
1768.00 27.75 48.03 1721.47 -1700.47 242.51 N 205.20 E 316.36 2.57
1865.00 30.00 46.28 1806.40 -1785.40 274.37 N 239.52 E 363.17 2.48

i 1961.00 31.00 45.28 1889.11 -1868.11 308.35 N 274.43 E 411.89 1.17
: 2057.00 31.94 44.41 1970.99 -1949.99 343.89 N 309.77 E 462.00 1.09

2153.00 31.81 42.78 2052.51 -2031.51 380.60 N 344.72 E 512.66 0.91
2249.00 31.63 45.03 2134.17 -2113.17 416.96 N 379.72 E 563.11 1.25
2344.00 31.69 44.28 2215.03 -2194.03 452.43 N 414.76 E 612.97 0.42
2440.00 31.18 43.91 2296.94 -2275.94 488.38 N 449.60 E 663.02 , 0.57
2536.00 31.00 43.66 2379.15 -2358.15 524.17 N 483.90 E 712.57 0.23
2632.00 29.31 43.16 2462.15 -2441.15 559.20 N 517.04 E 760.76 1.78
2728.00 30.14 43.42 2545.52 -2524.52 593.84 N 549.68 E 808.33 0.88
2824.00 29.50 42.16 2628.81 -2607.81 628.87 N 582.11 E 856.01 0.93
2921.00 29.06 42.03 2713.41 -2692.41 664.07 N 61þ.91 E 903.37 OÃ6
3017.00 30.25 43.91 2796.83 -2775.83 698.81 N 645.30 E 950.81 1.57
3113.00 30.31 43.53 2879.74 =2858.74 733.80 N 679.75 E 999.20 0.21
3209.00 31.13 43.53 2962.26 -2941.26 769.35 N 713.52 E 1048.21 0.85
3305.00 29.06 43.03 3045.31 -3024.31 804.38 N 746.53 E 1096.30 2.17
3401.00 28.75 43.66 3129.35 -3108.35 838.13 N 778.37 E 1142.67 0.45
3496.00 29.25 46.16 3212.44 -3191.44 870.74 N 810.89 E 1188.72 1.38
3688.00 31.00 45.91 3378.49 -3357.49 937.63 N 880.23 E 1285.06 0 9Ï
3784.00 29.38 45.78 3461.46 -3440.46 971.25 N 914.87 E 1333.33 1.69
3870.00 29.44 45.53 3536.37 -3515.37 1000.77 N 945.07 E 1375.56 0.16
3977.00 29.94 47.28 3629.32 -3608.32 1037.31 N 983.45 E 1428.55 0.94
4073.00 29.25 48.53 3712.80 -3691.80 1069.09 N 1018.62 E 1475.91 0.06
4169.00 29.94 48.66 3796.27 -3775.27 1100.45 N 1054.18 E 1523.25 0.72
4265.00 30.94 48.78 3879.04 -3858.04 1132,53 N 1090.73 E 1571.81 1.04
4362.00 32.06 49.53 3961.74 -3940.74 1165.67 N 1129.08 E 1622.38 .1.22

4458.00 32.75 49.03 4042.79 -4021.79 1199.24 N 1168.06 E 1673.71 0.77
eport by DecisionDynamics Technology Ltd.Wellcore Version 4.3.3 January 02, 2008 08:24:30 Paç3



Directional Surveys welicom
Location Information
Business Unit Phase/Area Surface Location
Operations West Tavaputs SENW-34-12S-16E-W26M

Poject Well Name Main Hole ;
Uinta Peter's Point #2-34D-12-16

4554.00 32.14 49.16 4123.80 -4102.80 1232 96 N 1206.99 E 1725.11 0.64
4650.00 32.06 47.78 4205.13 -4184.13 1266.78 N 1245,18 E 1776.05 0.77
4746.00 32.50 48.03 4286.29 -4265.29 1301.15 N 1283.22 E 1827.27 0.48
4842.00 32.25 47.53 4367.37 -4346.37 1335.69 N 1321.29 E 1878.63 0.38
4938.00 31.00 45.91 4449.11 -4428.11 1370.19 N 1357.94 E 1928.95 1.57
5034.00 30.06 45.03 4531.79 -4510.79 1404.38 N 1392.71 E 1977.71 1.08
5130.00 29.37 43.60 4615.17 -4594.17 1438.42 N 1425.95 E 2025.28 1.03
5226.00 28.75 42.78 4699.08 -4678.08 1472.41 N 1457.87 E 2071.88 0.77
5323.00 26.81 41.66 4784.89 -4763.89 1505.88 N 1488.25 E 2117.01 2.07
5419.00 25.88 41.41 4870.92 -4849.92 1537.77 N 1516.50 E_ _2159.51 0.98
5515.00 24.63 42.91 4957.73 -4936.73 1568.13 N 1543.98 E 2200.39 1.46
5611.00 23.69 46.41 5045.32 -5024.32 1596.08 N 1571.57 E 2239.66 1.78
5707.00 23.06 46.16 5133.44 -5112.44 1622.40 N 1599.10 E 2277.74 0.66
5802.00 22.25 45.46 5221.11 -5200.11 1647.90 N 1625.33 E 2314.33 0.90
5898.00 20.88 46.16 5310.38 -5289.38 1672.50 N 1650.63 E 2349.61 1.45
5995.00 19.63 46.41 5401.38 -5380.38 1695.71 N 1674.90 E 2383.19 1.29
6091.00 18.81 46.78 5492.03 -5471.03 1717.42 N 1697.86 E 2414.78 0.86
6187.00 18.00 47.16 5583.11 -5562.11 1738.11 N 1720.01 E 2445.08 0.85
6283.00 17.31 47.41 5674.59 -5653.59 1757.86 N 1741.40 E 2474.18 0.72
6379.00 16.50 47.16 5766.44 -5745.44 1776.79 N 1761.91 E 2502.08 0.85
6476.00 14.94 46.78 5859.80 -5838.80 1794.72 N 1781.12 E 2528.35 1.61
6572.00 14.06 44.16 5952.74 -5931.74 1811.56 N 1798.27 E 2552.38 1.14
6576.00 14.94 46.78 5956.62 -5935.62 1812.26 N 1798.98 E 2553.38 27.43
6668.00 11.94 43.91 6046.07 -6025.07 1827.24 N 1814.22 E 2574.75 3
6764.00 10.38 46.66 6140.24 -6119.24 1840.33 N 1827.40 E 2593.33 1 2
6860.00 7.38 47.78 6235.06 -6214.06 1850.41 N 1838.26 E 2608.13 3.13
6956.00 6.50 45.28 6330.35 -6309.35 1858.38 N 1846.68 E 2619.73 0.97
7052.00 4.19 48.41 6425.92 -6404.92 1864.53 N 1853.17 E 2628.66 2.42
7158.00 2.31 49.03 6531.73 -6510.73 1868.50 N 1857.68 E 2634.66 1.77
7244.00 1.69 45.78 6617.68 -6596.68 1870.52 N 1859.89 E Ã637.66 0.73
8126.00 1.50 44.00 7499.33 -7478.33 1887 1877.23 E 2662.21 0.02

Report by Decision Dynamics Technology Ltd Welicore Version 4.3.3 January 02, 2008 08:24:30 Page



United States Department of the Interior
BUREAU OF LAND MANAGEMENT

CH s Utah State Office
P.O. Box45155

Salt Lake City, UT 84145-0155
http://www.blm.govlut/st/en.html

IN REPLY REFER TO
3180
UT-922 JUL16 2008
BillBarrett Corporation
Attn: Doug Gundry-White
1099 18'" Street, Suite 2300
Denver, Colorado 80202

Re: 5th Revision Consolidated
Wasatch-Mesaverde Formation PA "A"
Peters Point Unit
Carbon County, Utah

Dear Mr. White:

The 5th Revision of the Consolidated Wasatch-Mesaverde Formation PA "A", Peters Point Unit,
CRS No. UTU63014D, AFS No. 891000307D, is hereby approved effective as of October 1, 2007,
pursuant to Section 11 of the Peters Point Unit Agreement, Carbon, Utah.

The 5th Revision of the Consolidated Wasatch-Mesaverde Formation PA "A", Peters Point Unit,
results in the addition of 480.28 acres to the participating area for a totalof 5084.83 acres and is
based upon the completion of the following wells as capable of producing unitized substances in
paying quantities:

WELL NO. API NO. LOCATION LEASE NO.
14-26D 43-007-31277 SE¼SW¼,26-12S-16E UTUO681 |(«Ñ$O
16-27 43-007-31318 SE¼SE¼,27-12S-16E UTUO8107 | p 3/

8-34 43-007-31279 SE¼NE¼,34-12S-16E UTUO8107 /g,jf)

Copies of the approved request are being distributed to the appropriate agencies and one copy is
returned herewith. Please advise all interested parties of the establishment of the 5th Revision of
the Consolidated Wasatch-Mesaverde Formation PA "A",Peters Point Unit, and the effective date.

Sincerely

7 & N/DNE /s/Becky J. Hammond

Becky J. Hammond
Chief, Branch of Fluid Minerals RECEIVED

En s
DIV.0FUO

L,GAS&



United States Department of the Interior
BUREAU OF LAND MANAGEMENT

H a Utah State Office TAKK PWIDE*
IN ERICAP.O. Box 45155

Salt Lake City, UT 84145-0155
http:llwww.blm.govlut/st/en.html

IN REPLY REFER TO
3180
UT-922

July 28, 2008
BillBarrett Corporation
Attn: Vicki Wambolt
1099 18thStreet, Suite 2300
Denver, Colorado 80202

Re: 5th Revision Consolidated
Wasatch-Mesaverde Formation PA "A"
Peters Point Unit
Carbon County, Utah

Dear Ms. Wambolt:

On July, 16, 2008, the 5thRevision to the Consolidated Wasatch-Mesaverde Formation PA "A"was
approved. It has come to our attention thatthe effectivedate in our approval letter is incorrect. The
effective date for the 5'" Revision to the Consolidated Wasatch-Mesaverde Formation PA "A" is
September 1, 2007. Please correct your records to reflect this change.

Sincerely,

/s/ Becky J. Hammond

Becky J. Hammond
Chief, Branch of Fluid Minerals

Enclosure

bcc: Division of Oil,Gas &Mining
SITLA
Peters Point Unit w/enclosure
MMS - Data Management Division wlexhibit(attn: Leona Reilly)
Field Manager - Moab w/enclosure
Fluids - Judy
Fluids - Mickey
Agr. Sec. Chron. ggC
Reading File
Central Files Jg

CSeare:cs (07/28/2008)5*"rev cons. peters point "A" gN.Op



STATEOF UTAH FoRMe
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GASANDMINING

ENTITYACTIONFORM

Operator: BillBarrett Corporation Operator Account Number: N 2165

Address: 1099 18th Street, Suite 2300

city Denver

state CO zio 80202 Phone Number: (303) 312-8134

WeU i
API Nuniber WellName QQ See Twp Rrig County
4300731320 Peter's Point Unit Federal 2-34D-12-16 NWNE 34 12S 16E Carbon
Action Code Current Entity New Entity Spud Date Ent¡ty Assignment

Number Number Effective Date
C 16370 2470 /1/2007

Comments n ased on incl so n ees Point participating

woi
PI Nûn ber Well Name QQ Sec Twp Rng County

Action Code Current Entity NewEntity Spud Date Entity Assignment
Number Number Effective Date

Comments:

Wolil3
API Number Well Name QQ Sec Tw Rñ Cotmty

Action Code Current Entity Neût Entity Spud Date Entity Assignment
Number Numbet Effective Date

Cornments:

ACTION CODES:
A - Establish new entityfor newwell (singlewell only) Tracey Fallang
B - Add new well to existing entity (groupor unit well) Name ( oase Print) y
C - Re-assign well from one existing entityto anotherexisting entity ' 24tú
D - Re-assign wellfrom one existing entity to a new entity Signaturo
E - Other (Explain in 'comments' section) Regulatory Ana yst 8/2 /2008

Title Dato

RECEIVED
AU62 5 2008

DIV.0FOIL,GAS&



Form ate UNITED STATES o N
3D7

DEPARTMENT OF THE INTERIOR Expires July 31, 2010
BUREAU OF LAND MANAGEMENT 5. Lease Serial No,

SUNDRYNOTICES AND REPORTS ON WELLS 6 If Indian, Allottee or Tribe NameDo not use this form for proposals to drill or to re-enforan
abandoned well. Use Form 3160-3 (APD) for such proposals.

. I If Unitof CA/Agreement, Nameand/orNoSUBMITIN TRIPLICATE - Other instructions on page 2.
1 Type of Well NI

8. Well Name and No.O oilweil O oasweli 2 Other See Attached
2. Name ofOcerator 9. API Well No.Bill Barrett Corporation
3a. Address 3b, Phone No (melude area code) 10 Field and Pool or Exploratory Area1099 18th Street, Suite 2300. Denver. CD 80202

303-312-8134
4. Location of Well (Footage. Sec.. E,R..M., or Survey Description) 11. Countryor Parish, State

Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES)TO INDICATENATURE OF NOTICE,REPORT OROTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Producuon (Stan/Resume Water Sinn-Off
Alter Casing Fracture Treat Reclamation Weu Imegrny

Subsequent Report Casing Repair New Construction Recomplete Other Off-lease Water

Change Plans Plug and Abandon Temporarily Abandon Treatment
O Fmal Abandonment Notice Convert to Injection Plug Back Water Disposal

13 Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof Ifthe proposal is to deepen directionally or recomplete horizontally,give subsurface locations and measured and truevertical depths of all pertinent markers andzones
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLMIBIA. Requiredsubsequentreports mustbe flied within 30 days
followmg completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form3l60.4 must be filed once
testing has been completed Fmal Abandonment Notices must be filedonly after all require ts includingreclamation, have beencompleted and theoperator has
determmed thatthe site is ready for final inspection.) Pted by the

BillBarrett Corporation (BBC) Is submittingthis as an update to the previously sub itt d, d Of BBCwillbe also be treatingproduced
water from Peter's Point unit, In addition to PricklyPear unit, for re-use for the state ( gg1gg tionsto meet additional waler needs. Alist and map of Peter's Point unit wells is attached. RECEIVED
If you have further questions, please contact me at 303-312-8134. FORRECORD0NLY

FEB16 2010
DIV.0FOIL,GAS&MINING

14 i hereby certify that the foregoing is true and correct.
Name (PrmterfTyped)

TracegnFallaeng Titiee Regulatory Analyst

THIS S CE FOR FEDERAL OR STATE OFFICE USE
Approved by

StrOleum Engineer
.

FEB118 2010
Conditions of approval,if any, are attached Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in thesubject lease which would Office PRICE FIELD OFFICEentitle the apphcam to conduct operations thereon.

Title 18 U.S.C Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make toany department or agency of the Umted States any falsericlitiousor fraudulent statements of representations as to any matter within ilsjurisdiction.
nostructionson page 2)

UDOGM



UWIIAPI LABEL Status UWilAPI LABEL Status
430073007000 5-14-PETERS POlNT GAS 430073134700 4-35D-12-16 GAS
430073002300 9-PTRS PT UNIT GAS 430073134600 7-35D-12-16 GAS
430071539300 4-PTRS PT UNIT GAS 430073134800 7-360-12-16 GAS
430071539100 2-PTRS PT UNIT GAS 430073135000 5-36D-12-16 GAS
430073076100 36-2-PtrsPtFed GAS 430073135100 15-25D-12-16 GAS
430073076200 36-3-PtrPtFed GAS 430073131900 10-27D-12-16 GAS
430073076300 36-4-PtrsPtFed GAS 430073132600 2-7D-13-17 Deep GAS
430071021600 1-PETERS POINT UNIT GAS 430073132000 2-34D-12-16 GAS
430071021600 1-PETERS POINT UNIT GAS 430073134900 11-36D-12-16 GAS
430073098200 11-6-13-17 GLAS 430073135300 4-36D-12-16 CLAS
430073096500 16-35-12-16 GIAS
430073131800 16-27-12-16 GLAS
430073127900 8-34-12-16 GAS
430073127500 6-35D-12-16 GAS PETER'S POINT UNIT
430073129300 7-1D-13-16 Ultra Dee GAS Status Legend
430073100500 16-31D-12-17 GAS GAS Currently Producing
430073100400 16-6D-13-17 GAS WOC Walting on Completion
430073101000 2-36D-12-16 GAS
430073100900 12-31D-12-17 GAS Water could come from any of these GAS
430073101100 9-36-12-16 GAS wells to be used in treatment process and
430073081000 4-31D-12-17 GAS reused for state completions.
430073085900 6-7D-13-17 Deep GAS
430073102400 EW35D-12-16 GIAS
430073081200 16-26D-12-16 GAS
430073076400 14-25D-12-16 GAS
430073115800 2-12D-13-16Deep GLAS
430073127700 14-26D-12-16 GAS
430073128100 6-34D-12-16 GAS
430073127200 6-36-12-16 GLAS
430073127100 3-36-12-16 GAS
430073117500 12-36D-12-16 GAS
430073117400 10-36D-12-16 GAS
430073126100 15-6D-13-17Deep GLAS
430073104900 4-12D-13-16 Deep ST GAS
430073141100 S'27D-12-16 GLAS
430073140900 11-27D-12-16 G·AS
430073141000 16W27D-12-16 GLAS
430073140600 10-26D-12-16 GLAS
430073140400 15-26D-12-16 CLAS
430073140700 11-260-12-16 GLAS
430073135200 13-25D-12-16 GLAS
430073140300 13-26D-12-16 GAS
430073140800 12-26D-12-16 GLAS
430073142700 1-34D-12-16 GAS
430073142800 7-34D-12-16 GAS
430073140500 3-35D-12-16 GLAS
430073134500 2-35D-12-16 GAS
430073136500 1-35D-12-16 GLAS
430073147400 10-35D-12-16 WOC
430073147600 0 35D-12-16 VVOC
430073142900 5-35D-12-16



· T12S R1 E T12S R17E
21 22 23 4 19 20 21 22

Peter's Po nt Unit
28 " '" 29 28 27

SD 20 15.zGD 1 1

« su \ 2-Mu 14bu

4 2 3
7 1DU lm ,

n..p sy 2• Deep

UInta Basin
West Tavaputs

Petere Point Unit

0 75

FEET

WELLSYMBOLS
T13S- 17E

Gas wm 24 ig 21 22
Wailingon



WEST TAVAPUTS PILOT WATER TREATMENT FACILITY
NESW, SECTION 16, T12S-R15E

This is being submitted as notification that Bill Barrett Corporation (BBC) will be
setting a temporary "pilot" water treatment facility within existing disturbance (no
surface-laid lines are proposed) at the Prickly Pear Unit State 11-16 location. This
facility will test the ability for BBC to reuse and recycle Prickly Pear unit water for
approximately 16 state wells in Section 16 which are to be completed in 2010. It would
also reduce truck traffic through Harmon Canyon associated with water hauling by
approximately 16 trucks per day. Wells on Prickly Pear mesa generate approximately
1000 barrels of water per day (BWPD) and each well completion will take approximately
1300 BWPD. Any additional water needed for completion will come from currently
approved water sources. This pilot facility will be in operation from January through
July of 2010 and if successful, BBC will discuss the potential of making the facility
permanent.

The process description is listed below and attachments to this proposal include
proposed facility diagrams and maps and spreadsheets which indicate Prickly Pear wells
involved with the water treatment process.

PROCESS DESCRIPTION
BBC will use an electro-coagulation (EC) process which transmitsan electrical current
through the water between iron plates. Iron hydroxyl-oxide (IHO) is formed by the
electrical current in the form of a floc which then adsorbs compounds in the water.
Compounds bound to the IHO create larger floc/solids known as hematite. The hematite
is then skimmed off and placed into a tankto be hauled off of to a state approved disposal
facility and a pH buffer is added to the water to lower the pH for re-use.

The EC system will treat approximately 1000-1200 BWPD (including flow-back water)
and will be stored in clean tanks adjacent to the system. There will be ten 450-bbl
holding tanks (two inlet water and eight treated water), three 450-bbl weir (skim) tanks
and the actual EC system. There will also be a smallgenerator to power a pump on
location to assist in keeping the water flowing throughthe system. The tank battery will
be benned and the berms will be constructed to contain at a minimum 120 percent of the
storage capacity of the largest tank within the berm. Any load lines and valves will be
placed inside the berm.

After completion operations have ceased within Section 16, water will once again be
diverted back to BBC's permitted saltwater disposal well in Sec. 24, T12S-R14E or a
request for a permanent facility may be



Foun UNITED STATES o
gMN O D7

DEPARTMENT OF THE INTERIOR Expires: July 31, 2010
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICESAND REPORTS ON WELLS 6. If indian, Allottee or Tribc Name
Do not use this form for proposals to driHor to re-enter an

abandoned well. Use Form 3100-3 (APD) for such proposals.

SUBMIT IN TRIPLiCATE - Other instructionson page 2. 7. If Unit of CA/Agreement,Name and/or No.
Pri±IyP: U-'t'UTU70"ST

I. Type of Well

O onweli O o.sweli O on=er "g°igndNo.

2. Name ofOnerator 9. API Well No.BillBarrett Corporation
3a. Address 3b. Phone No, (ínelude area code) 10.Field and Pool or Exploratory Area
1099 IBIh Sweet,Sute 2300, Denver, CO 80202

303-312-8134
4. Location of Well (Footage Sees T.R.,M or Surver Description) I I Country or Parish, State

Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OP NOTICE, REPORT OR OTHERDATA

TYPE OF SUBMISSION TYPEOF ACTION

Notice of Intent Acidize Deepen Producfon (San/Resume) O WaterShut-Off
O^ae,c.in, v,.cure1,... Reclarnation Wen Integnty

O Subsequent Reg Cuing Repair New Construnion Roomplee OŒer OR-leaæ Water

O ChangePlans Plug and Abandon TemporarilyAbandon Treatment of Prickly
Final AbandonmentNotice O Conven to injection Plug Back Water Dispo al Pear Unit Water

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markets and zones.
Attach the Bond under which the work will be performed or provide the Bond No, on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a muhiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Nolices must be filed only after all requimments, includingreclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

BIIIBarrett Corporation (BBC) Is submitting thissundry in accordance with Onshore Order No.7, Ill.B.2.b,Disposat of Produced Water on State or Privately
Owned Lands. BBC willbe takingproduced water and ilowbackwater fromfederal and state leases (a map and list of these wells is attached) withinthe
Prickly Pear unit,hauling it toa temporary,"pilot" water treatmentfacility on SITLA lands in Sec.16, T128-Ri5E where it willbe treated and reused for
complellonoperations for approximately16 state wells. This water treatmentand recyling process will be in operation from January through July of2010 and
if successful, there is thepotentiat of this being a permanent facility.

BBC has attached the SITLAsubmitial information foryour records,

if you have further questions, please contact me at 303-312-8134.

CO PY
l4. I hereby certify that the foregoing is trueand correct.

Name (Printed¶ped)
Tracey Fallang Title Regulatory Analyst

Signature Date 01/14/2010

THIS SPACE R FEDERAL OR STATEOFFICE USE
Approved by

Petroleum Engineer JAN 14 2010/ fitle Date
Conditions of approval if a y. are anache o not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject leasewhich would OŒœ PRICE FIELD OFFICEentitle the appheant to conduct operations thereon.

Tide 18 U.S.C.Section 1001 and Title 43 U.S.C.Section 1212, make it a crime for any person knowingly and willfully to make to any department or egency of the United States any false,
fictitious or fraudulentstatements or representations as to any matter within its jurisdiction.

(Instructions on page 2)



WEST TAVAPUTS PILOT WATER TREATMENT FACILITY
NESW, SECTION 16, T12S-R15E

This is beingsubmittedas notification thatBill Barrett Corporation (BBC) will be
setting a temporary "pilot" water treatment facility within existing disturbance (no
surface-laid lines are proposed) at the Prickly Pear Unit State 11-16 location. This
facility will test the ability for BBC to reuse and recycle Prickly Pear unit water for
approximately 16 state wells in Section 16 which are to be completed in 2010. It would
also reduce truck trafficthrough Harmon Canyon associated with water hauling by
approximately 16 trucks per day. Wells on Prickly Pear mesa generate approximately
1000 barrels of water per day (BWPD) and each well completion will take approximately
1300 BWPD. Any additional water needed for completion will come from currently
approved water sources. This pilot facility will be in operation from January through
July of 2010 and if successful, BBC will discuss the potential of making the facility
permanent.

The process description is listed below and attachments to this proposal include
proposed facility diagrams and maps and spreadsheets which indicate Prickly Pear wells
involved with the water treatment process.

PROCESS DESCRIPTION
BBC will use an electro-coagulation (EC) process which transmits an electrical current
through the water between iron plates. Iron hydroxyl-oxide (IHO) is formed by the
electrical current in the form of a floc which then adsorbs compounds in the water.
Compounds bound to the IHO create larger floc/solids known as hematite. The hematite
is then skimmed off and placed into a tank to be hauled off of to a state approved disposal
facility and a pH buffer is added to the water to lower the pH for re-use.

The EC system will treat approximately 1000-1200 BWPD (including flow-back water)
and will be stored in clean tanks adjacent to the system. There will be ten 450-bbl
holding tanks (two inlet water and eight treated water), three 450-bbl weir (skim) tanks
and the actual EC system. There will also be a small generator to power a pump on
location to assist in keeping the water flowing through the system. The tankbattery will
be bermed and the berms will be constructed to contain at a minimum 120percent of the
storage capacity of the largest tank within the berm. Any load lines and valves will be
placed inside the berm.

After completion operations have ceased within Section 16, water will once again be
diverted back to BBC's permitted saltwater disposal well in Sec. 24, T128-R14E or a
request for a permanent facility may be



Prickly Pear U SP 11-1 841' FSL& 1985' FWIJ
Prickly Pear U ST 13A-16D (1859' FSL & 2016' FWI)

Prickly Pear U ST 11-16 Prickly Pear U Fr 1Z-16D (1864' FSL& 2023' FWI3PricklyPear U ST 13A-16D
Prickly Pear U ST 12A-10D (1868' FSL& 2030' FWI)Prickly Pear U ST 12-16D
Prickly Pear U ST 15A-16D (1872' FSL& 2037 FWL)

Pe Prickly Pear U ST 10-16D (187T FSL& 2043' FWI)
Prickly Pear U ST 10-16D Prickly Pear U ST 11A-16D (188 Y FSL& 2030' FWI)
Prickly Pear U ST 11A-16D

Facility

'On ose access andutilitycorridorsconstrL c ed and/orgy for in thisAPO.are shown,
LEGEND - -- PIPE SURFACE - PIPEBURIED * WELLLOCATION -lF SHUTINWELLLOCATION WELLOISTURBANCE g SEPARATORS TANKS PfT

,

ERVlfDHlgig! 31North Main Street Ave.
RoT alRs nonegth1176 ft N Am Bunt

Helper, Utah 84526 Ave. Road Disturbance Running Width- 30 ft BillBarrett Corporation
(435) 472-3814 Total Road Disturbance- 1.0 Acres

$6TŸÏ€Ê$ fax (435) 472-8780 Total Pipeline Length - 1153 ft NESW, Sec. 16, T12S, Ri5E, SLB&M
Elifif0DRIBRial&Engineeling(DRSul11Rg eisec@preciscom.net To P ine tua n 0 es Carbon County,



UWIIAPI Well Status UWIIAPI Well Status
430071604500 1-GOVT PCKRL GAS 430073123900 3-27D-12-15 GAS
430071654200 SC 1-STONE CABIN GAS 430073123700 4-27D-12-15 GAS
430073001400 1-11-ST CAB-FED GAS 430073124300 1-28-12-15 GAS
430071501600 33-1A-CLAYBANKSPRIN GAS 430073124200 5-27D-12-15 GAS
430073052200 16-15 (12S-15E) GAS 430073124400 8-28D-12-15 GAS
430073001800 2-B-27-ST CAB FED GAS 430073124100 9-28D-12-15 GAS
430071654200 SC 1-ST CAB UNIT GAS 430073128700 9-17-12-15 GAS
430073101800 36-06-12-15 GAS 430073129500 7-18D-12-15 GAS
430073082500 13-4 (12S-14E) GAS 430073129400 1-18D-12-15 GAS
430073082800 21-2-12-15 GAS 430073124000 9-16-12-15 GAS
430073082300 10-4-12-14 GAS 430073124500 1-16-12-15 GAS
430073095400 7-25-12-15 GAS 430073136200 2-28D-12-15 GAS
430073093300 13-16-12-15 GAS 43007.3139900 11-22D-12-15 GAS
430073100800 5-13-12-14 GAS 430073136000 4-22D-12-15 GAS
430073094300 5-16-12-15 GAS 430073140000 14-22D-12-15 GAS
430073094500 7-16-12-15 GAS 430073139800 12-22D-12-15 GAS
430073094400 11-16-12-15 GAS 430073136100 6-22D-12-15 GAS
430073119300 15-18-12-15 GAS 430073141300 6-21D-12-15 GAS
430073098500 7-33D-12-15 GAS 430073141200 11-21D-12-15 GAS
430073128900 7-17D-12-15 GAS 430073141400 12-21D-12-15 GAS
430073086000 5-19-12-15 GAS 430073142100 2-20D-12-15 GAS
430073107300 13-23-12-15 GAS 430073141900 8-20D-12-15 GAS
430073119600 10-27-12-15 GAS 430073135900 14-15D-12-15 GAS
430073120600 1-20-12-15 GAS 430073145600 12-16D-12-15 GAS
430073118300 15-17-12-15 GAS 430073139400 10-18D-12-15 GAS
430073119800 7-20-12-15 GAS 430073128200 14-26D-12-15 GAS
430073116400 15-21-12-15 GAS 430073128800 1-17D-12-15 GAS
430073116600 13-21D-12-15 GAS 430073129600 5-17D-12-15 GAS
430073116500 7-28D-12-15 GAS 430073131400 3-18D-12-15 GAS
430073112100 3-28D-12-15 GAS 430073131600 5-18D-12-15 GAS
430073107500 3-26D-12-15 GAS 430073131000 13-17D-12-15 GAS
430073107400 1-27D-12-15 GAS 430073130900 12-17D-12-15 GAS
430073107600 15-22D-12-15 GAS 430073131100 14-17D-12-15 GAS
430073118700 3-22-12-15 GAS 430073131200 16-18D-12-15 GAS
430073118600 7-22D-12-15 GAS 430073132800 3-21D-12-15 GAS
430073118800 5-22D-12-15 GAS 430073131500 4-18-12-15 GAS
430073135800 13-15D-12-15 GAS 430073130800 8-17D-12-15 GAS
430073119200 9-18D-12-15 GAS 430073130700 10-17D-12-15 GAS
430073118400 11-17D-12-15 GAS 430073131300 8-18D-12-15 GAS
430073119700 9-20D-12-15 GAS 430073131700 6-18D-12-15 GAS
430073119400 16-27D-12-15 GAS 430073145900 10-16D-12-15 GAS
430073119500 12-27D-12-15 GAS 430073132100 16-17D-12-15 GAS
430073118900 11-15D-12-15 GAS 430073132400 14-16D-12-15 GAS
430073125900 4-25D-12-15 GAS 430073132900 4-21D-12-15 GAS
430073126000 12-25D-12-15 GAS 430073136400 5A-27D-12-15 GAS
430073128300 2-35-12-15 GAS 430073136800 1A-28D-12-15 GAS
430073128500 4-35D-12-15 GAS 430073136300 16X-21D-12-15 GAS
430073128400 10-26D-12-15 GAS 430073140100 4A-27D-12-15 GAS
430073125700 11-18D-12-15 GAS 430073139300 14A-18D-12-15 GAS
430073125800 11-20D-12-15 GAS 430073139500 15A-18D-12-15 GAS
430073122600 2-36-12-15 GAS 430073139600 16A-18D-12-15 GAS
430073122700 4-36-12-15 GAS 430073145800 15A-16D-12-15 GAS
430073123800 13-22-12-15 GAS 430073146100 13A-16D-12-15 GAS

430073146000 11A-16D-12-15



UWIIAPI Well Status
4300731480005A-16D-12-15 LOC
4300731485009A-16D-12-15 LOC
4300731479004A-16D-12-15 LOC
4300731481003A-16D-12-15 LOC
4300731477006A-16D-12-15 LOC
43007314840016A-16D-12-15 LOC
43007315160013B-16D-12-15 LOC
43007309530012-24-12-14 SWD
4300731422007A-16D-12-15 WOC
4300731425003-16D-12-15 WOC
4300731455008-16D-12-15 WOC
4300731423006-16D-12-15 WOC
43007313230016-16D-12-15 WOC
43007314240010A-16D-12-15 WOC
43007315150014B-16D-12-15 WOC
43007313220015-16D-12-15 WOC
4300731478004-16D-12-15 WOC
43007315140016B-16D-12-15 DRL

Status Legend
DRL Currently Drilling
GAS Currently Producing
LOC 2010 Location
SWD Salt Water Disposal
WOC Waiting on Completion

Yellow indicates state wells that will be completed in 2010 using treated Prickly Pear Unit water.
Water could come from any of these wells to be used in treatment process and reused for state
well
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API Well No: 43007313200000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-08107 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 PETERS POINT 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 PPU FED 2-34D-12-16 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43007313200000

3. ADDRESS OF OPERATOR:  
 1099 18th Street Ste 2300 , Denver, CO, 80202 

9. FIELD and POOL or WILDCAT:
 PETER'S POINT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2455 FNL 1460 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 34 Township: 12.0S Range: 16.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

6/14/2010

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 This sundry is being submitted as notification that Bill Barrett Corporation will
move to this location to perform a workover in an attempt to enhance

production. The workover procedure is attached. If you have any questions or
need further information, please call me at 303-312-8134.

NAME (PLEASE PRINT)  
 Tracey Fallang

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 6/14/2010

PHONE NUMBER:
303 312-8164  Ext 

Workover-change in flow mechanism

 

PHONE NUMBER
303 312-8134

June 14, 2010

June 15, 2010

iPI Well No: 43007313200000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAs0E DOE7SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. PETERS POINT

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PPU FED 2-34D-12-16

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43007313200000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext PETER'S POINT

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: CARBON

2455 FNL 1460 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SENW Section: 34 Township: 12.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/14/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Workover-change in flot

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is being submitted as notification that Bill Barrett Corporation will
move to this location to perform a workover in an attempt to enhance Accepted by the

production. The workover procedure is attached. If you have any questions or Utah Division of
need further information, please call me at 303-312-8134. Oil, Gas and Mining

Date: Jun 1

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Tracey Fallang 303 312-8134 Regulatory Analyst

SIGNATURE DATE
N/A 6/14/2010

RECEIVED June 14,



WORKOVER PROCEDURE 
Peters Point Unit Federal 2-34D-12-16 

CVR Installation Procedure “Change of lift system” 
 
*It is imperative that as little fluid as possible is pumped on this well while 
performing this procedure. 
3-1/2” Ultra Flush Est – 627’ 
2-3/8” EUE Est – 7,310’ 
 

1.) MIRU PU & bleed casing off thru flare 
2.) NU BOP’s 
3.) MUPU 2-3/8” tbg & TIH to PBTD (Estimated @ 8,056’, last known 
PBTD). 

a. Report depth to Chris Bairrington – BBC Denver 303-312-8511 
4.) RU sand line & RIH to tag fluid.  Report fluid level to BBC Denver 

a. Fluid level will be used to determine final footage of entry point for 
CVR system. 

5.) TOOH w/ 2-3/8” tbg 
- Next steps may be altered with footages dependant on fluid level 

depth found during tag. 
6.) PUMU +/- 627’ of 3.5” Ultraflush tubing (w/ pump out plug insert), 
change over to 2 3/8 tubing 
7.) MIRU NALCO One Source capillary tbg unit & run ¼” 2204 
stainless steel tbg inside 3.5” ultra flush 
8.) MU & TIH w/Injection Mandrel, Shear Jt, XN nipple, 1 jt 2-3/8” tbg, 
CVR sleeve (w/ sleeve intact over holes) 
9.) MUPU & continue TIH under pressure thru hydrill w/ 2-3/8” tbg with 
capillary string banded to outside of tbg 

a. Land CVR sleeve @ 7,307’ +/- 
10.) PUMU modified tbg hanger & hook up ¼” capillary tbg to injection 
port 
11.) Land tbg 
12.) N/D bop N/U well head w/ isolation nipple between donut & B2 
adapter flange on bottom of tree 
13.) RU N2 foam unit & pump out bottom plug.  Continue foaming down 
tbg up backside for 2 hours to evacuate all liquids 
14.) Immediately MIRU SL unit, RIH & pull CVR sleeve (same day as 
foam unit evacuates the backside) 
15.) RU Nalco & displace capillary tbg with soap, pumping 10 gallons 
over string volume 
16.) RIH & set XN-plug 
17.) RDMOL flowing well up tbg to sales 

 

June 14, 2010

WORKOVER PROCEDURE
Peters Point Unit Federal 2-34D-12-16

CVR Installation Procedure "Change of lift system"

*lt is imperative that as little fluid as possible is pumped on this well while
performing this procedure.
3-1/2" Ultra Flush Est - 627'
2-3/8" EUE Est - 7,310'

1.) MIRU PU & bleed casing off thru flare
2.) NU BOP's
3.) MUPU 2-3/8" tbg & TlH to PBTD (Estimated @8,056', last known
PBTD).

a. Report depth to Chris Bairrington - BBC Denver 303-312-8511
4.) RU sand line & RIH to tag fluid. Report fluid level to BBC Denver

a. Fluid level will be used to determine final footage of entry point for
CVR system.

5.) TOOH wl 2-3/8" tbg
- Next steps may be altered with footages dependant on fluid level

depth found during tag.
6.) PUMU +/- 627' of 3.5" Ultraflush tubing(wl pump out plug insert),
change over to 2 3/8 tubing
7.) MIRU NALCO One Source capillary tbg unit & run ¼" 2204
stainless steel tbg inside 3.5" ultra flush
8.) MU & TlH w/Injection Mandrel, Shear Jt, XN nipple, 1 jt 2-3/8" tbg,
CVR sleeve (wl sleeve intact over holes)
9.) MUPU & continue TlH under pressure thru hydrill w/ 2-3/8" tbg with
capillary string banded to outside of tbg

a. Land CVR sleeve @7,307' +/-

10.) PUMU modified tbg hanger & hook up ¼" capillary tbg to injection
port
11.) Land tbg
12.) NID bop N/U well head wl isolation nipple between donut & B2
adapter flange on bottom of tree
13.) RU N2 foam unit & pump out bottom plug. Continue foaming down
tbg up backside for 2 hours to evacuate all liquids
14.) Immediately MIRU SL unit, RIH & pull CVR sleeve (same day as
foam unit evacuates the backside)
15.) RU Nalco & displace capillary tbg with soap, pumping 10 gallons
over string volume
16.) RIH & set XN-plug
17.) RDMOL flowing well up tbg to sales

RECEIVED June 14,



API Well No: 43007313200000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-08107 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 PETERS POINT 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 PPU FED 2-34D-12-16 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43007313200000

3. ADDRESS OF OPERATOR:  
 1099 18th Street Ste 2300 , Denver, CO, 80202 

9. FIELD and POOL or WILDCAT:
 PETER'S POINT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2455 FNL 1460 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 34 Township: 12.0S Range: 16.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

6/14/2010

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 This sundry is being submitted as notification that Bill Barrett Corporation will
move to this location to perform a workover in an attempt to enhance

production. The workover procedure is attached. If you have any questions or
need further information, please call me at 303-312-8134.

NAME (PLEASE PRINT)  
 Tracey Fallang

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 6/14/2010

PHONE NUMBER:
303 312-8164  Ext 

Workover-change in flow mechanism

 

PHONE NUMBER
303 312-8134

June 14, 2010

June 15, 2010

iPI Well No: 43007313200000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAs0E DOE7SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. PETERS POINT

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PPU FED 2-34D-12-16

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43007313200000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext PETER'S POINT

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: CARBON

2455 FNL 1460 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SENW Section: 34 Township: 12.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/14/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Workover-change in flot

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is being submitted as notification that Bill Barrett Corporation will
move to this location to perform a workover in an attempt to enhance Accepted by the

production. The workover procedure is attached. If you have any questions or Utah Division of
need further information, please call me at 303-312-8134. Oil, Gas and Mining

Date: Jun 1

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Tracey Fallang 303 312-8134 Regulatory Analyst

SIGNATURE DATE
N/A 6/14/2010

RECEIVED June 14,



WORKOVER PROCEDURE 
Peters Point Unit Federal 2-34D-12-16 

CVR Installation Procedure “Change of lift system” 
 
*It is imperative that as little fluid as possible is pumped on this well while 
performing this procedure. 
3-1/2” Ultra Flush Est – 627’ 
2-3/8” EUE Est – 7,310’ 
 

1.) MIRU PU & bleed casing off thru flare 
2.) NU BOP’s 
3.) MUPU 2-3/8” tbg & TIH to PBTD (Estimated @ 8,056’, last known 
PBTD). 

a. Report depth to Chris Bairrington – BBC Denver 303-312-8511 
4.) RU sand line & RIH to tag fluid.  Report fluid level to BBC Denver 

a. Fluid level will be used to determine final footage of entry point for 
CVR system. 

5.) TOOH w/ 2-3/8” tbg 
- Next steps may be altered with footages dependant on fluid level 

depth found during tag. 
6.) PUMU +/- 627’ of 3.5” Ultraflush tubing (w/ pump out plug insert), 
change over to 2 3/8 tubing 
7.) MIRU NALCO One Source capillary tbg unit & run ¼” 2204 
stainless steel tbg inside 3.5” ultra flush 
8.) MU & TIH w/Injection Mandrel, Shear Jt, XN nipple, 1 jt 2-3/8” tbg, 
CVR sleeve (w/ sleeve intact over holes) 
9.) MUPU & continue TIH under pressure thru hydrill w/ 2-3/8” tbg with 
capillary string banded to outside of tbg 

a. Land CVR sleeve @ 7,307’ +/- 
10.) PUMU modified tbg hanger & hook up ¼” capillary tbg to injection 
port 
11.) Land tbg 
12.) N/D bop N/U well head w/ isolation nipple between donut & B2 
adapter flange on bottom of tree 
13.) RU N2 foam unit & pump out bottom plug.  Continue foaming down 
tbg up backside for 2 hours to evacuate all liquids 
14.) Immediately MIRU SL unit, RIH & pull CVR sleeve (same day as 
foam unit evacuates the backside) 
15.) RU Nalco & displace capillary tbg with soap, pumping 10 gallons 
over string volume 
16.) RIH & set XN-plug 
17.) RDMOL flowing well up tbg to sales 

 

June 14, 2010

WORKOVER PROCEDURE
Peters Point Unit Federal 2-34D-12-16

CVR Installation Procedure "Change of lift system"

*lt is imperative that as little fluid as possible is pumped on this well while
performing this procedure.
3-1/2" Ultra Flush Est - 627'
2-3/8" EUE Est - 7,310'

1.) MIRU PU & bleed casing off thru flare
2.) NU BOP's
3.) MUPU 2-3/8" tbg & TlH to PBTD (Estimated @8,056', last known
PBTD).

a. Report depth to Chris Bairrington - BBC Denver 303-312-8511
4.) RU sand line & RIH to tag fluid. Report fluid level to BBC Denver

a. Fluid level will be used to determine final footage of entry point for
CVR system.

5.) TOOH wl 2-3/8" tbg
- Next steps may be altered with footages dependant on fluid level

depth found during tag.
6.) PUMU +/- 627' of 3.5" Ultraflush tubing(wl pump out plug insert),
change over to 2 3/8 tubing
7.) MIRU NALCO One Source capillary tbg unit & run ¼" 2204
stainless steel tbg inside 3.5" ultra flush
8.) MU & TlH w/Injection Mandrel, Shear Jt, XN nipple, 1 jt 2-3/8" tbg,
CVR sleeve (wl sleeve intact over holes)
9.) MUPU & continue TlH under pressure thru hydrill w/ 2-3/8" tbg with
capillary string banded to outside of tbg

a. Land CVR sleeve @7,307' +/-

10.) PUMU modified tbg hanger & hook up ¼" capillary tbg to injection
port
11.) Land tbg
12.) NID bop N/U well head wl isolation nipple between donut & B2
adapter flange on bottom of tree
13.) RU N2 foam unit & pump out bottom plug. Continue foaming down
tbg up backside for 2 hours to evacuate all liquids
14.) Immediately MIRU SL unit, RIH & pull CVR sleeve (same day as
foam unit evacuates the backside)
15.) RU Nalco & displace capillary tbg with soap, pumping 10 gallons
over string volume
16.) RIH & set XN-plug
17.) RDMOL flowing well up tbg to sales

RECEIVED June 14,



API Well No: 43007313200000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-08107 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 PETERS POINT 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 PPU FED 2-34D-12-16 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43007313200000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 PETER'S POINT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2455 FNL 1460 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 34 Township: 12.0S Range: 16.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

6/19/2010

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: Workover-change in flow mech

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 This sundry is being submitted to provide details of the workover completed in
an attempt to enhance production by changing out the lift system. Details of

the workover are attached.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Tracey Fallang 303 312-8134

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 8/4/2010

August 19, 2010

iPI Well No: 43007313200000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5.LEAs0E DOE7SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. PETERS POINT

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PPU FED 2-34D-12-16

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43007313200000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext PETER'S POINT

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: CARBON

2455 FNL 1460 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 34 Township: 12.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDat
of

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/19/2010 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

sPuD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Workover-change in flo

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is being submitted to provide details of the workover completed in
an attempt to enhance production by changing out the lift system. Details QAccepted by the

the workover are attached. Utah Division of
Oil, Gas and Mining

FOR RECpggy,@LY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Tracey Fallang 303 312-8134 Regulatory Analyst

SIGNATURE DATE
N/A



Page 1/1 Report Printed:  6/28/2010www.peloton.com

Well Summary Report

Peter's Point #2-34D-12-16  6/17/2010 00:00 -  6/18/2010 06:00
API/UWI

43-007-31320
State/Province

UT
County

Carbon
Field Name

West Tavaputs
Well Status

Released for Work
Total Depth (ftKB) Primary Job Type

Reconfigure 
Tubing/Components

Time Log Summary

Safety meeting - 0.5, MIRU Nabors Workover unit - 1, MIRU Delsco slickline unit RIH with wt. bar, tag @8020' POOH w/ wt. bar pick up parifin cutter RIH cut 
parifin and pump from 3800' to 5000'  clean out to TD POOH RDMO. - 2, ND tree NU BOP's unland hanger - 1, POOH w/ tubing - 4, Pick up 18 jts of 3-1/2'' ultra 
flush w/ crouse plug,x-over 2' pup,disconect, 1jt. SIFN - 2, Flowback well to sales - 13.5

Peter's Point #2-34D-12-16  6/18/2010 06:00 -  6/19/2010 06:00
API/UWI

43-007-31320
State/Province

UT
County

Carbon
Field Name

West Tavaputs
Well Status

Released for Work
Total Depth (ftKB) Primary Job Type

Reconfigure 
Tubing/Components

Time Log Summary

Safety meeting - 0.5, MIRU Nalco One Source RIH w/1/4'' cap string inside 3-1/2'' ultra flust to 570' - 1, Pick up CVR and BHA RIH w/ 1/4'' cap string banded to 
outside of 2-3/8'' tubing - 4, Land as Followed:

KB 18'
Hanger .80'
225 joints- 2 3/8' 4.7 lb/ft.tubing 7288.03'
CVR Tool 4.60'--3.00" OD-----                  7306.83'
1 Joint- 2 3/8' 4.7 lb/ft. 32.62'
XN-Nipple 1.27'---                 7343.83'
Injection Mandral 1.89'
Disconect       0.65'---      2.625" OD--2'' ID
Pup Joint- 2 3/8' 4.7 lb/ft. 2.32'---      2.375 OD
X-Over             . 0..80'---     3.5' OD-- 2" ID
18 joints -3 1/2" UF 9.3 lb/ft. tubing 580.09'
Pump off sub on bott.- 8025'                  0.65' --    3.5" OD -- 3" ID                

EOT--7930.90' - 1, RU Fat Dog Foam uint  pump off Crouse plug and blow well around ,RDMO workover unit. - 1.5, RU Delsco slickline uint RIH pull CVR sleeve, 
RIH set tubing plug in XN-nipple RDMO - 2, Flowback to sales - 14

August 04, 2010August 04, 2010

Bill Barrett Corporation
Well Summary Report

Peter's Point #2-34D-12-16 6/17/2010 00:00 - 6/18/2010 06:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-007-31320 UT Carbon West Tavaputs Released for Work Reconfigure

Tubing/Components
Time Log Summary
Safety meeting -0.5, MIRU Nabors Workover unit - 1, MIRU Delsco slickline unit RIH with wt. bar, tag @8020'POOH w/wt. bar pick up parifin cutter RIH cut
parifin and pump from 3800' to 5000' clean out to TD POOH RDMO. - 2, ND tree NU BOP's unland hanger - 1, POOH wl tubing - 4, Pick up 18 jts of 3-1/2" ultra
flush w/ crouse plug,x-over 2' pup,disconect, 1jt. SIFN - 2, Flowback well to sales - 13.5

Peter's Point #2-34D-12-16 6/18/2010 06:00 - 6/19/2010 06:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-007-31320 UT Carbon West Tavaputs Released for Work Reconfigure

Tubing/Components
Time Log Summary
Safety meeting - 0.5, MIRU Nalco One Source RIH w/1/4" cap string inside 3-1/2" ultra flust to 570'- 1, Pick up CVR and BHA RIH w/ 1/4" cap string banded to
outside of 2-3/8" tubing - 4, Land as Followed:

KB 18'
Hanger .80'

225 joints- 2 3/8' 4.7 lb/ft.tubing 7288.03'
CVR Tool 4.60'--3.00" OD----- 7306.83'
1 Joint- 2 3/8' 4.7 lb/ft. 32.62'
XN-Nipple 1.27'--- 7343.83'
Injection Mandral 1.89'
Disconect 0.65'--- 2.625" OD--2" ID
Pup Joint- 2 3/8' 4.7 lb/ft. 2.32'--- 2.375 OD
X-Over

.

0..80'--- 3.5' OD-- 2" ID
18 joints -3 1/2" UF 9.3 lb/ft. tubing 580.09'
Pump off sub on bott.- 8025' 0.65'-- 3.5" OD -- 3" ID

EOT--7930.90'- 1, RU Fat Dog Foam uint pump off Crouse plug and blow well around ,RDMO workover unit. - 1.5, RU Delsco slickline uint RIH pull CVR sleeve,
RIH set tubing plug in XN-nipple RDMO - 2, Flowback to sales - 14

www.peloton.com Page 1/1 Report Printed: 6/28/2010
RECEIVED August 01,



API Well No: 43007313200000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-08107 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 PETERS POINT 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 PPU FED 2-34D-12-16 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43007313200000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 PETERS POINT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2455 FNL 1460 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 34 Township: 12.0S Range: 16.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

1/15/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 BBC plans to shut in this well while we drill the proposed new wells on the
same pad (6-34D) due to limited space needed for the drilling process. Well is
to be shut in from 1/15/11 to approximately 5/31/11. A subsequent report will
be submitted when this well returns to production. Please contact Brady Riley

at 303-312-8115 with questions.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 1/12/2011

January 12, 2011

01/20/2011

iPI Well No: 43007313200000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5.LEAs0E DOE7SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. PETERS POINT

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PPU FED 2-34D-12-16

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43007313200000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext PETERS POINT

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: CARBON

2455 FNL 1460 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 34 Township: 12.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

1/15/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

O SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

BBC plans to shut in this well while we drill the proposed new wells on the
same pad (6-34D) due to limited space needed for the drilling process. Well is Accepted by the
to be shut in from 1/15/11 to approximately 5/31/11. A subsequent report will Utah Division of
be submitted when this well returns to production. Please contact Brady Riley Oil, Gas and Mining

at 303-312-8115 with questions.
Date: 01/20/2 1

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady RileY 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 1/12/2011

RECEIVED January 12,



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-08107 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 PETERS POINT 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 PPU FED 2-34D-12-16 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43007313200000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 PETERS POINT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2455 FNL 1460 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 34 Township: 12.0S Range: 16.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

6/19/2011

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 This sundry is to report that this well has returned to production as of
6/19/2011 following a shut in period due to other drilling operations taking

place on the pad.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 6/23/2011

06/23/2011

Jun. 23, 2011

Sundry Number: 16147 API Well Number: 43007313200000Sundry Number: 16147 API Well Number: 43007313200000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEASOE DOE75IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. PETERS POINT

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PPU FED 2-34D-12-16

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43007313200000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext PETERS POINT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: CARBON

2455 FNL 1460 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 34 Township: 12.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/19/2011 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is to report that this well has returned to production as of
6/19/2011 following a shut in period due to other drilling operations taking

place on the pad. Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady RileY 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 6/23/2011

RECEIVED Jun. 23,



Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET (for state use only) CDW

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 1/1/2014

FROM: (Old operator): TO: ( New Operator):
N2165-Bill Barrett Corporation N4040-EnerVest Operating, LLC
1099 18th Street, Suite 230 1001 Fannin Street, Suite 800
Denver, CO 80202 Houston, TX 77002

Phone: 1 (303) 312-8134 Phone: 1 (713) 659-3500

CA No. Unit: Peter Point
WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL

NO TYPE STATUS
See Attached List

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 1/7/2014

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 1/7/2014
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 1/28/2014
4a. Is the new operator registered in the State of Utah: Business Number: 8850806-0161
5a. (R649-9-2)Waste Management Plan has been received on: Not Yet
5b. Inspections of LA PA state/fee well sites complete on: Yes
5c. Reports current for Production/Disposition & Sundries on: 1/24/2014
6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM Not Yet BIA N/A

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: Not Yet

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: N/A

9. Underground Injection Control ("UIC") Division has approved UIC Form 5 Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: Yes

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 1/28/2014
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 1/28/2014
3. Bond information entered in RBDMS on: 1/28/2014
4. Fee/State wells attached to bond in RBDMS on: 1/28/2014
5. Injection Projects to new operator in RBDMS on: 1/28/2014
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 1/7/2014
7. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 1/7/2014

BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: RLB7886
2. Indian well(s) covered by Bond Number: RLB7886
3a. (R649-3-1) The NEW operator of any state/fee well(s) listed covered by Bond Number BOO8371

3b. The FORMER operator has requested a release of liability from their bond on: N/A

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 1/28/2014
COMMENTS:

EnerVest Operating, LLC-Peter Point Unit.xls



Bill Barrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014

Peter Point Unit
Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PPU FED ll-34D-12-16 34 120S 160E 4300731465 Federal Federal GW APD
PPU FED 10-34D-12-16 34 120S 160E 4300731469 Federal Federal GW APD
PETERS POINT UF 15X-36D-12-16 36 120S 160E 4300750178 Federal \Federal GW APD
PETERS POINT UF 10-lD-13-16 36 120S 160E 4300750182 Federal Federal GW APD
PETERS POINT UF 9-lD-13-16 36 120S 160E 4300750183 Federal Federal GW APD
PPU FED 9-34D-12-16 34 120S 160E 4300731430 17225 Federal Federal GW OPS
PPU FED 15-35D-12-16 35 120S 160E 4300731475 2470 Federal Federal GW OPS
PETERS POINT U FED 12A-6D-13-17 31 120S 170E 4300750034 2470 Federal Federal GW OPS
PETERS POINT U FED l lA-31D-12-17 31 120S 170E 4300750036 2470 Federal Federal GW OPS
PETERS POINT U FED 9-6D-13-17 6 130S 170E 4300750120 2470 Federal Federal GW OPS
PETERS POINT U FED 14-6D-13-17 6 130S 170E 4300750121 2470 Federal Federal GW OPS
PETERS POINT U FED 15-6D-13-17 6 130S 170E 4300750122 2470 Federal Federal GW OPS
PETERS POINT UF 2-7D-13-17 6 130S 170E 4300750149 2470 Federal Federal GW OPS
PETERS POINT UF 1-7D-13-17 6 130S 170E 4300750150 2470 Federal Federal GW OPS
PETERS POINT U FED 36-2 36 120S 160E 4300730761 2470 Federal Federal GW P
PETERS POINT U FED 36-3 36 120S 160E 4300730762 2470 Federal Federal GW P
PETERS POINT U FED 36-4 36 120S 160E 4300730763 2470 Federal Federal GW P
PETERS POINT U FED 14-25D-12-16 36 120S 160E 4300730764 2470 Federal Federal GW P
PETERS POINT U FED 4-31D-12-17 36 120S 160E 4300730810 2470 Federal Federal GW P
PETERS POINT U FED 16-26D-12-16 36 120S 160E 4300730812 2470 Federal Federal GW P
PETERS POINT U FED 6-7D-13-17 6 130S 170E 4300730859 14692 Federal Federal GW P
PETERS POINT U FED 16-35 35 120S 160E 4300730965 2470 Federal Federal GW P
PETERS POINT U FED 11-6-13-17 6 130S 170E 4300730982 2470 Federal Federal GW P
PETERS POINT U FED 16-6D-13-17 6 130S 170E 4300731004 2470 Federal Federal GW P
PETERS POINT U FED 16-31D-12-17 6 130S 170E 4300731005 2470 Federal Federal GW P
PETERS POINT U FED 12-31D-12-17 36 120S 160E 4300731009 2470 Federal Federal GW P
PETERS POINT U FED 2-36D-12-16 36 120S 160E 4300731010 2470 Federal Federal GW P
PETERS POINT U FED 9-36-12-16 36 120S 160E 4300731011 2470 Federal Federal GW P
PETERS POINT U FED 8-35D-12-16 36 120S 160E 4300731024 2470 Federal Federal GW P
PETERS POINT U FED 4-12D-13-16 2 130S 160E 4300731049 14692 Federal State GW P
PETERS POINT U FED 2-12D-13-16 6 130S 170E 4300731158 14692 Federal Federal GW P
PETERS POINT U FED 10-36D-12-16 36 120S 160E 4300731174 2470 Federal Federal GW
PETERS POINT U FED 12-36D-12-16 36 120S 160E 4300731175 2470 Federal Federal GW P
PPU FED 15-6D-13-17 6 130S 170E 4300731261 16103 Federal Federal GW P
PP UF 3-36-12-16 36 120S 160E 4300731271 2470 Federal Federal GW P
PP UF 6-36-12-16 36 120S 160E 4300731272 2470 Federal Federal GW P
PPU FED 6-35D-12-16 35 120S 160E 4300731275 2470 Federal Federal GW P
PPU FED 8-34-12-16 34 120S 160E 4300731279 2470 Federal Federal GW P
PPU FED 6-34D-12-16 34 120S 160E 4300731281 2470 Federal Federal GW P
PPU FED 7-lD-13-16 ULTRA DEEP 6 130S 170E 4300731293 14692 Federal Federal GW P
PPU FED 16-27-12-16 27 120S 160E 4300731318 2470 Federal Federal GW P
PPU FED 10-27D-12-16 27 120S 160E 4300731319 2470 Federal Federal GW P
PPU FED 2-34D-12-16 34 120S 160E 4300731320 2470 Federal Federal GW P
PPU FED 2-7D-13-17 DEEP 6 130S 170E 4300731326 14692 Federal Federal GW P
PPU FED 2-35D-12-16 35 120S 160E 4300731345 2470 Federal Federal GW P
PPU FED 7-35D-12-16 35 120S 160E 4300731346 2470 Federal Federal GW P
PPU FED 4-35D-12-16 35 120S 160E 4300731347 2470 Federal Federal GW P
PPU FED 7-36D-l2-16 36 120S 160E 4300731348 2470 Federal Federal GW P
PPU FED ll-36D-12-16 36 120S 160E 4300731349 2470 Federal Federal GW P
PPU FED 15-25D-12-16 36 120S 160E 4300731351 2470 Federal Federal GW P
PPU FED 13-25D-12-16 36 120S 160E 4300731352 2470 Federal Federal GW P
PPU FED 4-36D-12-16 36 120S 160E 4300731353 2470 Federal Federal GW P
PPU FED l-35D-12-16 35 120S 160E 4300731365 2470 Federal Federal GW
PPU FED 13-26D-12-16 26 120S 160E 4300731403 2470 Federal Federal GW P
PPU FED 15-26D-l2-16 26 120S 160E 4300731404 2470 Federal Federal GW P
PPU FED 3-35D-12-16 26 120S 160E 4300731405 2470 Federal Federal GW P



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014

Peter Point Unit
Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PPU FED 10-26D-12-16 26 120S 160E 4300731406 2470 Federal Federal GW P
PPU FED ll-26D-12-16 26 120S 160E 4300731407 2470 Federal Federal GW P
PPU FED 12-26D-12-16 26 120S 160E 4300731408 2470 Federal Federal GW P
PPU FED ll-27D-12-16 27 120S 160E 4300731409 2470 Federal Federal GW P
PPU FED 15-27D-12-16 27 120S 160E 4300731410 2470 Federal Federal GW P
PPU FED 9-27D-12-16 27 120S 160E 4300731411 2470 Federal Federal GW P
PPU FED 1-34D-12-16 34 120S 160E 4300731427 2470 Federal Federal GW P
PPU FED 7-34D-12-16 34 120S 160E 4300731428 2470 Federal Federal GW P
PPU FED 5-35D-12-16 34 120S 160E 4300731429 2470 Federal Federal GW P
PPU FED 3-34D-12-16 34 120S 160E 4300731466 2470 Federal Federal GW P
PPU FED 5-34D-12-16 34 120S 160E 00731467 2470 Federal Federal GW P
PPU FED 4-34D-12-16 34 120S 160E 4300731468 2470 Federal Federal GW P
PPU FED 10-35D-12-16 35 120S 160E 4300731474 2470 Federal Federal _ GW P
PPU FED 9-35D-12-16 35 120S 160E 4300731476 2470 Federal Federal GW P
PETERS POINT U FED 9-26D-12-16 25 120S 160E 4300750021 2470 Federal Federal GW P
PETERS POINT U FED ll-25D-12-16 25 120S 160E 4300750022 2470 Federal Federal GW P
PETERS POINT U FED 10-31D-12-17 31 120S 170E 4300750023 2470 Federal Federal GW P
PETERS POINT U FED ll-31D-12-17 31 120S 170E 4300750024 2470 Federal Federal GW P
PETERS POINT U FED 13A-31D-12-17 31 120S 170E 4300750025 2470 Federal Federal GW P
PETERS POINT U FED 13-31D-12-17 31 120S 170E 4300750026 2470 Federal Federal GW P
PETERS POINT U FED 14-31D-12-17 31 120S 170E 4300750027 2470 Federal Federal GW P
PETERS POINT U FED 14A-31D-12-17 31 120S 170E 4300750028 2470 Federal Federal GW P
PETERS POINT U FED 12-25D-12-16 25 120S 160E 4300750029 2470 Federal Federal GW P
PETERS POINT U FED 12-6D-13-17 31 120S 170E 00750033 2470 Federal Federal GW P
PETERS POINT U FED 10-25D-12-16 25 120S 160E 4300750035 2470 Federal Federal GW P
PETERS POINT U FED 13-36D-12-16 36 120S 160E 4300750037 2470 Federal Federal GW P
PETERS POINT U FED 15-36D-12-16 36 120S 160E 4300750038 2470 Federal Federal GW P
PETERS POINT U FED ll-lD-13-16 36 120S 160E 0750039 2470 Federal Federal GW P
PETERS POINT U FED 12-lD-13-16 36 120S 160E 4300750040 2470 Federal Federal GW P
PETERS POINT U FED 3A-34D-12-16 27 120S 160E 4300750063 2470 Federal Federal GW P
PETERS POINT U FED 4A-34D-12-16 27 120S 160E 4300750064 2470 Federal Federal GW P
PETERS POINT U FED 12-27D-12-16 27 120S 160E 4300750065 2470 Federal Federal GW P
PETERS POINT U FED 13-27D-12-16 27 120S 160E 4300750066 2470 Federal Federal GW P
PETERS POINT U FED 13A-27D-12-16 27 120S 160E 4300750067 2470 Federal Federal GW P
PETERS POINT U FED 14A-27D-12-16 27 120S 160E 4300750069 2470 Federal Federal
PETERS POINT U FED 5-31D-12-17 36 120S 160E 4300750109 2470 Federal Federal GW P
PETERS POINT U FED 6-31D-12-17 36 120S 160E 4300750116 2470 Federal Federal GW P
PETERS POINT U FED 9X-36D-12-16 36 120S 160E 4300750117 2470 Federal Federal GW P
PETERS POINT U FED l-36D-12-16 36 120S 160E 4300750118 2470 Federal Federal GW P
PETERS POINT U FED 10-6D-13-17 6 130S 170E 4300750119 2470 Federal Federal GW P
PETERS POINT U FED 15-31D-12-17 6 130S 170E 4300750123 2470 Federal Federal GW P
PETERS POINT UF 12-5D-13-17 6 130S 170E 4300750151 2470 Federal Federal GW P
PETERS POINT UF 13-5D-13-17 6 130S 170E 4300750152 2470 Federal Federal GW P
PETERS POINT UF 13-30D-12-17 30 120S 170E 4300750153 18347 Federal Federal GW P
PETERS POINT UF 14-30D-12-17 30 120S 170E 4300750154 18350 Federal Federal GW P
PETERS POINT UF 12-30D-12-17 30 120S 170E 4300750155 18346 Federal Federal GW P
PETERS POINT UF ll-30D-12-17 30 120S 170E 4300750156 18348 Federal Federal GW P
PETERS POINT UF 3-31D-12-17 30 120S 170E 4300750157 2470 Federal Federal GW P
PETERS POINT UF 2-31D-12-17 30 120S 170E ®0750158 18349 Federal Federal GW P
PETERS POINT UF 16-25D-12-16 30 120S 170E 4300750159 2470 Federal Federal GW P
PETERS POINT UF 9-25D-l2-16 30 120S 170E 4300750160 2470 Federal Federal GW P
PETERS POINT UF 7X-36D-12-16 36 120S 160E 4300750231 2470 Federal Federal GW P
PETERS POINT UF 8-36D-12-16 36 120S 160E 4300750232 2470 Federal Federal_ P
PPU FED 14-26D-12-16 26 120S 160E 4300731277 2470 Federal Federal GW S
PPU FED 5-36D-12-16 36 120S 160E 4300731350 2470 Federal Federal GW S



STATEOFUTAH FORM9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

(see attached well list)
6. IF INDIAN,ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNIT or CA AGREEMENT NAME:

Do not use this form for proposals to drill new we!Is, significantly deepen existing wells below current bottom-ho1e depth, reenter plugged wells, orto
drill horizontal laterals. Use APPLICAT10N FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
OIL WELL GAS WELL O OTHER (see attached well list)

2.NAMEOFOPERATOR: 9.APINUMBER:

ENERVEST OPERATING, LLC
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1001 FANNIN,ST. STE 800 CITY HOUSTON STATE TX zi,77002 (713) 659-3500

4. LOCATIONOF WELL

FOOTAGESATSURFACE: (See attached well list) COUNTY:

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERID1AN: STATE:
UTAH

it CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

1/1/2014 CHANGETO PREVOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of workcompletion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ENERVEST OPERATING, LLC IS SUBMITTINGTHIS SUNDRY AS NOTIFICATIONTHATTHE WELLS LISTED ON THE
ATTACHED LIST HAVE BEEN SOLD TO ENERVEST OPERATING, LLC BY BILLBILLBARRETT CORPORATION
EFFECTIVE 1/1/2014. PLEASE REFER ALL FUTURE CORRESPONDENCE TO THE ADDRESS BELOW.

EnerVest Operating, L.L.C.
1001 Fannin, Suite 800
Houston, Texas 77002
ÏËM659 D004TL S 92PG , STATE/FEE BOND # DSB / )

BILL BARRETT CORPORATION ENERVEST OPERATING, LLC

a- AVA AME (PLEASE PRINT) (sta 1, i t.N½z NAME (PLEASE PRINT)

SIGNATURE y, i SIGNATURE
Senior Vice President - DIRECTOR - REGULATO
EH&S, Governmentand Regulatory Affairs L.

RONNIE YOUNG DIRECTOR - REGULATORY
sNAME(PLREEAS TD

T 12/10/2013

(ThisspaceforStateuseoAPP ROVED RECEIVED

JAN28 201 JAN0 7 20M
(5/2000) eelnstructionsonReverseSide) DIV.OF OIL,GAS&



UDOGM CHANGE OF OPERATOR WELL LIST

Well Name Sec TWN RNG API Number Entity Lease Well Type Well Status Unit

JACK CANYON UNIT 8-32 32 120S 160E 4300730460 15167 State WI A

JACK CYN U ST 14-32 32 120S 160E 4300730913 15166 State WD A

PRICKLY PEAR U FED 12-24 24 120S 140E 4300730953 14467 Federal WD A

PPU FED ll-23D-12-15 23 120S 150E 4300731440 Federal GW APD PRICKLY PEAR

PPU FED 4-26D-12-15 23 120S 150E 4300731441 Federal GW APD PRICKLY PEAR

PPU FED 14-23D-12-15 23 120S 150E 4300731442 Federal GW APD PRICKLY PEAR

PPU FED 12-23D-12-15 23 120S 150E 4300731443 Federal GW APD PRICKLY PEAR

PPU FED ll-34D-12-16 34 120S 160E 4300731465 Federal GW APD PETERS POINT

PPU FED 10-34D-12-16 34 120S 160E 4300731469 Federal GW APD PETERS POINT

HORSE BENCH FED 4-27D-12-16 27 120S 160E 4300750092 Federal GW APD

HORSE BENCH FED 5-27D-12-16 27 120S 160E 4300750093 Federal GW APD

PRICKLY PEAR U FED 12-7D-12-15 07 120S 150E 4300750094 Federal GW APD PRICKLY PEAR

PRICKLY PEAR U FED 11-7D-12-15 07 120S 150E 4300750095 Federal GW APD PRICKLY PEAR

PRICKLY PEAR U FED 13-7D-12-15 07 120S 150E 4300750096 Federal GW APD PRICKLY PEAR

PRICKLY PEAR U FED 14-7D-12-15 07 120S 150E 4300750097 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-8D-12-15 08 120S 150E 4300750124 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-8D-12-15 08 120S 150E 4300750125 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-8D-12-15 08 120S 150E 4300750126 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14-8D-12-15 08 120S 150E 4300750127 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-21D-12-15 21 120S 150E 4300750128 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-21D-12-15 21 120S 150E 4300750129 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-21D-12-15 21 120S 150E 4300750130 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-21D-12-15 21 120S 150E 4300750131 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-21D-12-15 21 120S 150E 4300750132 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15X-21D-12-15 21 120S 150E 4300750133 Federal . GW APD PRICKLY PEAR

PRICKLY PEAR UF 16-21D-12-15 21 120S 150E 4300750134 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-21D-12-15 21 120S 150E 4300750135 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-22D-12-15 21 120S 150E 4300750148 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF lA-27D-12-15 22 120S 150E 4300750161 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2A-27D-12-15 22 120S 150E 4300750162 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3A-27D-12-15 22 120S 150E 4300750163 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-22D-12-15 22 120S 150E 4300750164 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-22D-12-15 22 120S 150E 4300750165 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-22D-12-15 22 120S 150E 4300750166 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-22D-12-15 22 120S 150E 4300750167 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-22D-12-15 22 120S 150E 4300750168 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-22D-12-15 22 120S 150E 4300750169 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-22D-12-15 22 120S 150E 4300750170 Federal GW APD PRICKLY PEAR

PETERS POINT UF 15X-36D-12-16 36 120S 160E 4300750178 Federal GW APD PETERS POINT

PRICKLY PEAR UF 15A-15D-12-15 15 120S 150E 4300750180 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 11B-15D-12-15 15 120S 150E 4300750181 Federal GW APD PRICKLY PEAR

PETERS POINT UF 10-1D-13-16 36 120S 160E 4300750182 Federal GW APD PETERS POINT

PETERS POINT UF 9-1D-13-16 36 120S 160E 4300750183 Federal GW APD PETERS POINT

PRICKLY PEAR UF 16A-15D-12-15 15 120S 150E 4300750184 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3A-18D-12-15 07 120S 150E 4300750185 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4A-18D-12-15 07 120S 150E 4300750186 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-7D-12-15 07 120S 150E 4300750187 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-18D-12-15 07 120S 150E 4300750188 Federal GW APD PRICKLY PEAR
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PRICKLY PEAR UF 12A-7D-12-15 07 120S 150E 4300750189 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 13A-7D-12-15 07 120S 150E 4300750190 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-7D-12-15 07 120S 150E 4300750191 Federal GW APD PRICKLY PEAR
PRICKLY PEAR FEDERAL 1-12D-12-14 12 120S 140E 4300750205 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-12D-12-14 12 120S 140E 4300750206 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7-12D-12-14 12 120S 140E 4300750207 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-12D-12-14 12 120S 140E 4300750208 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8-12D-12-14 12 120S 140E 4300750209 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 4-7D-12-15 12 120S 140E 4300750210 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 5-7D-12-15 12 120S 140E 4300750211 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8A-12D-12-14 12 120S 140E 4300750212 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 5A-7D-12-15 12 120S 140E 4300750213 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7-14D-12-15 14 120S 150E 4300750214 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7A-14D-12-15 14 120S 150E 4300750215 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9-14D-12-15 14 120S 150E 4300750217 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9A-14D-12-15 14 120S 150E 4300750218 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10-14D-12-15 14 120S 150E 4300750219 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-14D-12-15 14 120S 150E 4300750220 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-14D-12-15 14 120S 150E 4300750222 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16-14D-12-15 14 120S 150E 4300750223 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-14D-12-15 14 120S 150E 4300750224 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF lA-18D-12-15 07 120S 150E 4300750225 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2A-18D-12-15 07 120S 150E 4300750226 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9A-7D-12-15 07 120S 150E 4300750227 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-7D-12-15 07 120S 150E 4300750228 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-7D-12-15 07 120S 150E 4300750229 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-7D-12-15 07 120S 150E 4300750230 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9A-12D-12-14 12 120S 140E 4300750233 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-12D-12-14 12 120S 140E 4300750234 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-12D-12-14 12 120S 140E 4300750235 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 12A-8D-12-15 08 120S 150E 4300750236 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-12D-12-14 12 120S 140E 4300750237 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF llA-8D-12-15 08 120S 150E 4300750238 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 13A-8D-12-15 08 120S 150E 4300750239 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 14A-8D-12-15 08 120S 150E 4300750240 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 5A-8D-12-15 08 120S 150E 4300750260 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 6A-8D-12-15 08 120S 150E 4300750261 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-8D-12-15 08 120S 150E 4300750262 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 3-8D-12-15 08 120S 150E 4300750263 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-8D-12-15 08 120S 150E 4300750264 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7A-8D-12-15 08 120S 150E 4300750265 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7-8D-12-15 08 120S 150E 4300750266 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5-8D-12-15 08 120S 150E 4300750267 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 6-8D-12-15 08 120S 150E 4300750268 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-8D-12-15 08 120S 150E 4300750269 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9A-8D-12-15 08 120S 150E 4300750270 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8-8D-12-15 08 120S 150E 4300750271 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 1-8D-12-15 08 120S 150E 4300750272 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8A-8D-12-15 08 120S 150E 4300750273 Federal GW APD PRICKLY PEAR
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PRICKLY PEAR UF 5-9D-12-15 09 120S 150E 4300750274 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-9D-12-15 09 120S 150E 4300750275 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-9D-12-15 09 120S 150E 4300750276 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-9D-12-15 09 120S 150E 4300750277 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-9D-12-15 09 120S 150E 4300750278 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-9D-12-15 09 120S 150E 4300750279 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-9D-12-15 09 120S 150E 4300750280 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-9D-12-15 09 120S 150E 4300750281 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-9D-12-15 09 120S 150E 4300750282 Federal GW APD PRICKLY PEAR

PRICKLY PEAR US 1X-16D-12-15 10 120S 150E 4300750283 State GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-15D-12-15 10 120S 150E 4300750284 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-15D-12-15 10 120S 150E 4300750285 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-15D-13-15 10 120S 150E 4300750286 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-10D-12-15 15 120S 150E 4300750287 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-10D-12-15 10 120S 150E 4300750288 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15-10D-12-15 15 120S 150E 4300750289 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-10D-12-15 15 120S 150E 4300750290 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-10D-12-15 15 120S 150E 4300750291 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-10D-12-15 10 120S 150E 4300750292 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-10D-12-15 15 120S 150E 4300750293 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16-10D-12-15 15 120S 150E 4300750294 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-11D-12-15 15 120S 150E 4300750295 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-llD-12-15 15 120S 150E 4300750296 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-11D-12-15 15 120S 150E 4300750297 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-10D-12-15 10 120S 150E 4300750298 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-10D-12-15 10 120S 150E 4300750299 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-10D-12-15 10 120S 150E 4300750300 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3A-15D-12-15 10 120S 150E 4300750301 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-14D-12-15 14 120S 150E 4300750302 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-15D-12-15 10 120S 150E 4300750303 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4A-15D-12-15 10 120S 150E 4300750304 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14-10D-12-15 10 120S 150E 4300750305 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-17D-12-15 17 120S 150E 4300750306 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-17D-12-15 17 120S 150E 4300750307 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-17D-12-15 17 120S 150E 4300750308 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-7D-12-15 07 120S 150E 4300750309 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-17D-12-15 17 120S 150E 4300750310 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-7D-12-15 07 120S 150E 4300750311 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-17D-12-15 17 120S 150E 4300750312 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-7D-12-15 07 120S 150E 4300750313 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-7D-12-15 07 120S 150E 4300750314 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-7D-12-15 07 120S 150E 4300750315 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6X-17D-12-15 17 120S 150E 4300750316 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-17D-12-15 17 120S 150E 4300750317 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15B-17D-12-15 17 120S 150E 4300750318 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-20D-12-15 20 120S 150E 4300750319 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-7D-12-15 07 120S 150E 4300750320 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-20D-12-15 20 120S 150E 4300750321 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-20D-12-15 20 120S 150E 4300750322 Federal GW APD PRICKLY PEAR
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PRICKLY PEAR UF 10A-20D-12-15 20 120S 150E 4300750323 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10-20D-12-15 20 120S 150E 4300750324 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-7D-12-15 07 120S 150E 4300750325 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 14A-20D-12-15 20 120S 150E 4300750326 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-20D-l2-15 20 120S 150E 4300750327 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-20D-12-15 20 120S 150E 4300750328 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8-7D-12-15 07 120S 150E 4300750329 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15-20D-12-15 20 120S 150E 4300750330 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7-7D-12-15 07 120S 150E 4300750331 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 6-10D-12-15 09 120S 150E 4300750332 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 5A-10D-12-15 09 120S 150E 4300750333 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF llA-10D-12-15 09 120S 150E 4300750334 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 6A-10D-12-15 09 120S 150E 4300750335 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 5-10D-12-15 09 120S 150E 4300750336 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 12A-10D-12-15 09 120S 150E 4300750338 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 3-10D-12-15 09 120S 150E 4300750339 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 4-10D-12-15 09 120S 150E 4300750340 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-9D-12-15 09 120S 150E 4300750341 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8A-9D-12-15 09 120S 150E 4300750342 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7A-9D-12-15 09 120S 150E 4300750343 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7-9D-12-15 09 120S 150E 4300750344 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 1-9D-12-15 09 120S 150E 4300750345 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-9D-12-15 09 120S 150E 4300750346 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 1-24D-12-1 24 120S 150E 4300750348 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9-13D-12-15 13 120S 150E 4300750349 Federal GW APD PRICKLY PEAR
HORSE BENCH FED 4-20D-12-17 19 120S 170E 4300750350 Federal GW APD
Horse Bench Federal 16-18D-12-17 19 120S 170E 4300750351 Federal GW APD

PPU FED 9-34D-12-16 34 120S 160E 4300731430 17225 Federal GW OPS PETERS POINT
PPU FED 15-35D-12-16 35 120S 160E 4300731475 2470 Federal GW OPS PETERS POINT
PETERS POINT U FED 12A-6D-13-17 31 120S 170E 4300750034 2470 Federal GW OPS PETERS POINT
PETERS POINT U FED llA-31D-12-17 31 120S 170E 4300750036 2470 Federal GW OPS PETERS POINT
PRICKLY PEAR U FED 7-21D-12-15 21 120S 150E 4300750055 14794 Federal GW OPS PRICKLY PEAR
PETERS POINT U FED 9-6D-13-17 06 130S 170E 4300750120 2470 Federal GW OPS PETERS POINT
PETERS POINT U FED 14-6D-13-17 06 130S 170E 4300750121 2470 Federal GW OPS PETERS POINT
PETERS POINT U FED 15-6D-13-17 06 130S 170E 4300750122 2470 Federal GW OPS PETERS POINT
PETERS POINT UF 2-7D-13-17 06 130S 170E 4300750149 2470 Federal GW OPS PETERS POINT

PETERS POINT UF 1-7D-13-17 06 130S 170E 4300750150 2470 Federal GW OPS PETERS POINT
PRICKLY PEAR US lA-16D-12-15 09 120S 150E 4300750192 14794 State GW OPS PRICKLY PEAR
PRICKLY PEAR US 2A-16D-12-15 09 120S 150E 4300750193 14794 State GW OPS PRICKLY PEAR
PRICKLY PEAR US 2-16D-12-15 09 120S 150E 4300750194 14794 State GW OPS PRICKLY PEAR
PRICKLY PEAR UF 9A-9D-12-15 09 120S 150E 4300750196 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 10-9D-12-15 09 120S 150E 4300750197 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 10A-9D-12-15 09 120S 150E 4300750198 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 14-9D-12-15 09 120S 150E 4300750199 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 14A-9D-12-15 09 120S 150E 4300750200 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 15-9D-12-15 09 120S 150E 4300750201 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 15A-9D-12-15 09 120S 150E 4300750203 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 16A-9D-12-15 09 120S 150E 4300750204 14794 Federal GW OPS PRICKLY PEAR
SHARPLES I GOVT PICKRELL 11 120S 150E 4300716045 7030 Federal GW P
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STONE CABIN UNIT 1 13 120S 140E 4300716542 12052 Federal GW P

STONE CABIN FED 1-11 11 120S 140E 4300730014 6046 Federal GW P

STONE CABIN FED 2-B-27 27 120S 150E 4300730018 14794 Federal GW P PRICKLY PEAR

JACK CANYON 101-A 33 120S 160E 4300730049 2455 Federal GW P

PETERS POINT ST 2-2-13-16 02 130S 160E 4300730521 14387 State GW P

PRICKLY PEAR ST 16-15 16 120S 150E 4300730522 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 36-2 36 120S 160E 4300730761 2470 Federal GW P PETERS POINT

PETERS POINT U FED 36-3 36 120S 160E 4300730762 2470 Federal GW P PETERS POINT

PETERS POINT U FED 36-4 36 120S 160E 4300730763 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-25D-12-16 36 120S 160E 4300730764 2470 Federal GW P PETERS POINT

HUNT RANCH 3-4 03 120S 150E 4300730775 13158 State GW P

PETERS POINT U FED 4-31D-12-17 36 120S 160E 4300730810 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-26D-12-16 36 120S 160E 4300730812 2470 Federal GW P PETERS POINT

PRICKLY PEAR UNIT 13-4 13 120S 140E 4300730825 14353 Federal GW P

PRICKLY PEAR UNIT 21-2 21 120S 150E 4300730828 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 6-7D-13-17 06 130S 170E 4300730859 14692 Federal GW P PETERS POINT

PETERS POINT ST 4-2-13-16 02 130S 160E 4300730866 14386 State GW P

PRICKLY PEAR U ST 13-16 16 120S 150E 4300730933 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U ST 11-16 16 120S 150E 4300730944 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U ST 7-16 16 120S 150E 4300730945 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-25 25 120S 150E 4300730954 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 16-35 35 120S 160E 4300730965 2470 Federal GW P PETERS POINT

PETERS POINT U FED 11-6-13-17 06 130S 170E 4300730982 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-6D-13-17 06 130S 170E 4300731004 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-31D-12-17 06 130S 170E 4300731005 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 5-13-12-14 13 120S 140E 4300731008 14897 Federal GW P

PETERS POINT U FED 12-31D-12-17 36 120S 160E 4300731009 2470 Federal GW P PETERS POINT

PETERS POINT U FED 2-36D-12-16 36 120S 160E 4300731010 2470 Federal GW P PETERS POINT

PETERS POINT U FED 9-36-12-16 36 120S 160E 4300731011 2470 Federal GW P PETERS POINT

PRICKLY PEAR U ST 36-06 36 120S 150E 4300731018 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 8-35D-12-16 36 120S 160E 4300731024 2470 Federal GW P PETERS POINT

PETERS POINT U FED 4-12D-13-16 02 130S 160E 4300731049 14692 Federal GW P PETERS POINT

PETERS POINT ST 5-2D-13-16 DEEP 02 130S 160E 4300731056 15909 State GW P

PRICKLY PEAR U FED 13-23-12-15 23 120S 150E 4300731073 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-27D-12-15 23 120S 150E 4300731074 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-26D-12-15 23 120S 150E 4300731075 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-22D-12-15 23 120S 150E 4300731076 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-28D-12-15 21 120S 150E 4300731121 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 2-12D-13-16 06 130S 170E 4300731158 14692 Federal GW P PETERS POINT

PRICKLY PEAR U FED 15-21-12-15 21 120S 150E 4300731164 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-28D-12-15 21 120S 150E 4300731165 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 13-21D-12-15 21 120S 150E 4300731166 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 10-36D-12-16 36 120S 160E 4300731174 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-36D-12-16 36 120S 160E 4300731175 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 15-17-12-15 17 120S 150E 4300731183 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED ll-17D-12-15 17 120S 150E 4300731184 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-22D-12-15 22 120S 150E 4300731186 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-22-12-15 22 120S 150E 4300731187 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-22D-12-15 22 120S 150E 4300731188 14794 Federal GW P PRICKLY PEAR
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PRICKLY PEAR 11-15D-12-15 22 120S 150E 4300731189 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 9-18D-12-15 18 120S 150E 4300731192 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 15-18-12-15 18 120S 150E 4300731193 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 16-27D-12-15 27 120S 150E 4300731194 15569 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 12-27D-12-15 27 120S 150E 4300731195 15568 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 10-27-12-15 27 120S 150E 4300731196 15570 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 9-20D-12-15 20 120S 150E 4300731197 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 7-20-12-15 20 120S 150E 4300731198 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 1-20-12-15 20 120S 150E 4300731206 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U ST 2-36-12-15 36 120S 150E 4300731226 15719 State GW P
PRICKLY PEAR U ST 4-36-12-15 36 120S 150E 4300731227 14794 State GW P PRICKLY PEAR
PRICKLY PEAR U FED 4-27D-12-15 22 120S 150E 4300731237 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 13-22-12-15 22 120S 150E 4300731238 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 3-27D-12-15 22 120S 150E 4300731239 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U ST 9-16-12-15 16 120S 150E 4300731240 14794 State GW P PRICKLY PEAR
PRICKLY PEAR U FED 9-28D-12-15 28 120S 150E 4300731241 16028 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 5-27D-12-15 28 120S 150E 4300731242 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 1-28-12-15 28 120S 150E 4300731243 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 8-28D-12-15 28 120S 150E 4300731244 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U ST 1-16-12-15 16 120S 150E 4300731245 14794 State GW P PRICKLY PEAR
PPU FED 11-18D-12-15 18 120S 150E 4300731257 14794 Federal GW P PRICKLY PEAR
PPU FED ll-20D-12-15 20 120S 150E 4300731258 14794 Federal GW P PRICKLY PEAR
PPU FED 4-25D-12-15 25 120S 150E 4300731259 14794 Federal GW P PRICKLY PEAR
PPU FED 12-25D-12-15 25 120S 150E 4300731260 16068 Federal GW P PRICKLY PEAR
PPU FED 15-6D-13-17 06 130S 170E 4300731261 16103 Federal GW P PETERS POINT
PP UF 3-36-12-16 36 120S 160E 4300731271 2470 Federal GW P PETERS POINT
PP UF 6-36-12-16 36 120S 160E 4300731272 2470 Federal GW P PETERS POINT
PPU FED 6-35D-12-16 35 120S 160E 4300731275 2470 Federal GW P PETERS POINT
PPU FED 14-26D-12-16 26 120S 160E 4300731277 2470 Federal GW P PETERS POINT
PPUFED8-34-12-16 34 120S 160E 4300731279 2470 Federed CPN P PETERSPODST
PPST8-2D-13-16 (DEEP) 02 130S 160E 4300731280 16069 State GDW P
PPU FED 6-34D-12-16 34 120S 160E 4300731281 2470 Federal GW P PETERS POINT
PPU FED 14-26D-12-15 35 120S 150E 4300731282 16224 Federal GW P PRICKLY PEAR
PPU FED 2-35-12-15 35 120S 150E 4300731283 14794 Federal GW P PRICKLY PEAR
PPU FED 10-26D-12-15 35 120S 150E 4300731284 14794 Federal GW P PRICKLY PEAR

PPU FED 9-17-12-15 17 120S 150E 4300731287 14794 Federal GW P PRICKLY PEAR
PPU FED 1-17D-12-15 17 120S 150E 4300731288 14794 Federal GW P PRICKLY PEAR
PPU FED 7-17D-12-15 17 120S 150E 4300731289 14794 Federal GW P PRICKLY PEAR
PPU FED 7-lD-13-16 ULTRA DEEP 06 130S 170E 4300731293 14692 Federal GW P PETERS POINT
PPU FED 1-18D-12-15 18 120S 150E 4300731294 14794 Federal GW P PRICKLY PEAR
PPU FED 7-18D-12-15 18 120S 150E 4300731295 14794 Federal GW P PRICKLY PEAR
PPU FED 5-17D-12-15 18 120S 150E 4300731296 14794 Federal GW P PRICKLY PEAR
PPU FED 10-17D-12-15 17 120S 150E 4300731307 14794 Federal GW P PRICKLY PEAR
PPU FED 8-17D-12-15 17 120S 150E 4300731308 14794 Federal GW P PRICKLY PEAR
PPU FED 12-17D-12-15 17 120S 150E 4300731309 14794 Federal GW P PRICKLY PEAR
PPU FED 13-17D-12-15 17 120S 150E 4300731310 14794 Federal GW P PRICKLY PEAR
PPU FED 14-17D-12-15 17 120S 150E 4300731311 14794 Federal GW P PRICKLY PEAR
PPU FED 16-18D-12-15 17 120S 150E 4300731312 14794 Federal GW P PRICKLY PEAR
PPU FED 8-18D-12-15 18 120S 150E 4300731313 14794 Federal GW P PRICKLY PEAR
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PPU FED 3-18D-12-15 18 120S 150E 4300731314 14794 Federal GW P PRICKLY PEAR

PPU FED 4-18-12-15 18 120S 150E 4300731315 14794 Federal GW P PRICKLY PEAR

PPU FED 5-18D-12-15 18 120S 150E 4300731316 14794 Federal GW P PRICKLY PEAR

PPU FED 6-18D-12-15 18 120S 150E 4300731317 14794 Federal GW P PRICKLY PEAR

PPU FED 16-27-12-16 27 120S 160E 4300731318 2470 Federal GW P PETERS POINT

PPU FED 10-27D-12-16 27 120S 160E 4300731319 2470 Federal GW P PETERS POINT

PPU FED 2-34D-12-16 34 120S 160E 4300731320 2470 Federal GW P PETERS POINT

PPU FED 16-17D-12-15 17 120S 150E 4300731321 14794 Federal GW P PRICKLY PEAR

PPU ST 15-16D-12-15 16 120S 150E 4300731322 14794 State GW P PRICKLY PEAR

PPU ST 16-16D-12-15 16 120S 150E 4300731323 14794 State GW P PRICKLY PEAR

PPU ST 14-16D-12-15 16 120S 150E 4300731324 14794 State GW P PRICKLY PEAR

PPU FED 2-7D-13-17 DEEP 06 130S 170E 4300731326 14692 Federal GW P PETERS POINT

PPU FED 3-21D-12-15 21 120S 150E 4300731328 14794 Federal GW P PRICKLY PEAR

PPU FED 4-21D-12-15 21 120S 150E 4300731329 14794 Federal GW P PRICKLY PEAR

PPU FED 2-35D-12-16 35 120S 160E 4300731345 2470 Federal GW P PETERS POINT

PPU FED 7-35D-12-16 35 120S 160E 4300731346 2470 Federal GW P PETERS POINT

PPU FED 4-35D-12-16 35 120S 160E 4300731347 2470 Federal GW P PETERS POINT

PPU FED 7-36D-12-16 36 120S 160E 4300731348 2470 Federal GW P PETERS POINT

PPU FED ll-36D-12-16 36 120S 160E 4300731349 2470 Federal GW P PETERS POINT

PPU FED 15-25D-12-16 36 120S 160E 4300731351 2470 Federal GW P PETERS POINT

PPU FED 13-25D-12-16 36 120S 160E 4300731352 2470 Federal GW P PETERS POINT

PPU FED 4-36D-12-16 36 120S 160E 4300731353 2470 Federal GW P PETERS POINT

PPU FED 13-15D-12-15 22 120S 150E 4300731358 14794 Federal GW P PRICKLY PEAR

PPU FED 14-15D-12-15 22 120S 150E 4300731359 14794 Federal GW P PRICKLY PEAR

PPU FED 4-22D-12-15 22 120S 150E 4300731360 14794 Federal GW P PRICKLY PEAR

PPU FED 6-22D-12-15 22 120S 150E 4300731361 14794 Federal GW P PRICKLY PEAR

PPU FED 2-28D-12-15 28 120S 150E 4300731362 14794 Federal GW P PRICKLY PEAR

PPU FED 16X-21D-12-15 28 120S 150E 4300731363 14794 Federal GW P PRICKLY PEAR

PPU FED 5A-27D-12-15 28 120S 150E 4300731364 14794 Federal GW P PRICKLY PEAR

PPU FED 1-35D-12-16 35 120S 160E 4300731365 2470 Federal GW P PETERS POINT

PPU FED lA-28D-12-15 28 120S 150E 4300731368 14794 Federal GW P PRICKLY PEAR

PPU FED 14A-18D-12-15 18 120S 150E 4300731393 14794 Federal GW P PRICKLY PEAR

PPU FED 10-18D-l2-15 18 120S 150E 4300731394 14794 Federal GW P PRICKLY PEAR

PPU FED 15A-18D-12-15 18 120S 150E 4300731395 14794 Federal GW P PRICKLY PEAR

PPU FED 16A-18D-12-15 18 120S 150E 4300731396 14794 Federal GW P PRICKLY PEAR

PPU FED 12-22D-12-15 22 120S 150E 4300731398 14794 Federal GW P PRICKLY PEAR

PPU FED ll-22D-12-15 22 120S 150E 4300731399 14794 Federal GW P PRICKLY PEAR

PPU FED 14-22D-12-15 22 120S 150E 4300731400 14794 Federal GW P PRICKLY PEAR

PPU FED 4A-27D-12-15 22 120S 150E 4300731401 14794 Federal GW P PRICKLY PEAR

PPU FED 13-26D-12-16 26 120S 160E 4300731403 2470 Federal GW P PETERS POINT

PPU FED 15-26D-12-16 26 120S 160E 4300731404 2470 Federal GW P PETERS POINT

PPU FED 3-35D-12-16 26 120S 160E 4300731405 2470 Federal GW P PETERS POINT

PPU FED 10-26D-12-16 26 120S 160E 4300731406 2470 Federal GW P PETERS POINT

PPU FED ll-26D-12-16 26 120S 160E 4300731407 2470 Federal GW P PETERS POINT

PPU FED 12-26D-12-16 26 120S 160E 4300731408 2470 Federal GW P PETERS POINT

PPU FED ll-27D-12-16 27 120S 160E 4300731409 2470 Federal GW P PETERS POINT

PPU FED 15-27D-12-16 27 120S 160E 4300731410 2470 Federal GW P PETERS POINT

PPU FED 9-27D-12-16 27 120S 160E 4300731411 2470 Federal GW P PETERS POINT

PPU FED ll-21D-12-15 21 120S 150E 4300731412 14794 Federal GW P PRICKLY PEAR
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PPU FED 6-21D-12-15 21 120S 150E 4300731413 14794 Federal GW P PRICKLY PEAR

PPU FED 12-2lD-12-15 21 120S 150E 4300731414 14794 Federal GW P PRICKLY PEAR

PPU FED 8-20D-12-15 20 120S 150E 4300731419 14794 Federal GW P PRICKLY PEAR

PPU FED lA-20D-12-15 20 120S 150E 4300731420 14794 Federal GW P PRICKLY PEAR

PPU FED 2-20D-12-15 20 120S 150E 4300731421 14794 Federal GW P PRICKLY PEAR

PPU ST 7A-16D-12-15 16 120S 150E 4300731422 14794 State GW P PRICKLY PEAR

PPU ST 6-16D-12-15 16 120S 150E 4300731423 14794 State GW P PRICKLY PEAR

PPU ST 10A-16D-12-15 16 120S 150E 4300731424 14794 State GW P PRICKLY PEAR

PPU ST 3-16D-12-15 16 120S 150E 4300731425 14794 State GW P PRICKLY PEAR

PPU FED 1-34D-12-16 34 120S 160E 4300731427 2470 Federal GW P PETERS POINT

PPU FED 7-34D-12-16 34 120S 160E 4300731428 2470 Federal GW P PETERS POINT

PPU FED 5-35D-12-16 34 120S 160E 4300731429 2470 Federal GW P PETERS POINT

PPU FED 5-21D-12-15 21 120S 150E 4300731451 14794 Federal GW P PRICKLY PEAR

PPU ST 8-16D-12-15 16 120S 150E 4300731455 14794 State GW P PRICKLY PEAR

PPU ST 12-16D-12-15 16 120S 150E 4300731456 14794 State GW P PRICKLY PEAR

PPU ST 12A-16D-12-15 16 120S 150E 4300731457 14794 State GW P PRICKLY PEAR

PPU ST 15A-16D-12-15 16 120S 150E 4300731458 14794 State GW P PRICKLY PEAR

PPU ST 10-16D-12-15 16 120S 150E 4300731459 14794 State GW P PRICKLY PEAR

PPU ST llA-16D-12-15 16 120S 150E 4300731460 14794 State GW P PRICKLY PEAR

PPU ST 13A-16D-12-15 16 120S 150E 4300731461 14794 State GW P PRICKLY PEAR

PPU FED 3-34D-12-16 34 120S 160E 4300731466 2470 Federal GW P PETERS POINT

PPU FED 5-34D-12-16 34 120S 160E 4300731467 2470 Federal GW P PETERS POINT

PPU FED 4-34D-12-16 34 120S 160E 4300731468 2470 Federal GW P PETERS POINT

PPU FED 10-7D-12-15 07 120S 150E 4300731470 14794 Federal GW P PRICKLY PEAR

PPU FED 15-7D-12-15 07 120S 150E 4300731471 14794 Federal GW P PRICKLY PEAR

PPU FED 9-7D-12-15 07 120S 150E 4300731472 14794 Federal GW P PRICKLY PEAR

PPU FED 16-7D-12-15 07 120S 150E 4300731473 14794 Federal GW P PRICKLY PEAR

PPU FED 10-35D-12-16 35 120S 160E 4300731474 2470 Federal GW P PETERS POINT

PPU FED 9-35D-12-16 35 120S 160E 4300731476 2470 Federal GW P PETERS POINT

PPU ST 6A-16D-12-15 16 120S 150E 4300731477 14794 State GW P PRICKLY PEAR

PPU ST 4-16D-12-15 16 120S 150E 4300731478 14794 State GW P PRICKLY PEAR

PPU ST 4A-16D-12-15 16 120S 150E 4300731479 14794 State GW P PRICKLY PEAR

PPU ST 5A-16D-12-15 16 120S 150E 4300731480 14794 State GW P PRICKLY PEAR

PPU ST 3A-16D-12-15 16 120S 150E 4300731481 14794 State GW P PRICKLY PEAR

PPU ST 16A-16D-12-15 16 120S 150E 4300731484 14794 State GW P PRICKLY PEAR

PPU ST 9A-16D-12-15 16 120S 150E 4300731485 14794 State GW P PRICKLY PEAR

PPU ST 16B-16D-12-15 16 120S 150E 4300731514 14794 State GW P PRICKLY PEAR

PPU ST 14B-16D-12-15 16 120S 150E 4300731515 14794 State GW P PRICKLY PEAR

PPU ST 13B-16D-12-15 16 120S 150E 4300731516 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 9-26D-12-16 25 120S 160E 4300750021 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-25D-12-16 25 120S 160E 4300750022 2470 Federal GW P PETERS POINT

PETERS POINT U FED 10-31D-12-17 31 120S 170E 4300750023 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-31D-12-17 31 120S 170E 4300750024 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13A-31D-12-17 31 120S 170E 4300750025 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-31D-12-17 31 120S 170E 4300750026 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-31D-12-17 31 120S 170E 4300750027 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14A-31D-12-17 31 120S 170E 4300750028 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-25D-12-16 25 120S 160E 4300750029 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-6D-13-17 31 120S 170E 4300750033 2470 Federal GW P PETERS POINT
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PETERS POINT U FED 10-25D-12-16 25 120S 160E 4300750035 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-36D-12-16 36 120S 160E 4300750037 2470 Federal GW P PETERS POINT

PETERS POINT U FED 15-36D-12-16 36 120S 160E 4300750038 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-lD-13-16 36 120S 160E 4300750039 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-lD-13-16 36 120S 160E 4300750040 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 9-22D-12-15 22 120S 150E 4300750041 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-22D-12-15 22 120S 150E 4300750042 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-22D-12-15 22 120S 150E 4300750043 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-27D-12-15 22 120S 150E 4300750044 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-15D-12-15 15 120S 150E 4300750045 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-15D-12-15 15 120S 150E 4300750046 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-15D-12-15 15 120S 150E 4300750047 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-15D-12-15 15 120S 150E 4300750048 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 11A-15D-12-15 15 120S 150E 4300750049 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-21D-12-15 21 120S 150E 4300750050 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-21D-12-15 21 120S 150E 4300750051 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2A-21D-12-15 21 120S 150E 4300750052 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-22D-12-15 21 120S 150E 4300750053 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5A-22D-12-15 21 120S 150E 4300750054 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7A-21D-12-15 21 120S 150E 4300750056 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-21D-12-15 21 120S 150E 4300750057 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8A-21D-12-15 21 120S 150E 4300750058 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-8D-12-15 08 120S 150E 4300750059 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-8D-12-15 08 120S 150E 4300750060 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-17D-12-15 08 120S 150E 4300750061 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED lA-17D-12-15 08 120S 150E 4300750062 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 3A-34D-12-16 27 120S 160E 4300750063 2470 Federal GW P PETERS POINT

PETERS POINT U FED 4A-34D-12-16 27 120S 160E 4300750064 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-27D-12-16 27 120S 160E 4300750065 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-27D-12-16 27 120S 160E 4300750066 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13A-27D-12-16 27 120S 160E 4300750067 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-27D-12-16 27 120S 160E 4300750068 18204 Federal GW P

PETERS POINT U FED 14A-27D-12-16 27 120S 160E 4300750069 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 1-22D-12-15 22 120S 150E 4300750076 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-22D-12-15 22 120S 150E 4300750077 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-22D-12-15 22 120S 150E 4300750078 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-17D-12-15 17 120S 150E 4300750079 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3A-17D-12-15 17 120S 150E 4300750080 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-17D-12-15 17 120S 150E 4300750081 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-17D-12-15 17 120S 150E 4300750082 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED SA-17D-12-15 17 120S 150E 4300750083 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR LÏFED 6-17D-12-15 17 120S 150E 4300750084 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6A-17D-12-15 17 120S 150E 4300750085 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7A-17D-12-15 17 120S 150E 4300750086 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12A-17D-12-15 17 120S 150E 4300750087 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-12D-12-14 12 120S 140E 4300750088 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-12D-12-14 12 120S 140E 4300750089 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-12D-12-14 12 120S 140E 4300750090 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-12D-12-14 12 120S 140E 4300750091 14794 Federal GW P PRICKLY PEAR
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PRICKLY PEAR U FED 3-20D-12-15 20 120S 150E 4300750098 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3A-20D-12-15 20 120S 150E 4300750099 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-20D-12-15 20 120S 150E 4300750100 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-20D-12-15 20 120S 150E 4300750101 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-20D-12-15 20 120S 150E 4300750102 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6-20D-12-15 20 120S 150E 4300750104 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6A-20D-12-15 20 120S 150E 4300750105 14794 Federal. GW P PRICKLY PEAR

PRICKLY PEAR U FED llA-20D-12-15 20 120S 150E 4300750106 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12A-20D-12-15 20 120S 150E 4300750107 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 5-31D-12-17 36 120S 160E 4300750109 2470 Federal GW P PETERS POINT

PETERS POINT U FED 6-31D-12-17 36 120S 160E 4300750116 2470 Federal GW P PETERS POINT

PETERS POINT U FED 9X-36D-12-16 36 120S 160E 4300750117 2470 Federal GW P PETERS POINT

PETERS POINT U FED 1-36D-12-16 36 120S 160E 4300750118 2470 Federal GW P PETERS POINT

PETERS POINT U FED 10-6D-13-17 06 130S 170E 4300750119 2470 Federal GW P PETERS POINT

PETERS POINT U FED 15-31D-12-17 06 130S 170E 4300750123 2470 Federal GW P PETERS POINT

PRICKLY PEAR UF 7A-18D-12-15 17 120S 150E 4300750136 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8A-18D-12-15 17 120S 150E 4300750137 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9A-18D-12-15 17 120S 150E 4300750138 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 12-20D-12-15 20 120S 150E 4300750139 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 16A-8D-12-15 08 120S 150E 4300750140 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 15A-8D-12-15 08 120S 150E 4300750141 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 13A-9D-12-15 08 120S 150E 4300750142 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 13-9D-12-15 08 120S 150E 4300750143 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 12-9D-12-15 08 120S 150E 4300750144 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 10-8D-12-15 08 120S 150E 4300750145 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9-8D-12-15 08 120S 150E 4300750146 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 2A-17D-12-15 08 120S 150E 4300750147 14794 Federal GW P PRICKLY PEAR

PETERS POINT UF 12-5D-13-17 06 130S 170E 4300750151 2470 Federal GW P PETERS POINT

PETERS POINT UF 13-5D-13-17 06 130S 170E 4300750152 2470 Federal GW P PETERS POINT

PETERS POINT UF 13-30D-12-17 30 120S 170E 4300750153 18347 Federal GW P PETERS POINT

PETERS POINT UF 14-30D-12-17 30 120S 170E 4300750154 18350 Federal GW P PETERS POINT

PETERS POINT UF 12-30D-12-17 30 120S 170E 4300750155 18346 Federal GW P PETERS POINT

PETERS POINT UF ll-30D-12-17 30 120S 170E 4300750156 18348 Federal GW P PETERS POINT

PETERS POINT UF 3-31D-12-17 30 120S 170E 4300750157 2470 Federal GW P PETERS POINT

PETERS POINT UF 2-31D-12-17 30 120S 170E 4300750158 18349 Federal GW P PETERS POINT

PETERS POINT UF 16-25D-12-16 30 120S 170E 4300750159 2470 Federal GW P PETERS POINT

PETERS POINT UF 9-25D-12-16 30 120S 170E 4300750160 2470 Federal GW P PETERS POINT

PRICKLY PEAR UF lA-22D-12-15 22 120S 150E 4300750171 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 6A-22D-12-15 22 120S 150E 4300750173 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 7A-22D-12-15 22 120S 150E 4300750174 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8A-22D-12-15 22 120S 150E 4300750175 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 14B-15D-12-15 22 120S 150E 4300750176 14794 Federal GW P PRICKLY PEAR

PRICIŒY PEAR UF 9-9D-12-15 09 120S 150E 4300750195 14794 Federal GW P PRICKLY PEAR

PRICIŒY PEAR UF 16-9D-12-15 09 120S 150E 4300750202 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8-14D-12-15 14 120S 150E 4300750216 18289 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 15-14D-12-15 14 120S 150E 4300750221 18290 Federal GW P PRICKLY PEAR

PETERS POINT UF 7X-36D-12-16 36 120S 160E 4300750231 2470 Federal GW P PETERS POINT

PETERS POINT UF 8-36D-12-16 36 120S 160E 4300750232 2470 Federal GW P PETERS POINT

PETERS POINT ST 6-2D-13-16 02 130S 160E 4300731017 14472 State D PA
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UDOGM CHANGE OF OPERATOR WELL LIST

PTS 33-36 STATE 36 110S 140E 4301330486 6190 State GW PA ARGYLE

PRICKLY PEAR U FED 10-4 10 120S 140E 4300730823 14462 Federal GW S

PRICKLY PEAR U FASSELIN 5-19-12-15 19 120S 150E 4300730860 14853 Fee GW S

PRICKLY PEAR U ST 5-16 16 120S 150E 4300730943 14794 State GW S PRICKLY PEAR

PRICKLY PEAR U FED 7-33D-12-15 33 120S 150E 4300730985 14771 Federal GW S

PETERS POINT ST 8-2D-13-16 02 130S 160E 4300731016 14471 State GW S

PPU FED 4-35D-12-15 35 120S 150E 4300731285 16223 Federal GW S PRICKLY PEAR

PPU FED 5-36D-12-16 36 120S 160E 4300731350 2470 Federal GW S PETERS POINT

PRICKLY PEAR U FED 5A-20D-12-15 20 120S 150E 4300750103 14794 Federal GW S PRICKLY PEAR

PRICKLY PEAR U FED 13A-17D-12-15 20 120S 150E 4300750108 14794 Federal GW S PRICKLY PEAR

PRICKLY PEAR UF 2A-22D-12-15 22 120S 150E 4300750172 14794 Federal GW S PRICKLY PEAR

Page


	APD-DRILL
	APD-WORKSHEET
	APD-APPROVAL
	SPUD
	APD-BLM
	SUNDRY-SPUD
	WCR
	OPERATOR-CHG



